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ABSTRACT 



Electrochemic&l phenomena play a fundamental role in providing 
emnda! materials and devi^ for modem society. This report reviews 
the status of current knowledge of electrochemical science and tech- 
nology and makes recommendations for future r^earch and development 
this multidisclplinary field. The report identifles new technological 
opportunities in widely diverse applications, including batteri^ and 
fuel cells, biomedical and health care, coatings and films, corrosion, 
electrochemical surface processing, manufacturing and waste utilization, 
membranes, microelectronic, and sensors. In addition, opportuniti^ 
for cross-cutting research in key areas that will provide the technology 
base n^ded in the future are delineated. These areas include 
electrochemical engineering, in situ characterization, interfacial 
structure, materials, phou>electrochemistry, plasmas, and surface 
rear ioas. The socioeconomic impact of electrochemical technology is 
sununarized and compai^d with current federal support levels. Concerns 
are not^ regarding constraints on basic research arising from support 
along traditional disciplinary lines and inadequate attention given to 
exploratory development as well as to science and technology transfer. 
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PREFACE 



Electn^hemiod phenomena underpin a wide range of technologies. 
Included among the^ are the traditional electrochemical pro^ss^ that 
for more than a century have providnl essential materials, many of which 
canuot be created by any other economical method. In addition, there is 
a broad range of technological opportunities that depend intimately on 
electrochemical phenomena but lie outside the conventional electrolytic 
Industrie. 

Durii^ the past de^de the study of electrc^hemi^ phenomena has 
advanced in ^veral disciplines, including physic, chemistry, chemical 
engineering, and the life sciences, among others. Very recently, a 
renaismce has (burred in this field b^use of new-found abilities to 
create precisely characteriisd systems for fundamentel study, to monitor 
behavior at previously unattiunable levels of sensitivity, and to 
predict (i.e., design) with new theories and computational skill. These 
capabilities are creating extraordinary opportuniti^, both for advance- 
ment of science and for the transfer of that science into new products 
and processes. 

The Office of Conservation and Renewable Energy of the Department 
of Energy requested that the National Research Council, through the 
National Materials Advisory Board, a^ess electrochemic^ science and 
technology and recommend opportunities and priorities in research and 
development aimed at energy conservation. Three efforts were 
identified. The first was an overall assessment of electrochemical R&D 
that could lead to major gains in materials and energy conservation; 
this effort would include recommending technical directions for further 
study, evaluating benefits of such work, and identifying agencies with 
interests in these areas. The second and third efforts involved 
detailed evaluations in two areas-electrochemical corrosion and in situ 
characterization of electrochemical processes. The Committee on 
Electrochemical Aspects of Energy Conservation and Production was 
established to conduct these activities. Two panels were formed— one to 
study and publish a report on corrosion and the other on character- 
ization (NMAB reports 438-2 and 43S-3, respectively). 

The committee recognized that the electrochemical science base 
relevant to energy conservation is also relevant to many other 



techfiologies. The committee considered this broader range of 
t^httologies and presents its findings in this report as a program for 
research and ctevelopment The principal findings of the report are 
given in Chapter 1, "Overview: Conclusions and Recommendations." 

The emphasis of this report is placed on technical aspects of 
electrochemkal phenomena, both those that have clearly defined 
commercial potential (Chapter 5, "Opportunities in Particttlar 
Technologies") and others where mw understanding and capabilities may 
ultimately lead to new products (Ompter 6, "Opportunities for 
Cross-Cutting Research"). These issues were addressed only peripherally 
by recent studies on chemistry {OpiH^tunities in Chemistry^ National 
Academy Press, 198S) and chemical engineering (Committee on Chemical 
Engineering Frontiers: Research Needs and Opportuniti^, a current 
National Research Council activity). The committee notes that the 
findings of these studio are compatible with those in this report 

The intend^ audience for this re|K>rt are government and industry 
executives who are r^ponsible for policy directions in their institu- 
tions; program managers in funding agencies responsible for identifying 
and res|M>nding to optwrtuniti^ for economic growth; and laboratory 
scientists and engineers who develop technical concepts for improved 
understanding of the science and technology as well as the prtKlucts 
resulting from r^«u«h and development. 
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Chapter 1 

OVERVIEW: CONCLUSIONS AND RECOMMENDATIONS 



In the 1990s a dream of two centuries will perhaps be realized: 
It may become p<»slble to move electrons from a pr^isely defined 
surface of an electi'ical conductor to precisely defined reaction centers 
in molecules anchored to that surface. The implications of attaining 
this seemingly simple goal are very broad. Indeed, by achieving this 
g(MU« electrochemistry may well come to serve centr^Iy in a broad 
advance of science and technology. This report seeks to document such 
opportunities and routes for their realization. 

Electrochemical processes based on just such events today provide 
humanity both with materials essential to civilization (many of which 
cannot be created by any other economical method) and with major 
technologies that contribute significantly to the national well-being 
and security. I^cemaker batteries that last a lifetime are available; 
communication systems and portable electrorji': devices have been powered 
by batteries from their beginnings. Indee'i, electrochemical batteries 
are truly unique in their ability to store c.'iemical energy and to 
convert it instanianeously and efficiently into mobile electrical 
power. Electrochemical methods for surface treatment play an essential 
role in making microelectronic devices, in reducing corrosion, and in 
conserving critical materials. Many plastics and textiles are made with 
chemicals produced by electrolysis. Aluminum for buildings and aircraft 
and titanium for supersonic aircraft and tanks are made exclusively by 
processes that depend on electrochemi-ral reactions. Also, electro- 
chemical reactions are at the root of corrosion processes. 

In the future, it may become possible to produce organized networks 
of molecules resembling, in their controlled structure, biological 
systems, yet having properties different from those of any material 
known today. New types of computers based on electrochemical elements 
may then be invented, as may implanted microsensors reporting on subtle 
changes in the biochemistry of the human body. With better electro- 
chemical knowledge it may also become feasible to accelerate the healing 
of tissue and to simulate the action of nerves that have been damaged. 
Coatings for cars that would not change in appearance after years of 
service might be discovered, along with propulsion systems for electric 
vehicles and methods to remove toxic materials selectively from streams 
of water. 
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Although these potential applications may sound like dreams, the 
scientific basis for them has already been demonstrated by exi^riments 
during the 1980s. 

This reiM>rt illuminate opportunities for new technological applica- 
tions founded on electrochemlral phenomena. It addre^es i^ues 
essential to the modernization- and enhancement of a>mpetMven«s of the 
existing American electrochemical process industry. It identifies 
scientific and {4>pUed problems that currently limit progres and makes 
recommendations that respond to these issues. Specific documentation is 
provided on socioeconomic benefits (Chapter 3), current federal support 
(Chapter 4), high-priority opportunities in technologies (Chapter 5) and 
in research (Chapter 6), and needs in ^ucation (Chapter 7). 



CONCLUSIONS AND RECOMMENDATIONS 

The committee reached six conclusions and formulated eight 
recommendations for action. These are given below. The remainder of 
the report provides the background information on which these 
perspective are based. 



1. Opportunltle for New Industries 

Canclusion; Major opportunities for new products and processes 
based on electrochemistry exist outside of conventional electro- 
chemical industries. 

Products and process based on electrochemical phenomena at 
present contribute nearly $30 billion per year to the gross national 
product of the United States. New additional markets having annual 
sales on the order of $20 billion are projected for electrochemical 
products and processes within the next decade. These markets include 
microelectronics, sensors, surface processing, membrane separations, 
advanced batteries and fuel cells, and corrosion control, among others. 
At present, however, there are no major federal programs focused on the 
broad range of electrochemical phenomena that underpin these areas, with 
the exception of batteries and fuel cells. (For the latter two areas, 
research recommendations are summarized in earlier reports— NMAB- 390, 
Assessment of Research Needs for Advanced Battery Systems^ and 
NMAB-4J1, Fuel Cell Materials Technology in Vehicular Propulsion.) 

The United States has a research capability in electrochemistry that 
could become the basis for major technological developments and for 
competitive industries if adequately sustained. However, many 
electrochemical technologies are based on complex coupled phenomena that 
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are not well understood. For this reason development efforts can be 
slow and inefficient. The long lead time and high inv^tment risk 
associated with new "breakthrough" processes and devices require federal 
support for research and early stages of exploratory development Such 
sui^rt would contribute to national defense as well as a strong 
domestic competitive position relative to foreign manufacturers, whose 
endeavors aie often effectively advanced by massive government-sponsored 
^^rch and development programs. 

Accordingly, we recommend thai multidisciplinary research be 
pursued vigorously in key high-technology electrochemical areas that 
have readily apparent commercial potential. Technological 
opportunities where success is d^med likely in the near term (less than 
10 years) are identified in Chapter S. Highest priority is placed on 

■ Advanced energy conversion devices, including batteries and fuel 
cells and photoelectrochemical devices 

« Microelectronics, including plasma and el^trochemical surface 
processing 

■ High-performance coatings and materials 

■ Biomedical devices, including membranes and sensors 



2. Opportunities in Basic Science 

Conclusion: Rapid evolution is about to occur in several critical 
areas of basic electrochemical science, and this will underpin 
significant new technological develcpments. 

Improved quantimtive understanding of electrochemical systems is 
essential. Although substantial progre^ has been made in the develop- 
ment of modeb and theories for electrochemical systems, these are 
oversimplified and in many instances not quantitative. The rapidly 
evolving in situ instrumental techniques are providing a wholly new 
level of quantitative experimental information concerning electro- 
chemical systems and will provide a strong base on which to build 
quantitatively reliable models. Chapter 6 summarizes opportunities for 
cross-cutting research that hold great promise for advancement of 
fundamental knowledge. These will ultimately lead to new products and 
processes in the far term (more than 10 years). 

Accordingly, we recommend that a commitment be made to accelerate 
progress in selected areas that now limit development of a qumtitative 
mderstanding of electrochemical systems, from a macroscopic level down 
to the molecular scale. Of highest priority is the need for improved 
models and both quantitative theoretical and experimental approaches for 
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■ The extended structure of ioterfacial regions (solid-solid, 
solid-liquid, liquid-gas, liquid-liquid) 

■ Charge transfer and adsorption phenomena at electrified 
interfaces, including plasma-solid systems 

■ Transport through surface films and coatings, including membranes, 
ionic and electronic inducting [X>lymers, fast ionic conducting solids, 

and passive corn»ion fihns 

■ Dimensional and morphol(^ical stability during operation of porous 
electrode structures and during deposition and etching processes 

■ Advanced el^trochemical engineering methods for the design of 
high-performance prc^esses and device 

In addition, we recommend that a separate assessment be made of 
scientific and technological opjwrtmities in the area of electro- 
chemical surface processing. A detailed assessment of these 
opportunities is given in Chapter 5. Industries based on these 
phenomena represent one of the largest electrochemical technologies on 
the basis of value added (exceeding $10 billion per year in the United 
States). In response to needs and new-found cafabilities, the field is 
currently expanding rapidly in the di$«}very of new materials, novel 
coatings, and thin films. Improved fundamental understanding of 
solid-liquid interface structure, the role of additives, surface shape 
evolution, and simulation of transport and reaction during high-rate 
processing is needed. 



3. Advances In Instrumentation 

Conclusion: Advancements in instrumental techniques make possible 
major gains in the understanding of the structural and dynamic 
properties of electrochemical systems and set the stage for the next 
generation of applicaiions. 

The understanding of electrochemical systems thus far has been 
based principally on the use of measurements that do not directly yield 
information at the molecular level. Until very recently, scientists 
have not had access to information about chemical specipo at electro- 
chemical interfaces of the type that has played, for erample, such an 
important role in understanding the chemistry of tP jlecMles in the bulk 
phases. Recent advances in instrumental techp»c,aes, however, promise 
access to molecular- level information about electrochemical systems that 
heretofore has been unavailable. This exciting development opens up 
important new opportunities in fundamental and applied science. 



Accordingly, we recommend that advanced methods for characterizing 
interfacial structure and dynamics be developed vigormisly. A pacel 
was established by the committee to study and make recommendations on 
experimental methods. Its findings have been issued separately 
(NMAB 438-3, In Situ Characterizatitm of Electrvchemical Processes)^ 
and its conclusions and recommendations are summarized in Chapter 6. 
Twelve specific recommendations are set forth for special emphaisis in 
the near term. They call« in general, for new methods that (a) can 
characterize interfacial structure with greater chemical detail and with 
spatial resolution approaching the atomic scale and (b) can characterize 
dynamics in ways that wiU provide views of faster reactions. It is 
particularly important to establish new methods for in situ 
characterization->that is, direct observation in the electrochemical 
environment of interest. 



4. Multidisciplinary Approach for Complex Problem Areas 

Conclusion: A multidisciplinary approach will he essential to 
solving many outstanding problems in electrochemical technologies. 

Societal needs and market forces for specific devices and 
processes are often deeply segmented from each other and are thus unal}!^ 
to work together to create a cohesive multidisciplinary research base. 
Although fundamental understanding of eler:trochemical phenomena has 
advanced substantially in the paa£ decade within separate traditional 
disciplines, application of this knowledge to complex systems remains 
haphazard. The federal government has recogni^ the importance of 
multidisciplinary research and development in a variety of areas. 
Electrochemical science and engineering should have a similar support 
structure. 

Accordingly, we recommend that focused federal action support a 
broader, multidisciplinary research and technology base for electro- 
chemical science and engineering. Among those applications addressed 
in Chapter 5 where focused multidisciplinary research would exert a 
highly visible impact are corrosion, microelectronic devices, advanced 
materials processing, and health care. Improved institutional and 
collaborative arrangements are needed to facilitate a multidisciplin.\ry 
approach and to transfer scientific knowledge into practice. 
£duc<}tional needs are addressed in Chapter 7. 

This recommendation is especially warranted and timely for 
electrochemical corrosion, most of which cannot be avoided with present 
technology and which costs the nation an estimated $120 billion 
annually. A panel was established by the committee to study and make 
recommendations in this field. Its findings have been issued separately 
(NMAB 438-2, A Plan for Advancing Electrochemical Corrosion Science and 



Tethnology)^ and its conclusions and recommendations are listed in 
Chapter 5. 



5. Effective Science and Technology Transfer 

Conclusion: The United States must be much more effective in 
transforming electrochemical research results into new and improved 
products. 

In the international competition in rapidly evolving technologies, 
a valuable asset of the United States is its historically strong 
research position, a strength that must be protected and enhance. 
Foreign countries have aggre^ively used the results of VS. research to 
develop new products that are suteequently sold in the United States. 
Examples include advanced batteries, sensors, and microelectronic 
devices. If new markets are to be captured by the United States, more 
applied research and exploratory development are e^ntial to improve 
the efficiency of transition from research discovery to early stag^ of 
technology evaluation. In the electrochemical field, the transfer of 
scientific results into technology is carried out ineffectively in the 
United States. 

Accordingly, we recommend that federal supf^rt he increased 
substantially in applied research and exploratory development of 
targeted areas that have significant economic leverage, with the 
increase being on the order of $60 million per year. Background 
documentation for this recommendation is given in Chapter 4. The goal 
of this recommendation is to strengthen U.S. capability to benefit 
economically from its strong basic research program on electrochemical 
phenomena. Even with the increase recommended, the level of federal 
support of the electrochemical field (relative to its economic impact) 
will be well below the average for all federal R&D support. Four areas 
for introducing new U.S. technology in the marketplace were identified 
earlier under Conclusion 1. The committee notes that in one area- 
advanced energy conversion devices— federal funding underpinning 
commercial development of advanced batteries and fuel cells has been 
substantially reduced; the planning level for fiscal year 1987 is about 
half the 1984 level. 

Furthermore, we recommend that a more effective process for 
science and technology transfer Ik established for utilization of 
electrochemical research. Three issues need to be addressed. First, 
institutional barriers, both university and federal, should be reduced 
to encourage individual researchers and inventors to initiate 
technological ventures. Second, joint efforts among industry, 
government, and universities should be developed with the goal of 
bringing into close proximity trained penonnel from th«e communities. 
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Third, effective mechanisms to accomplish these goals need to be found; 
these may include sabbaticals or internships for individuals, education 
programs (Chapter 7), and establishment of temporary initiatives 
involving workers from government, industries, and academe to convert 
research results into products (Chapter 4). Science and technology 
transfer in general, a continuing need, although it will be 
transitory for individual tasks->federal support to nurture the initial 
phase of concept transfer, and industrial support for later phases of 
development. 



6. Perspective and Scope of Overall Federal Program 

Conclusion: Electrochemical phenomena play an essential role in 
the economic yvell-being, security, and health of the nation, and the 
goal of federal support should be to foster a broad science and 
technology base in this multidisciplinary field. 

The diversity and socioeconomic impact of electrochemical 
phenomena on U.S. society are discussed in Chapter 3. In spite of their 
importance, an overview of the federal support of this field given in 
Chapter 4 shows that funding is provided largely within agency programs 
whose primary focuses are other than electrochemical ones. As a result, 
electrochemical aspects are viewed in t<K) nairow a framework. 

Accordingly, we recommend that a new j^rspective on electro- 
chemical and corrosion phenomena be established in federal programs. 
Increased emphasis is needed in government programs to encourage 
the development of advanced ideas in electrochemical science and 
engineering. This emphasis can best be achieved by funding agencies 
supporting the field as a multidisciplinary thrust area. 



Chapter 2 
INTRODUCTION 



Electrochemi^ phenomena control the existent and movement of 
charged species in the bulk of, as well as across interfaces between, 
ionic, electronic, semiconductor, photonic, and dielectric materials. 
The widespread occurrence of these phenomena in technological devices 
and processes is illustrated by the following categories: 

■ Materials of interest include metals and alloys, semi- 
conductors, ceramics and ionic solids, concrete, dielectrics and 
polymers, composites, biological materials including proteins and 
enzymes, membranes and coatinp, aqu^us and nonaqueous solvents and 
solutions, molten salts, catalytic materials, colloids, surfactants and 
inhibitors, and emulsions and foams. 

■ Phenomena that arise in these materiab include induction 
processes, mass transport by convection, potential field effects, 
electron or ion disorder, ion exchange, adsorption, interfacial and 
colloidal activity, sintering, dendrite growth, wetting, membrane 
transport, passivity, electrocatalysis, electrokinetic forces, bubble 
evolution, gaseous discharge (plasma) effects, and many others. 

■ Processes that depend critically on these phenomena include 
energy stor^e and conversion, cont^ion and corrosion control, membrane 
sei^rations, deposition and etching by electrolytic and plasma 
processes, electrosynthesis of organic and inorganic chemicals, 
production and refining of metals, pollution detoxification and 
recovery, desalination, and many others. 

■ Products that result from these processes include micro- 
electronic devices, sensors, membranes, batteries and fuel cells, 
coatings and films, metals, gases, chemicals, and ceramics. 

Dearly, electrochemical phenomena are important in a wide range of 
technologies that contribute significantly to national security and 
well-being. 

The traditional electrolytic technologies are those that pass direct 
current electricity between electrodes in contact with phases that 
contain ions. Electrolysis is ca sed to occur by the interaction of 
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electrons with ionic species. Such reactions are forced to occur by 
application of an external voltage and thus are able to create products 
that are more energetic than the reactants. 

It is also possible to accomplish the reverse— that is, to withdraw 
electricity from energetic chemicals by electrolysis. Batteries and 
fuel cells, for example, are energy conversion devices that depend for 
their operation on the inter^on of highly energetic chemicals, placed 
on separate electrodes, that can react together only by exchanging 
electrons through the wire connecting them. Most corn^ion process^ 
operate in a similar manner, except that the electricity generated when 
these unwanted spontaneous electn^hemical reactions occur is not 
available for doing useful work. 

Electrochemical phenomena underpin a wide range of additional 
technologies that far exceed those associated with corrosion and 
traditional electrolytic processes. The following are example 

■ Microelectronic devices depend on motion of a charge in and on 
semiconductor materials. Such phenomena share strong ties with the 
thermodynamics and transpo^i of charge species in electrolytes. 

■ Materials often exhibit unique properties, processing 
challenges, and degradation mechanisms that are inherently electro- 
chemical in nature. For example, the sintering of high-technology 
ceramics is closely related to the behavior of ionic defects in solid 
electrolytes. 

■ Membranes and thin polyrrer films transport chemicals through 
channels that, owing to their mole ;ular structure and electri<»l charge 
decoration, promote the facile transport of certain sel^t species. 

Such phenomena are mc»t completely described on the basis of electro- 
chemical potentials and driving forces. Closely related to such 
phenon^ena are electrochemical sensors for health care and macromolecular 
electronic devices that r«pond directly to living systems in which they 
are implanted. 

■ Coatings such as paints are the principal means of protecting 
industrial structures from electrochemical corrosion. In some c^s, 
even the degradation of the coating, as in the case of n-TiO, pigments, 
is by photoelectrochemical pr(K;esses. 

■ Colloids, surfactants, and fluid interfaces represent systems 
where interfacial properties play a dominant role in determining overall 
behavior. Electrochemical phenomena play an essential role because such 
interfaces take on a surface potential that is responsible for their 
structure, properties, and stability. 
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■ Bitmtedieal and health care applirations are deeply coupled to 
etectroctwrnJcal phenomena, as are the very proceses of life itself— 
(^on potent^« membrane and neurological phenomena, cell fusion, 
sensory and energy transduction, motility, and reproduction. These 
phenomena are b^ed on interactions between ions, polyelectrolytes 
(e^., proteins), or charged membranes containing enzymes and 
ion-selective channels. The units of these biological processes are 
ctorged, and their interactions involve elMtn>chemical forcr. 

■ Plasmas used in micrMlectronic device pitKs^ing have many 
physicochemical characteristics in common with electrolytic systems, 
particularly an the use of electrochemical engineering methods for 
modeling transport and reaction proc^^. 

In all of these old and new industries, the key scientific cornerstone 
is the understanding of electnwhemi^ phenomena, which control the 
existence, movement, and reaction of species in the bulk and at the 
interfaces between phases. The range of such materials is truly 
staggering and includes ionic, electronic, semicon^^-'ctor, photonic, and 
dielectric materials. 



BACKGROUND 

Many large-scale electrolytic technologies have been in existence 
for over a century. Their early development and commercial use took 
place before the recognition of many fundamental scientific and 
engineering principles. Thus these industries had come to be 
characterized by slow evolutionary change based on past experience and 
intuitive insight. Such a characterization has been completely reversed 
by the events of the past 20 years. 

The scientific and industrial creativity required for economic 
efficiency has affected virtually every important global electrochemical 
industry. An interesting summary of progress since about 1950 is 
available in a series of reviews that cover 17 areas published in 
connection with the 75th Anniversary of the Electrochemical Society 
(7-77). These include electrode kinetics; electrolyte solutions; 
electroanalytical chemistry; organic electrochemistry; electrolytic 
production of industrial chemicals; electrowinning and electrorefining 
of metals; electrothermics and metallurgy; electrodeposition; corrosion; 
fuel cells; primary batteries; secondary batteries; electrolytic 
capacitors; dielectrics and insulators; luminescence; silicon semi- 
conductor technology; and compound semiconductors. 

The invention of new materials and improved engineering methods has 
truly revolutionized the electrolytic process industries. Electrolytic 
cells for production of chlorine and caustic had, for example, evolved 
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for 80 years based on the unique electrochemical properti^ of cartK>n 
electrodes. Today, over 90 percent of the cells in the United States 
use coated titanium electrodes, which were a laboratory curiosity only 
20 years ago {18). Other new mate^Us also had a dramatic impact, 
including membranes and separators, new solid and porous electrodes, new 
electroly^ and solvents, and corrosion-resistant alloys, among 
others. In addition, the electrolytic technologies have, during the 
past 2 decades, made significant design adjustments in response to 
changed availability of energy, feedstock, and capital as well as to 
waste treatment These events shattered the empirical traditions of the 
past and served to trigger new intei«st in electrochemical science and 
engineering. 

The fundamental principles on which the field of electrolytic 
technology draiira heavily include 

■ Thermodynamics^ which describes the equilibrium state of an 
interface, of the stales within a given phase, and of the distribution 
of various iM^ible phas^ within the cell 

■ Kinetics^ which relates the rate of passage of current through 
the interface to the driving forces across the interface 

■ Transport phenomena^ which determine the rate at which species 
and energy can Income available for reaction at the interface region 

■ Current and potential field distribution, which determine the 
flow of current between electrodes and the variation of potential along 
surfaces 

Once these fundamental principles were recognized, it was found that 
insight gained in one t^hnology could often be translated to another. 
For example, understanding of current distribution and potential field 
effects, perhat» first understocKl by electroplaters, has been 
extensively applied to corrosion prevention by cathodic protection and 
to the design of battery electrodes and chlorine and aluminum cells. 
Similarly, the development of porous electrodes for batteries and fuel 
cells has led to adaptation for use in metals recovery, in electro- 
synthesis of specialty organic chemicals and drugs, and in detoxifi- 
cation of dilute waste streams. The unification of fundamental 
principles has played a major role in the existing technologies. 
However, new innovative technologies remain difficult to implement In a 
cost-effective manner for a single application or single user having no 
previous experience. 

As interest grew in fundamental ^-oects of electrochemical science 
and engineering, it was quickly recognized that such processes are 
complex. They involve many different phenomena simultaneously. These 
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inchide ohmic resistance effects through the voltune of the cell, mass 
transport limitations cloM to the electrode surface, and charge 
transfer procenes at the very surface itself. The relative importance 
of such processes depends on cell geometry, current density, and even 
local positum along the electrode surfa^. 

Thus, electrochemical research turned to the development of refined 
systems and experimental methodology in order to reduce and control the 
number of varkbles. Noteworthy advances included the potentiostatic 
power supply (electrode potential control), rotating disk (hydrodynamic 
control), "moder experimental systems (which permit unambiguous 
interpretation of data), and a growing variety of electroanaly\ical and 
surface-science techniqius. With the availability of such data, 
theoretical advances were sparked. These advances took two forms: 
(a) improved quantitative hypothes^ of mechanisms and (b) improved 
engineering procedures for transferring scientific knowledge into 
devices and process^. Mathematical modeling of electrochemical 
phenomena has thus only quite recently become possible. 

Even this brief introduction should make it cl^ that electro- 
chemical phenomena are complex and that their study is deeply rooted in 
a variety of scientific and engineering disciplines-^physics, chemistry 
and chemical engineering, solid-smte and gaseous electronic, and the 
life science, among others. 



NEW DEVELOPMENTS 

A renaissance is occurring in the field of electrochemical science 
and technology. Advances are taking place owing to new-found abilities 
to create precisely characterized systems for fundamental study, to 
monitor their behavior at previously unattainable levels of sensitivity, 
and to predict tehavior with new theories and improved computational 
skill. These capabilities are creating extraordinary opportunities, 
both in electrochemical science and in the transfer of that science into 
new products and processes. These events are being driven by economic 
and societal benefits that can be satisfied by no other technologies 
except those based on electrochemical phenomena. 

For example, the electrochemical field is now capable of making 
significant and even revolutionary advances in the microscopic 
description of the precise chemical species, in the atomic structure of 
the reaction sites on electrodes, and in the molecular events that 
determine the rates and products of electrode processes. New techniques 
now permit investigation at time scales, molecular specificity, and 
spatial ""esolution that are orders of magnitude superior to those of 
only a decade ago. 
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The imiqM future of timse imw c^bilidds is that they are 
iiitiiBately cotipled to both okS asd new technologies that are widespread 
aad that pouess high dollar and energy value. Thus the electrochemical 
fkld is now in a positbn to make major advances in both science and 
technology. These advances involve a varkty of disciplines. 
Significant clnngM in entire industries could take place is new 
electroctem^ material, device and pvocesm bMome commercially 
realizable. The nation achieving these objectives earliest will be in a 
strong technological position at the turn of the century. 
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Chapter 3 
SOCIOECONOMIC SIGNIHCANCE 



SUMMARY 

Electrochemical devices and .processes represent a major market force 
m the United States today. They affect our society in three general 
ways: (a) as a major industry for materials and chemicals production, 
(b) as an enabling technology for other Industrie (for example, 
corrosion control and batteries for vehicles), and (c) as a means of 
promoting personal well-being over and above economic considerations 
(for example, in the field of health care). This chapter identifies . 
major socioeconomic contributions, both current and future; these 
include metal winning, chemicals and semiconductor production, 
electroplating, corrosion cost avoidance, batteries and fuel cells, 
sensors (for health systems, industrial use. home applications), and 
membranes. The current domestic annual electrochemical markets are 
nearly $30 billion, excluding corrosion; new markets that seem likely to 
develop in the period from 1990 to 2000 are estimated at an additional 
$20 billion annually. 



INTRODUCTION 

This chapter identifies socioeconomic benefits in major electro- 
chemical market sectors, both present and future. These sectors include 
energy, industry, national security, and health, among others. The 
domestic economic contribution, excluding costs of corrosion, approaches 
$30 billion per year, or about three-fourths of I percent of the gross 
national product (which amounted to $3800 billion in 1984). Within a 
decade, substantially greater sales are projected for batteries, fuel 
cells, semiconductors, sensors, corrosion control, and membranes. In 
addition, introduction of new technology could slow the loss of major 
markets in electrochemical production of metals and chemicals and in 
electroplating. 

Impacts of electrochemical technology are seen in three areas. The 
first involves the economic value of materials produced by electro- 
chemical methods. A summary of market estimates is given in Tables 3-1, 
3-2, and 3-3 and in Figure 3-1; the dollar amounts represent conser- 
vative dollar values, since only a few selected markets were evaluated 
and the estimate for each one was based only on verifiable sales. In 
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TABLE 3-1 Production of Major ElectrochemicaJs in the United States 
in 19S4 





Domestic 








Production 


Approximate 






(thousands of 


Price per 


Annual Market 


Product 


tons per year) 


Ton ($) 


($ billion) 



Aluminum 


4,000 


1,000 


4.0 


Caustic 


13.000 


2S0 


3.3 


Chlorine 


12,000 


200 


2.4 


Copper (electrolytic) 


1,500 


1,500 


2.2 


Magnesium 


130 


2,500 


0.3 


Soda ash 


8,300 


100 


0.8 


Zinc (electrolytic) 


260 


1,000 




Total 






13.3 



SOURCE: Reference 3. 



TABLE 3-2 Estimated Current Major Domestic 
El^trochemioil Markets 



Annual Market 
Market Sector ($ billion) 



Semiconductor production and processing 1 

Metals and chemicals 13 

Batteries 4 

Electroplating 10 

Corrosion control (see text) jzz. 

Total 28 



SOURCE: References 2, 3, 10, and 12. 



TABLE 3-3 Estimates of New or Increased Domestic Markets for 
Selected Electrochemical Products 



Appliration 



Annual Market, 
1990-2000 
($ bilUon) 



Batteries and Fuel Cells 

Vehicles and stationary energy storage 
Utility power generation 

Semiconductor Production and Processing 
Microelectronic device 

Sensors 

Health care 

Industrial— food and chemical processing 
Home and auto 

Electrochemical Industries 

PnKiuction of basic metals and chemicals^ 

Corrosion Control 

Cost avoidance with new technology^ 

Membranes 

Various processes- e.g., electrodialysis, 
retrofit for chloralkali plants 

Total 



2-10 
1-2 



H-2 
H-2 
1 



1-2 



13-24 



^Committee estimate of value of retention of domestic industries 
through electrochemistry advances leading to improved international 
comj^titiveness. 

Committee estimate of corrosion costs that can be avoided with 
new electrochemical technology (unavailable today); the estimate is 
1 to 2 percent of the total annual unavoidable cost (/). 



SOURCE: Except for electrochemical industries and corrosion control, 
information was obtained from sources listed in reference 12. 




Etectrodmr^ production 
ol and cherrtctfs^ 

Electro 



Semicondirc^ proc&icfion 
and processing 

Sensors^ 
— Bsaltti cafo 
-'industrial 
—Home and auto 

Corrosion control^ 



Membrm^os 3 



Current Markw 

Lower Value Projected for l»o-2«» 
Upp«- Value Projected for i990-2(^ 



J — 1 1 — 1 — \ I I I \ \ \ \ \ \ 



4 6 8 10 
ANNUAL SALES ($ billion) 



12 



FIGURE 3-1 Summury of electrochemical product and device market value in the United States, 
"se text. ^Projected loss of future markets in international competition. 
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addition, the dollar values for metals and chemicals were assigned to 
the product just after electrochemical processing (e.g., for aluminum, 
thP value of ingots was used rather than plates or tubes fabricated in 
subsequent steps). 

Electrochemical processes provide the only commercially viable means 
by which humanity can obtain certain essential materials. There are no 
alternate methods for most metals obtained by eiectrowinning or electro- 
refining. Without aluminum, a product of electrochemical technology, 
commercial air travel would be impossible. Efficient electrical 
machinery depends on copper of high purity, a product of eiectrowinning 
and electrorefining. The most powerful oxidizing agent, fluorine, is 
product ^lely by electrolysis; its applications are e^ntial to a 
wide variety of useful purposes. The only economically viable method 
for producing chlorine and caustic, both essential chemicals, is 
electrolysis. Electroplating, or the deposition of thin metallic 
layers, provides a unique and often low-cost m^ns for upgrading metal 
l^rformance in cosmetic as well as structural us^. Electr(H;hemical 
reactions are highly efficient, since their chemical energy is converted 
directly into electrical energy and vice versa. Consequently, these 
reactions may have an energy efficiency far exceeding that of ordinary 
heat engines, which are subject to the Carnot-cycle limitation. 

The second area is the contribution to the success of other 
industries or products that have a socioeconomic impact far greater than 
the dollar value of associated electrochemical processes. Several 
examples will serve to illustrate this "value added": 

■ Automobiles cost more than 100 times the price of the battery, but 
the battery permits easy, reliable starting, allowing it to be a 
convenient mode of transportation for normal lifestyles. Indeed, 
batteries provide the only efficient small-scale devices for the storage 

of instantly available electrical energy. Dependent on batteries are 
all automobiles; all telephone circuits; most modem watches, calcu- 
lators, and standby power sources; most modern weapons systems for 
propulsion (torpedoes, for example), communication, and guidance 
systems; space exploration (which also uses fuel cells); and implanted 
heart pacers. 

• The annual market for microelecironic devices, the backbone of 
many consumer and business products, is about 400 times the cost 
associated with electrochemical processing and production of semi- 
conductors, the "brains" of the devices (2). 

■ Corrosion control technology is a mainstay of automobile coatings 
as well as household appliances; for example, the lifetime of water 
l^eaters is extended and often governed by the presence of a magnesium 
sacrificial anode that represents a small fraction of the appliance price. 
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Finally, the third area represents socially important aspects that 
are impossible to quantify. Thus, for example, the "value" of electro- 
chemistry to medical science far exceeds its dollar market size. 

Several areas where electrochemical pnenomena play a significant 
role are discus»d in the following sMtions. 



ELECTROCHEMICAL INDUSTRIES 

Electroctemical processes provide the basis for numerous chemical 
industries that are important both in the dollar value of the product, 
as in the case of aluminum, and in the value of the derived products. 
For example, chlorine, a large-volume chemical, is an essential inter- 
m^liate in the production of |K>lyvinyl chloride plastic, a $5 billion 
industry. The sizes of individual industries (3,4) are indicated in 
Tables 3-1 and 3-2. The large contributors are the more mature 
industries that are on a plateau of their growth curves. Research and 
development in thoM mature indiutri^ can have significant dollar 
value, and the commercial t^is for R&D funding alr^dy exists. 



Existing Industry 

Trends in aluminum production technology offer an excellent example 
of emerging opportunities and the critical role of electrochemical R&D 
therein. Aluminum ingot production consumes about S percent of the 
electricity generated in the United States, and this constitutes 15 to 
25 percent of the ingot metal cost. Su«^ful commercialization of 
developments in two areas could reduce energy consumption by IS to 
20 percent (5) and ingot costs by $150 to $200 million, based on 
current annual aluminum production (Table 3-2), The first area is 
electrolytic cell design coupled with improved anode and cathode 
materials. Limiting factors appear to finding (a) a stable 
(nonconsumable), low-resistance, readily fabricated anode material to 
replace the carbon anode and (b) a cathode chemically stable in the 
electrolyte; these two items would permit cell designs with smaller 
interelectrcKle spacings. 

The second area is development of a molten-salt fuel cell. The 
limiting problems are materials (electrtKle and separator stability, for 
example), and these are discussed later in this report (Chapter 6) and 
elsewhere (tf). A third area where there could be a significant 
impact on ingot costs is in waste processing— specifically, converting 
scrap potlining from aluminum production into usable products such as 
graphite, aluminum fluoride, and caustic that could be sold or recycled 
into the proce» (7). The key technical problem involve ion- 
specific membrane technology in concentrated waste stream treatment; 
cost reductions comparable to those noted above appear likely. 
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The prodiKtion <tf aluminum is an outstanding example of a 
multibiUion-doUar industry created by an invention that was sparked by 
a small research and development effort. In 1986 the aluminum industry 
celebrates the 100th anniversary of the invention of the Hall 
eleetrolytic cell, which provided a commercially feasible method of 
reducing alumina, thus allowing the growth of per capita consumption of 
aluminum to the point where today it is second only to steel. Indeed, 
aluminum prodiution has increased exponentially since the Hall cell was 
developMl, and this in turn has b^n improved signifi^tly by r^earch 
and (tevelopment Thus, the aluminum pnxluction of one ^11 has 
increased from 100 pounds per <tey in 1920 to 1000 pounds per day in 1980 
to 3800 pounds per day for the largest cell in 1986, and continued 
improvements are projected. 

Opportunities parallel to that for aluminum exist in chlorine and 
caustic production and certainly exist for production in emerging 
materials markets. Small rapidly growing industries, or new embryo 
industries, are difficult to identify because of small dollar volume, 
and yet in 10 to 20 years they may become significant. These 
industries are the ones most likely to he advanced, and even be created, 
by the support of the research and development identified in this 
report. For example, the magnesium industry has a small volume at 
present; however, its potential for growth is large. Magnesium is the 
lightest structural metal (about two- thirds the weight of aluminum for 
comparable strength and fracture r^istance) and with its excellent 
castability should find growing application in the automotive, 
aerospace, and electronics industries. 

Another area of great potential involves the production of 
high-value-added organic chemicals by electrochemical methods of 
synthesis. The high yield of these routes is particularly attractive 
for specialty chemical markets. Larger scale processes that have been 
commercialized include tetraalkyllead {8) and adiponitrile. 

The important points are that (a) new technology is needed to 
maintain international competitiveness of domestic industries producing 
basic chemicals and metals, (b) this technology will result from a 
strong R&D program, and (c) there is substantial economic leverage in 
such a program in helping to retain domestic industries, which 
contribute so heavily to the nation*s economy. 



Corrosion 

The economic cost of corrosion in the United States has been 
estimated ( 7) to be about $120 billion (in 1982). This staggering 
figure amounts to about 4 percent of the gross national product, or more 
than $500 per person annually in the United States. The broad 
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calegorim examined are sliows in Table 3-4 along with the Iossm that 
cooM l>e avoided by imptomentatkin of known corrosion control 
technology. It 'a noteworthy that new technology will be required to 
avoid most of the costs. Oorroskm control tukterpii» other 
technologies, as discussed later for the electric power industry. From 
examples given earlier in this chapter, corrosion control would be 
expected to have an economic impact from fifty- to a hundred-fold 
greater than its own dollar value. Therefore, in Table 3-3, its future 
annual "market value* was estimated at $1 to $2 billion. 



TABLE 3-4 Estimated 1982 Corrosion Costs for the 
United States 







Avoidable 




Cost 


Cost 


Category 


($ bUHon) 


(5 billion) 


Energy industries 


67.5 


1.4 


Electric power 


6.6 


0.2 


Material production 


13.9 


0.4 


Government ofMsrations 


17.8 


4.5 


Personally owned automobiles 




IM 


Total 


122.0 


17.0 



It is interesting to note in Table 3-4 that the smallest avoidable 
cost is assigned to the electric power industry, where there has been 
considerable research and development to mitigate corrosion problems, 
especially in nuclear generation systems. Costs attributable to 
corrosion in nuclear power plants are highly leverage bemuse of the 
loss of generating capacity (the capacity factor loss), which is 
expensive to replace. During the period from 1980 to 1982, the capacity 
factor loss in VS. nuclear plants due to corrosion problems was about 
5 percent of to^ capacity (9) and cost about SI billion annually; 
the costs are attributable solely to corrosion. Several million dollars 
per year are invested in R&D programs to develop countermeasures to 
these corrosion problems; these programs are funded by vendors of 
nuclear systems, by the Electric Power Research Institute, representing 
many public utilities, and by government agencies (Nuclear Regulatory 
Commission and Department of Energy). 
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Batttrles and Foci Cells 

Electrochemical power sources are a multibiUion-dollar-per-year 
business. Automobile starting batteries represent about S2 billion per 
year in the United States and over $5 billion per year worldwide. Other 
types of batter^ and fuel cells have sales of over $1.5 billion per 
year in tb» United States and over S6 billion per year worldwide 
(10). In developing countries the market is growing because in many 
remote areas bautteriM provide the only electrical (K)wer. 

New civilian markets for batteries appear to be substantial. In the 
United States, the electric utility industry is Mtimating a market by 
the year 2000 of $0.3 billion per year for battery off-peak energy 
storage systems, provided new battery technology is available (IJ). 
This corresponds to a total installed battery capability of 40,000 MW by 
the year 2000. The U.S. market for batteries for over-the-road consumer 
electric vehicles is projected to be $4 billion per y^ if only 
10 percent of new vehicles would be battery-powered. More research is 
nested to enter this potential market. Realization of that market 
requires that battery prices be reduced to about $100/kWh and lifetimes 
be extended to more than 3 years. Multibillion-dollar annual markets 
for associated equipment such as electric drive motors, microprocessor 
controb, and rented electronics would he crated by Ute succe^ful 
penetration of the market by electric automobiles. 

Information is available on forklifts and commercial fleet vehicles, 
so that potential domestic markets can be estimated (12,13). The 
current number of forklifts in the United States is approximately 
1.5 million, and annual purchases are approximately 100,000 (based on 
1985 and projected 1986 figures). Approximately half of the new lifts 
are battery-powered, with the battery costing $4000 to $5000. Thus, the 
current annual market for these batteries is roughly $200 to 
$250 million, and the potential market is about twice as large. 

In commercial fleets there are approximately 13 million light-duty 
"over-the-road* vehicles, slightly more than half of which are trucks 
(including light vans), the remainder being cars (including station 
wagons). Analysis (IS) of the characteristics of the vehicles and 
their use patterns shows that trucks offer the greatest potential for 
substitution of electric battery power for the internal combustion 
engine. The prime candidates for electric vehicles number 1 .5 to 
3.5 million (20 to 25 percent of the truck fleet). If a battery cost 
comparable to that for forklifts and a 5-year vehicle life are assumed, 
the potential annual market is on the order of $1 to $2 billion. 

As fuel cell research and development brings down the cost of these 
systems, new market possibilities emerge (12.14). Market analyses 
have been made for using fuel cells for increased electricity 
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generating capacity (in contrast to replacement of current capacity). 
The near-term market (up to the year 2000) was found to be dominated by 
cogeneration using phosphoric acid fuel cells because of factors such as 
break-em cost and commercialization status. The predicted market is 
sensitive to assumptions in the analysis and thus varies two- to 
six-fold; therefore, a range of capacities and market values is 
indicated in Table 3-S. 



TABLE 3-5 Domestic N^ket Potential 
for Electric Utility Fuel Cells 







Market 




MW 


Value 


Year 


Installed 


($ bilUon) 


19S5 


nil 


nil 


2000 


1000-20(K) 


1-2 


2015 


5700-44,500 


6-45 



Comparison of the capacity in the year 2000 versus that in 2015 
shows that the annual growth in fuel cell capacity is projected to be in 
the range of 500 to 4000 MW. At the cost of $1000 per kilowatt of 
capacity, the market value is $0.5 bilUon to $4 billion per year for 
domestic utilities. The international market is estimated to be two to 
three times larger. Market penetration will be assisted with the 
development of another fuel cell concept based on molten-s»!t 
electrolytes. In comparison to the phosphoric acid cell, the 
molten-salt fuel cell is a simpler engineering s)^tem, has a greater 
operating efficiency (50 to 60 percent versus 40 to 45 percent), but 
lags 5 to 10 years in commercialization status. 

In addition to the potential market for fuel-cell systems, 
other significant benefits would also accrue. For example, the savings 
due to reduced SO^ and NO^ emissions with fuel cell systems 
installed would be about $1.3 billion over the next 25 years. The 
higher efficiency of the fuel cell compared to conventional systems 
would save about 90 million barrels of oil per year (for an installed 
capacity of 40,000 MWe). 

The electrochemical power source business is rather fragmented, 
and most of it operates at a low profit margin because of intense 
competition. The research performed by this industry is estimated to be 
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about $30 million per year, less than 1 percent of sales. This is an 
extremely low figure, and it sr.-ves to point out the need for additional 
research that would allow the United States to maintain its competitive 
posiUon in the worM market Foreign competition is keen. Countries 
such as Japan and Germany have been extremely effective in competing 
with the United States in the introduction of new, high-performance 
electn>chemi«U power sources. The most direct and effective manner for 
the United States to retain a lading market share would be to develop a 
strong federal research program that interacts effectively with U.S. 
industry. 



Electrochcsalcal Sensors 

Sensors are devices with behavior that responds to physical, 
mechanical, or chemical changes in the environment and with properties 
that can be quantitatively and reliably measured. Applications for 
sensors span the health, agriculture, industry, and personal-use sectors 
of the economy. With few exceptions (e.g., pH sensors), today*s 
electrochemical sen^rs are ass(»iated with laboratory systems because 
their complexity and fragility require operation by trained technicians 
under controlled conditions. The potential marker for instrumentation 
systems a)ntaining electrochemical sensors that are simple, rugged, 
reliable, and low in cost are large and are outlined In Table 3-6. 
Although they represent a small percentage of the dollar value of 
markets for instrumentation systems that use them, sensors are the 
enabling technology that gives the system its needed sensitivity, 
selectivity, and reliability. 



Health Care 

Devices based on electrochemical phenomena represent a 
multimillion-dollar market annually for health care (75). 
Applications are prooably most importent in the sphere of population 
well-being. For example, experience with heart pacemakers shows that 
the typical use is for those in the 60- to 80-year age bracket who will 
lead a relatively active and normal life and have a "statistically 
average" life expectancy with the assistance of a pacemaker. Without 
this device, the person would be debilitated and have a life expectancy 
of only 1 to 2 years. The current market for pacemakers is estimated at 
nearly 300,000 per year worldwide, about half that in the United States 
(75). With a battery cost on the order of $100 for an implanted 
pacemaker, the dollar value ranges from $15 to $30 million for the 
batteries alone (predominantly lithium-iodine systems). The total cost 
associated with implanting pacemakers is a hundred times greater. 
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TABLE 3-6 Market Potentials for Electrochemical Sensors 

OtoMteiltd (D) — — 

Cntnittstd (C) Marktl 
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*reml-tisM* bitii) 
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Indu^rial— Pioca^Of 

cttotupitoi motacultt 
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Industrial— ChMoieal imcatsiiif 



Industrial* - Bnvironmenlal 
moniloring (a«g., poUulkm 

Vahkular— Monitoring opaimting 
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C 



D 
D 
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500 
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100 



100 
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100 

100 
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flow streams 
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The overall perf onnaace and reliability of both iinplanted and 
extend medical devices depend strongly on the battery characteristics 
(including diemica! composition of the electrodes as weU as the battery 
design and electrolyte). Uthinm-based batteries are the cnrrent choice 
for pacemakers, where continuous power requirements are on the order of 
10'* W; battery duration depenite on demand factors and is about 
7 years for continuous ^rvice (itf). Other devices are being 
develoi^ that have higher power ne^ and serve H»cialty markets 
(probably smaller than that for pacemakers). Some of these are the 
following: 

■ Implanted drug dispensers are sought to permit timed release of 
medicines, such as insulin, on a steady-state basis or as needed if 
coupled with an appropriate sensor. (For example, a glucose sensor 
would operate in conjunction with an insulin dispenser for diabetics.) 
The "drug pump" power requirements are approximately 10'* W. 

■ Neural stimulators are 1»ttery-tK>wered electrodes useful for 
several treatments—pain, some mental disorders, and accelerated healing 
of bone fractures, for example. These systems have power requirements 
up to a hundred times that of dispensers. 

■ Defibrillator systems apply electrical shocks through two 
electr^^ attached to the heart. Current analyses specify power needs 
at 10'^ W (continuous) and 1 W peak power for developing a 
sufficient shock. The estimates show that current lithium batteries 
will be depleted after 100 shocks and need to be replaced every 2 to 

3 years. 

■ The artificial heart has the greatest power requirements for 
implanted devices, exceeding 10 W; there are no acceptable implantable 
batteries for this application at present. 

In addition to use in implanted devices, small batteries are the 
power source for hand-held and portable instruments; some applications 
are telemetry receivers, pacer system analyzers, pacemaker programmers, 
and Holter monitors. 

Electrochemical corrosion is important to the stability and 
longevity of implants. Evidence suggests that uniform attack and 
crevice and pitting corrosion are the most important degradation modes 
with multipart orthopedic devices (i7). Corrosion of devices with 
blood contact is more complex, due to the oxygenated flowing 
electrolyte. The cost of this corrosion has not been estimated, but it 
could be substantially greater than the battery market because the 
latter is a small fraction of the total cost of the device and 
associated medical operations. 
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Chftpter 4 
FEDERAL GOVERNMENT SUPPORT 



SUMMARY 

A review of federal support of electrochemical science and 
technology revealed that funding levels for basic research and for 
applied res^urch and development were« respectively, about S30 million 
and S60 million annually. The funding was heavily orknted toward two 
areas— advanced energy conversion devices and corrosion. This level of 
funding may be compar»l with current major electrochemical markets 
(nearly $30 billion) and projected new ones ($20 billion). Four 
conclusions were reached: First, the support framework from federal 
agencies is provided along traditional disciplinary lines, whereas the 
field is multidisciplinary. Second, current funding does not 
sufficiently emphasize unconventional high-risk, high-payoff research. 
Third, the federal KAD budget for this torn is inadequate to contribute 
effectively to a competitive and mcxlem industry; in particular, the 
major shortfall in funding is in innovative applied work. Fourth, to 
exploit r^earch results, attention should be given to science and 
technology transfer, particularly to the removal of institutional 
barriers to invention and commercialization. For a few electrochemical 
programs, where national objectives cannot be achieved through p' vately 
funded ventures, temporary initiatives staffs by personnel fror 
industry, universities, and national laboratories should be created for 
a defined period and for a specific goal. 



INTRODUCTION 

Given the large markets and the industrial infrastructure that 
support some of the electrolytic technologies, the question naturally 
arises as to the justification and role for federal support of 
electrochemical science and engineering. Such support would be clearly 
warranted in certain cases where the national interest is involved, such 
as security, trade balance, health, energy, and environmental 
protection. The contribution of electrochemical technology to each of 
these areas and of electrochemical phenomena to essential technologies 
has been documented in Chapter 2. 
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FEDERAL FUNDING LEVELS 

The federal goveniment has made major commitments to support certain 
aspects of etectrochemical science and engineering. IThe committee 
obtained information on the level of federal support of basic research 
and of applied research and development (i.e., classifications 6.1 and 
6.2/6.3/6.4, respectively, in Department of Defense terminology). This 
information was obtained from program manners in the Dei»rtments of 
Commerce, Defense, Energy, Interior, and Transportation, the National 
Science Foundation, the National Aeronautic and Space Administration, 
and the National Institutes of Health (see Acknowledgments). Results 
were sent back to key individuals for validation. The review was 
considered to be «)mplete when no additional program managers were 
suggested as sources by persons being contacted. 

The government funding for fiscal years 1984 through 1987 is 
summarizes* .'n Table 4-1. Several points should be emphasized: 

■ Basic and applied efforts receive approximately $30 million and 
$60 million, respectively, and the ratio of applied to basic work is 
thus about 2:1. 

m Two agencies (DOD and DOE) provide nearly all (more than 
80 percent) of the federal funding in electrochemistry. In turn, most 
DOD and DOE support addre^es advanced energy conversion devices for 
military and civilian applications. 

■ Electrochemistry programs, both basic and applied, are oriented 
primarily toward batteries, fuel cells, corrosion, and analytical 
techniques. 

■ Corrosion was identified by most agencies as part of their 
electrochemistry programs. Total basic and applied funding for 
corrosion was about $9 million and S7 million, respectively; these 
amounts are included in the amounts shown in Table 4-1. 

■ Major program changes during the period surveyed were (a) new 
starts in DOD for programs on advanced electrochemical concepts 
(batteries and fuel cells with very high specific energy and/or specific 
power) and (b) significant reductions in two DOE electrochemical 
programs— the first in the energy conservation cffice, which supports 
generic technology efforts as well as battery development, and the 
second in the fossil energy office on fuel cell development for utility 
power generation. These program changes reduced DOE applied support to 
a level below that for DOD beginning in fiscal year 1986. 
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TABLE 4-1 Summary of Federal Funding in 
Electrochemistry for Fiscal Years 
1984-1987 (in millions of dollars) 



Classification 


1984 


1985 


1986 


1987 

(estimated) 


Basic research 


26.3 


28.9 


28.8 


30.5 


Applied R&D 


60.6 


63.9 


66.3 


59.9 


Total 


86.9 


92.8 


95.1 


90.4 



■ Discussion among the various programs is conducted on an ad hoc 
basis through the Interagency Advanced Power Group (7), which 
maintains information on federally funded research and development in 
several areas, including electrochemistry. This group provides a forum 
for informal discussion of technical and financial trends. It is not a 
coordinating body. 



COMMITTEE PERSPECTIVE ON FEDERAL FUNDING 

Analyses (2,3) of the federal budget show that total federal 
government-sponsored research and development was $53 billion in fiscal 
year 1985. Basic and applied support was about $8 billion and 
$45 billion, respectively, or about 0.2 percent and 1.1 percent of the 
gross national product (about $3800 billion in 1984 and $4(K)0 billion in 
1985). Corresponding figures can be obtained for the field of 
electrochemistry by using $30 billion for electrochemical sales (from 
Table 3-2 and discussion in Chapter 3). From Table 4-1, basic and 
applied federal support of electrochemisfry, including corrosion, was 
about $30 million and $60 million, respectively, or about 0.1 percent 
and 0.2 percent of electrochemical sales. These percentages represent 
upper limits, since no credit has been taken for exports into 
international markets or for other technologies based on electrochemical 
phenomena, such as colloids. 



Funding of Applied Efforts 

Both the funding level and its trend for exploratory applied work 
underpinning commercial nondefense ma/kets deserve comment. As shown 
above, federal support of basic and applied efforts in the electro- 
chemical field, as a percentage of market value, is below the 



50 



36 



corresponding percentages for overall federal support of research and 
development. The data also show that the ratio of total funding applied 
to total basic funding for the overall federal program in 1985 is about 
6:1, versus a ratio of 2:1 for the federal program in electrochemistry. 
A ratio of 10:1 is the rule of thumb for high-technology areas, once 
developmental efforts have begun (4). 

While such comparisons provide only approximate guidelines, there 
nonetheless appears to be a major shortfall in federal support of 
electrochemical programs, primarily in applied areas. Given the 
$13 to S24 billion potential annual new marked in electrochemistry 
(Table 3-3), the consensus of the committee was that the federal funding 
of applied efforts (Table 4-1) should be substantially increased, indeed 
doubled, in the near term. Thus the committee concluded that an 
increase in federal supi^rt of electrochemical i%search on the order of 
$60 million is justified, with the bulk directed toward applied 
innovative research and early stages of exploratory development. This 
increase should be phased in over a period of 3 to 5 years. Increased 
support of appli(»tions-oriented efforts would be cost-effective both 
for traditional electrochemical technologies and for new-generation 
opportimities. 

Although the committee recognized that most guidelines for research 
investment are inexact, experience for medium- technology industries has 
generally shown that the level of total research and development should 
be about 3 percent of sales to maintain comi^titiveness (5). By 
this criterion, the annual total support for applied work in the range 
of $500 to $800 million is justified for electrochemical applications; 
of this total amount, industry, including venture capital, would 
contribute the principal portion. In the area of production of 
established materials, such as metals and chemicals, the major 
contributions would comfe from established industries. In others, such 
as advanced batteries and fuel cells, venture capital and government 
could provide the major impetus. 

For example, with new markets for commercial-sector batteries and 
fuel cells estimated at $2 to $10 billion annually (Table 3-3), yearly 
total funding of research and development on the order of $100 million 
(actually $60 to $300 million, based on 3 percent of projec;?;d markets) 
is warranted up to the point of commercial demonstration. Excluding 
DOD, government funding of electrochemistry associated with batteries 
and fuel cells decreased from about $35 nillion in fiscal year 1984 to 
about $20 million for 1987 (mostly for the Department of Energy). The 
aggregate of private funding is about $30 million annually. In view of 
the scientific and technical problems and the potential payoff (in terms 
of new systems and new electrochemical energy conversion industries), 
the present funding level is inadequate tor aggressive technology 
development. A f unding level twice the present value could be put to 
excellent use without modifying the existing research and development 
infrastructure. 
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More specifically, research and development work on batteries and 
fuel cells depends on the federal government for support because the 
lead time in development is longer than can be supported by private 
industry. In additkm, the existence of the targeted markets has not 
been demonstrated in most cases. Federal support is therefore needed to 
bring new etectrochemical systems to the point where the risk is low 
enough so that it can be assumed by industry. The development of fuel 
cell and battery technology is in the federal interest because of energy 
independence and nattonal security considerations. The role of industry 
in this field is to provide a significant portion of the expertise and 
some of the funding for the development of new electrochemical systems 
into marketable products, once feasibility on an engineering scale has 
been establish^. 



Support Framework 

Chapters 5 and 6 document areas of electrochemical science and 
engineering that could advance rapidly with a higher priority in federal 
programs at this time. The field warrants a higher priority because of 
its large economic impact as well as from a second viewpoint— the growing 
recognition of the essential role of government support for multi- 
disciplinary activities, which establish bridges among the various 
contributing disciplines (6). Most federal agencies and offices, 
however, currently support research along the lines of traditional 
di^iplioes. This arrangement works for some electrochemi^l problems 
when the Mlution lies primarily within a single discspline. For 
multidisciplinary problems, however, the present orientation inhibits 
the broad perspective that is needed. Electrochemical science and 
technology would be more effectively nurtured through federal programs 
if given a multidisciplinary sup{K>rt framework. This would benefit both 
basic research and applied efforts. Agency program managers recognize 
the desirability of funding this field as an interdisciplinary effort, 
in spite of organi:»tional constraints, but the current results are far 
from optimal. 



Unconventional High- Risk Programs 

The present distribution of government funds is weighted principally 
toward problems associated with advanced energy conversion devices and 
se^ndarily on corrosion. Programs of comparable magnitude focused on 
other high-risk, high-payoff areas, such as electrochemical aspects of 
microelectronics, surface prccessing, membranes, sensors, and waste 
utilization, are needed. Excellent opportunities for new technology in 
these areas lie outside the financial base of existing electrochemical 
industries, so that a federal role in realizing these opportunities is 
essential. Support of such fields, together with existing programs. 
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would provide the broad-based coverage of electrochemistry that is 
necessary to exploit these opportunities. 



Science tod Technolosy Transfer 

Of the many factors affecting science and technology transfer, 
one—federal |x>licy regarding iKitent and licensing rights— has recently 
b^n changed. The conunittM welcomes this- as an incentive for reduction 
of other institutional barriers to technology transfer and venture 
initiation. It specifically endorses establishing at univr^rsities and 
national laboratori^ practi^ that enable inventors and entrepreneurs 
to realize the economic benefits of their work. The committee 
recommends that th^ individuals be enabled to share with their 
institutions the rights to exploit their inventions and the mone^ry 
benefits therefrom in a framework that will encourage formation of 
commensal enterprises. At pr .^nt ^me universities and institutions 
retain t^.^ rights, even though they are often unable to act in a 
timely manner for high-technology areas, where a product can become 
obsolete in 3 to 5 years. Active entrepreneurship could alleviate the 
ne^ for the rommiteient of large federal outla}^ for demonstration 
programs. 

Beyond the emphasis on the creation of ventures, joint efforts 
involving industii^, government, and universities should be undertaken 
when major well-defined national technical goals are to be attained. 
These initiative vrould provide for an integrated industry-national 
laboratory-university collaborative effort in developing the products 
and process^ necessary to maximize the probability of yielding a 
coJimeroially successful product. The initiatives would have an 
agreed-upon lifetime, after which the investigators would return to 
their home organizations. This plan woukl provide for eff^tive science 
and technology transfer and would ensure rapid implementation of 
research results in the development process. The "partnership" between 
industry and government in the development centers is a key tool in 
moving the technology into industry rapidly. Such joint and focused 
efforts are common today in Japan and are quite successful in operating 
for a defined period of time and creating specific technologies. 
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Clupter 5 

OPPORTUNITIES IN PARTICULAR TECHNOLOGIES 



SUMMARY 

This chapter describes opportunities for research and development 
where advances in electrochemical devices and processes will probably 
have a significant economic impact in the near term (less than 
10 years). Both new and traditional industries are considered. The 
current status and needs for r^earch and technology development, along 
with some institutional i»ues, are examined for 

■ Batteries and fuel cells: Technical requirements are 
documented for advanced applications in ground-based vehicles, space and 
central electric utility systems, communication systems, medical 
applications, and weapons; associated research and development topics 

are summarized. 

■ Biomedical science and health care. ElectrochemioU processes 
characteristic of living systems are reviewed, including such aspects as 
applications based on neuroscience, enzyme biocatalysis, adhesion and 
cell fusion, and electrophoresis. 

■ Coatings and films: Most paints and coatings degrade by a 
photoelectrochemical mechanism. Applications are summarized that 
include protective coatings for automobiles, encapsulants for 
microelectronic devices, electrocatalysts, and microencapsulation 
techniques for controlled release of electroactive components. 

■ Electrochemical corrosion: A framework of opportunities is 
presented with respect to corrosion research and engineering, 
dissemination of information, and new control technology to reduce 
corrosion losses. 

■ Electrochemical surface processing: Research and development 
underlying new monolithic and composite materials, coatings, 
electi-oplating and etching, and microelectronic devices, among others 
are highlighted. 

■ Manufacturing and waste utilization: Current applications and 
emerging technologies are reviewed, and dominant economic considerations 
are noted for electrolytic processes, electro-organic synthesis, 
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coproduction of metals and anodic products, and specific applications 
such as vehicles, electric power, and waste utilization. 

■ Membranes: Directions are outlined to achieve greater 
membrane s^bility and molecular transport and in turn to permit wider 
use of energy-efficient and economically attractive membrane technology 
in biotechnology, health care, and chemical synthesis. 

■ Microelectronics: Electrochemical phenomena are essential in 
the manufacture of electronic and photonic systems as well as 
responsible for the quality and reliability of such systems. 
Applications and research are outlined in areas that include manufacture 
of microcircuits, inter^nnecting networks, lightwave communication 
devices, parallel processors, content-addressable memories, and 

nerve -electronic interfaces. 

■ Sensors: Key technical problems involve materials and 
fabrication methods for both gas and liquid sensors; opportunities for 
utilizing advanced microelectronics and membrane technologies are 
suggested for applications in environmental, industrial, and clinical 
systems, including in vivo monitoring of drug delivery systems. 

Electrochemi^ science and engineering is moving extremely rapidly 
in areas of advanced energy conversion devices, microelectronics, and 
sensors. These technologies have significant market growth potential, 
and international competition is keen. Greater support from both 
federal and industrial sources would have a major impact in these areas. 



BATTERIES AND FUEL CELLS 

The current and emerging applications for batteries and fuel cells 
are numerous and highly varied (1-4). These chemical sources of 
electrical energy are absolutely essential for life in today's world. A 
sampling of current applications includes portable electric power for a 
wide range of civilian, 'ndustrial, military, and aerospace applications 
such as flashlights, radios, tools, medical devices (heart pacemakers, drug 
delivery systems), weapons, communication equipment, alarms, signals, and 
satellite power in space. All of the world's telephones operate with 
batteries as standby power sources. Standby power, emergency power, and 
uninterruptable power are provided by batteries for high-priority 
systems such as hospitals, computers, and militarj' weapons installa- 
tions. Motive power is provided by batteries for hundreds of thousands 
of specialty vehicles such as forklift trucks, personnel carriers, air- 
port utility vehicles, submarines, torpedoes, and drone aircraft. New 
battery systems are being developed with far greater specific powei and 
specific energy than realized in conventional batteries (Figure 5-1). 
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FIGURE 5-1 Specific energy versus specific |M)wer for several batteries 
under development, compared to the Pb-PbOj battery. Note that 
high specific power and high specific energy are offered by some of the 
new batteries. 



Emerging applications for fuel cells and batteries are oriented 
toward higher performance and longer life. In the near term (within a 
decade), advanced electrochemical power sources will be available to act 
as the principal motive power source on a commercial basis for delivery 
vans, buses, and other fleet vehicles. In the far term (more than a 
decade away) these types of power sources will become available for 
higher-performance automobiles, rail vehicles, high-performance 
submarines, ships, and perhaps aircraft. Stations' energy storage 
applications include storage in electric utility netv.urks (near- term 
availability), wind-powered electric systems (near-term), and 
solar-electric systems (far-term). Fuel cells (Figures 5-2 and 5-3) are 
strong candidates in the far term for high-efficiency (greater than 
50 percent) commercial electric utility power generation and stand-Llone 
power generation for shopping centers, hospitals, military 
installations, and industry, as well as for remote power generation in 
developing countries. Also, fuel-cell-powered vehicles of ail types are 
a far-term possibility. At present there is an increased interest in 
ultrahigh-performance electrochemical systems for defense and space 
applications. Some of these systems could find application within the 
next decade. New high-performance miniature batteries are in demand for 
medical applications, including mobile heart-pump systems, drug-delivery 
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Electrolyte 



Anode O2 Cathode 

"2* ^©2 ^ "2O 

FIGURE 5-2 Schematic cross section of a hydrogen- ox vgen fuel cell, the 
heart of fuel cell systems. Such systems may be a major power source 
for electric utilities and electric vehicles. 



systems, and electrically powered prosthetic devices of various types. 
A number of these medical applications will be fulfilled within the next 
several years. 

The performance capabilities required of batteries and fuel cells 
vary according to the tyi% of application. Some sample requirements are 
given in Tables 5-1 and 5-2. 

There are a number of barriers to achieving the requirements for 
various battery and fuel-cell applications. In general, improvements 
are needed in the areas of initial cost, lifetime, and performance. 
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FIGURE 5-3 Theoretical specific energy for electrochemic^ cells. An 
opportunity exists for the development of systems that have the 
capability of storing 5 to 10 times more energy per unit weight than the 
Pb-PbOj cell. 



More specific barriers to meeting the goals include the high cost of 
electrocatalysts and some porous electrodes; the prevention of corrosion 
of active an.i passive cell components; instabilities of porous electrode 
structures under long-term cycling; loss of electrocatalytic activity 
with time and use; susceptibility of electrolytes to oxidation and/or 
reduction by electrode reactants; inadequate conductivity of 
electrolytes for high-performance applications; inadequate membranes and 
separators (low chemical stability and conductivity); passivating film 
formation on electrodes; and lack of advanced electrode and cell designs 
for high-performance applications. 
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TABLE 5-1 Performance Requirements for Batteries in Advanced Applications 



Battery 
Application 



Specific Specific 

Eneniy T^Dwer Efficiency Lifetime Cost 

(Wh/kg) (W/kg) (%) Cycles (years) ($/kWh) 



Autos and vans >70 >120 >60 

Stationary energy 

storage n/a n/a >70 

Porteble power for 

electronics >250* >2 n/a 

Weapons (example) >1(M) >200 



>300 >3 



>2000 >10 



<100 



<100 



primary various 4000 
various various 



NOTE: Efficiency (%) • percentage of theoretical efficiency. 

*The additional volumetric requirement of >0.6 Wh/cm^ is very important. 



TABLE 5-2 Performance Requirement for Fuel Cells in Advanced 
Applications 



Fuel Cell 
Application 


Power Efficiency 
(W/kg) (%) 


Si^ific 

Startup 

Time 


Lifetime 


Cost 
($/kW) 


Autos and vans 


120 >30 


<20 sec 


>3 years 


<li 


Stationary utility 


n/a >40 


<1 hr 


>10 years 


<1000 


Weapons (example) 


>1000 - 


<1 min 


<1 hour 




Space power 


>100 >40 


<1 min 


>5000 hours 





NOTE: Efficiency (%) «» percentage of theoretical efficiency. 
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A somewhat more general eonsideradon of the battery and luel-cell 
field reveals a nnmher of generic problems that are important in 
numerous other etectrochemical systems: 

■ The dimensional and morphological stability of porous electrode 
structures under operating conditions 

■ Chemical and physical control of «lectrocrystallization of 
metals and their solid discha^te products 

■ Gas evolution at electrodes (H, ar d/or in aqueous systems) 

■ Electrocatalysis of reduction a id evolution 

■ Optimization of transfx)rt prt^^s^ in porous electrode systems 
(gases, ions, electrons, solvents) 

■ Electrocatalysis of the oxidation of logistic fuels 
(hydrocarbons, reformer gas, methanol, coal) 

■ Suppression of passive film formation 

■ Ad^^ced methods for the design and optimization of electrodes, 
cells, and electrochemical systems 

■ Advanced methods for in situ study of electrochemical and 
chemical ructions in iM>rous electrode and immobilized electrolytes 

A plan for a more vigorous electrochemical R&D program (at a funding 
level at 2 to 3 times the present value) would, for research, enhance 
the funding and staff of exbting programs of electrochemical research 
and focus added effort on the generic problems discussed here. For 
development, the plan would establish initiatives (described in 
Chapter 4) for each of the systems undergoing development (e.g., Na-S, 
Zn-Br^. Li-FeSj, Hj-M^COj-air, Hj-ZrOj-air). 



BIOMEDICAL SCIENCE AND HEALTH CARE 

The origin of electric potentials in biological systems arises from 
the existence of free ions, ionized molecular groups, or electrically 
polarized biomolecules. In addition, electrical potentials accompany 
charge transfer processes during the reaction of biologically active 
systems. Although many processes that occur in biological systems lie 
outsit- the scope of this report, and although advances in these areas 
are y to be made in a wide variety of disciplines, there are some 
key areas where electrochemical phenomena play a significant role. For 
example, the processes characteristic of living systems, such as active 
transport and secretory processes, photosynthesis, sensory and energy 
transduction, conduction and transmi»ion of impulses, motility, and 
reproduction, are all based on interactions between ions, poly- 
electrolytes (proteins, DNA), or charged membranes containing enzymes 
and ion-selective channels. The units of these biological structures 
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are charged, and their irteractions involve electrical forces. An 
understanding of life process^ may thus be greatly aided by 
collaboration with individuals who |X)Ness a thorough grounding in 
electrochemical coi^epts and technkiues. Such Icnowledge is also 
indispensable for devek>ping ways of utilizing information about 
biok^cal processes for industrial or medical applications (5). 
The five examples that follow are illustrative but not inclusive of all 
areas where electrochemical phenomena represent an essential component. 



Mechanism of Entyme Catalysis 

It is p(ssible to ^rry out investigations of the electrochemical 
properti^ of proteii^ and enzyme in biological oxidatbn-reduction 
reactions in the native state. Highly significant is the fact that 
there is sometimes direct exchange of el^trons betv^n the protein 
molecule's active center and the electrode. The thermodynamics of the 
redox centers have been evaluated electrochemically with the use of 
indirect coulometric titration. The mechanisms of such electron 
transfer reactions, however, are not always obvious. Primarily, the 
role of the protein surface, and hence the pathway of electron transfer 
from the elMtrode to the redox center, is not well undent<K)d. 
Understanding of si^h phenomena will be quite valuable in reviving more 
difficult questions on the mechanism of electron transfer between redox 
centers when those centers are not dir^y accessible to an electrode. 
Model studies are needed for dioxygen and dinitrogen metabolism, 
cytochrome P-4S0, neuroactive substance, and redox chemistry of sulfur 
and selenium. The use of complementary methods such as surface-enhanced 
Raman sji^troscopy to probe interfacial interactions or proteins on 
electrodes would represent an important contribution. The technological 
incentive for this work arises from the possibility of such electrodes 
serving as energy converters or for highly specific electro-organic 
synthesis. 



Neurosclence 

Proteins are major components in dendritic nerve membranes and may 
exhibit electroactivjty— i.e., the characteristic of being switched 
between two states of differing ionic conductivities. Such electro- 
activity is interesting because the electricity of the nerve impulse, 
the unitary basis of information encoding in neural systems, is 
generated in the dendritic membrane, which is composed of electro* 
chemically active proteins in a lipid bilayer. Thus, by interacting 
with neuroscientists in the investigation of neural information code(s), 
electrochemists may make fundamental contributions to the molecular 
elucidation of the human brain and the nervous systems of other major 
animal species (6). 

B2 
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Technological applications emerging from such efforts include 
energy-tran^uction and -amplifying devices, information encoding 
devices for artificial intelligence systems, in vitro devices for 
sensing oxygen and pharmacological agents with membrane- inunobilized 
proteins, and interface devices for orpn or whole-body chemotherapy by 
metered drug relea^. 

These key scientific advances are needed in this area: 

■ Understanding of how complex ligands (e.g., messengers, drugs) 
affect selectivity and sensitivity of ionic permeabilities of protein 
membranes, films, or lamina 

■ Improved film prototypes, such as conducting polymers involving 
polypeptides, which might represent improved hosts for electroactive 
protein in^rtion. as well as the characterization of a larger number 

and variety of such proteins in order to improve knowledge of structure- 
activity relationships, including the contribution of the protein to the 
permeability-regulating capabilities of the laden film or membrane 

■ Better understanding of deterioration of ionic permeability, 
usually associated with unwanted protein adsorption, in order to to 
design synthetic systems that retain for practical periods their desired 
capabilities 



Cell FusioB 

Cell-to-cell fusion can be achieved with the aid of electrical 
stimulation (7-10). Several techniques have been demonstrated in 
which an electric field la applied for a short duration to point- 
adhering (or agglutinated) ceils, upon which fusion is immediatelv 
induced. The fusion may be achieved by a single DC pulse, by a series 
of pulses, or by gentle AC dielectrophoresis of a cell suspension. 

Electrof usion has been successful in all types of cells tested to 
date, including microbe and plant protoplasts, mammalian cells, and sea 
urchin ova. Ore can (a) fuse unlike cells to create hybrid cells; 
(b) fuse like celh to form larger entities such as giant cells 100 to 
1000 times the volume of individual unit cells; and (c) help drive 
external objects or chemical agents such as DNA into cells. 

The mechanism of fusion is not understood. It is known that when 
application of an external electric field causes the potential 
difference across the separating membrane to reach a certain threshold 
value, the membrane Incomes reversibly transformed from the rest state 
to a fusion-susceptible state, particularly in the contact zone between 
adjacent cells. The membrane excitation in a broad sense is observed 
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usually in milliseconds in animal cells and in seconds in plant cells. 
In the fusion-sus^ptible state, the ceil membrane or lipid bilayer 
becomes more permeable to ions and macromolecules. In addition, the 
emergence of a protein-free domain occurs by lateral movement of 
proteins away from the contact zone of the membranes between two cells. 
The reversible electroporation of membranes at the contact zone leads 
eventually to fusion. 

The electrofusion technique is a significant new tool for research 
and production of controlled systems in the life sciences. The study of 
electric-field-induced membrane and cell phenomena on a mol^ular level 
will contribute to fundamental understanding both of cell-to-cell fusion 
and of membrane structure and function. 



In Vivo Monitoring 

In vivo measurements of chemical substances can be used to provide a 
great deal of information concerning the regulation, metabolism, and 
actions of various subs^nces inside living organisms. Chemical sensors 
based on electrochemical techniques are well suited for this applica- 
tion, because they can be miniaturized so that minimal damage is caused 
to the tissue to be probed. These electrochemical sensors can be used 
to measure the distribution and concentration fluctuations of endogenous 
substances or to study events in vivo such as drug oartitioning between 
different phases. 

Ion-selective electrodes with tip diameters in the range of O.S to 
10 Mm have been developed for ions such as potassium, calcium, and 
chloride, and these have been used to study the distribution of these 
ions in both the extra- and intra-cellular fluid. These electrodes are 
used in the potentiometric mode, and the specificity is established by 
using a selective membrane that is only permeable to the ion of 
interest. Voltammetric techniques have also been useful for in vivo 
measurements; the most widely used is the oxygen electrode, which 
incorporates a polymer film that is only permeable to oxygen. 

Electrode surfaces that have been properly modified with bioreactive 
layers (enzyme, antibody, receptor) can provide access to the in vivo 
investigation of biologically significant materials. Such devices offer 
simplicity, low cost, miniaturization, automation, and high sensitivity. 
Key research areas include 

■ Discovery of polymer coatings that maintain sensitivity, promote 
selectivity, protect the electrode from the biological fluid, and 
provide a biocompatible surface to the measured system 

■ Development of new and improved immobilized enzymes to increase 
the scope of substances that can be detected by such techniques 
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■ Investigation of in vivo environments with the use of very fast 
electrochemical techniques for the elucidation of biologically 
signiHcant kinetic prc»esses 



ElectrophoffMis 

Electrophor^is is define as the transport of electrically charged 
particles in liquid media under the influence of a DC electrical field. 
In these techniques, ionic constituents separate either as a function of 
their different rates of migration or by approaching zero mobility at 
different locations in an equilibrium gradient (7i). One of the 
Btxt important applications of this spectrum of techniques is the 
separation and analysis of complex mixture of biological origin in 
particular peptides, proteins, and nucleic acids. At present, two- 
dimensional gel electrophoresis, combined with sophisticated ramputer 
image analysis, is capable of resolving several thousand proteins among 
the products of a given cell type (12). 

The most important applications of electrophoresis are in molecular 
biology and medicine where, for example, the study of inherent 
variabilities of serum proteins has produced a new branch of genetics, 
and the discovery of hemoglobin variants in several anemias has 
introduced the notion of molecular diseases. Electrophoresis has also 
greatly facilitated sequencing of nucleic acids, the clinical diagnosis 
of protein dyscrasias, the measurement of isoenzyme distribution, and 
the classification of lipoproteinemias, among others. 

In analytical applications the fluid is entrapped in a matrix, and 
visualization of the electrophoresed one- and two-dimensional patterns 
is done by staining, biological assays, or autoradiography, while data 
analysis is typically performed by densitometry (11-13). 

Large-scale electrophoretic chambers {14-16) are currently being 
investigated for fractionation and purification of pharmaceuuc^is and 
other fermentation products on an industrial scale. 



COATINGS AND FILMS 

The need to modify the electrochemical properties of electrode- 
solution interfaces has led to the development of a wide range of 
coatings. The industry that coating technology supports has 
multibillion-dollar annual sales and includes areas such as paints, 
enamels, electrodeposits, and conductive polymers. As a result of 
advances in the fields of surface modification, surface character- 
ization, and adhesion, a revolution is occurring in coating technology. 
In many cases it is now possible to design coatings having desired 
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chemical and physical properties for specific applications. The 
following examples of this technology illustrate the advances that have 
been made and identify future opportunities. 



Protective Coatings 

Protective coatings are used extensively on metal or semiconductor 
surfaces to isolate thsta or limit ac^ss of an e^gressi^ environment 
(17,18). Frequently ttese CMtings are multilayered and complex in 
structure, as for example in automobile paints. In this case, the 
innermost coating is either hot*diM>ed or electrodeposited zinc 
("plvanizing"), over which a zinc-rich polymer-chromate undercoat is 
placed. The decorative top coat (Mro^<tes a physical terrier to tlw 
transport of water and ionic species. It is important to note, however, 
that protection is achieved electrochemically by the galvanic action of 
zinc on steel and by the inhibiting action of chromate toward oxidation. 

Protective coatings are not without their problems, as any owner of 
an automobile in a salty environment will r^>gnize. A major problem is 
disbonding of the coating from the underlying metal; this phenomenon has 
been attributed to j^netration of water foUowed by corrosion (19), 
However, the ease with which the coating separate from the underlying 
structure depends on the type and strength of adhesion (19). 
Current technology is based largely on physical adh^ion, in which the 
interaction is largely van der Waals in nature. However, the 
develop: lent of surface modification technique is introducing 
op(K>rtunities for covalent interaction and hence greatly improved 
adh^ion (19). For example, silanization may be used to form 
TOvalent interactioi^ betweeo surface hydroxyl groups and organic 
coating materials, as follows: 

R' R 

OH OH 0 O 



RR' SKOCHgjj 



-t- 2CH3OH 



AAAA AAAA/ 

Substrate Substrate 

If R and R* are |X)lymerizabIe groups, it is possible to form covalently 
bound polymeric coatings that have far superior adhesion than their 
physically adsorbed counterparts. 



Adhesion is also a major problem for coatings in the microelectronics 
industry. For example, polyparylene films, which are used extensively 
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to protect integrated circuits, are formed by vapor deposition- 
polymerization techniques: 



Subornation 



-fCH,-(o)_CH,3- 

Adhesion is due to van der Waals interaction with the surface, and, 
while polyparylene fihns exhibit excellent chemical stability, poor 
adhesion continue to be a major technological problem and limlmtion. 
Surfa^ modification technique, which r^ult in co\^ent interaction 
between the polymer film and the surface, might greatly improve adhesion 
and hence render polyparylene films more protective. 

Conducting polymer films are also being extensively researched as 
protective coatings (20). Using films of the right electrical and 
electrochemical characteristic makes it possible to polarize the 
underlying metal to achieve either cathodic or anodic pro^tion. This 
exciting possibility of polyncr "galvanizing" may well blossom into a 
major electrochemical industry if sufficient support is available to 
overcome the scientific and technical barriers that exist. One barrier 
that must be overcome is the oxidative degradation of the coating 
itself— a phenomenon that parallels the corrosive degradation of zinc in 
the case of classical galvanized steel. 

Electrophoretic deposition is used extensively in the automobile 
industry to form undercoats on ^r bodies and in many other 
applications. The successful application of electrophoretic deposition 
relies on choosing the correct environment, particle size, and system 
chemistry to achieve coatings of the desired properties. Of critical 
importance is the ability to determine and control surface charge and 
the structure of the electrical double layer. 

Probably the most extensive coatings employed in electrochemical 
systems are passive films that are formed on metal and semiconductor 
surfaces {21,22). These anodic films are responsible for the corrosion 
resistance of reactive metals, such as Fe, Cr, Ni, Ti, Zr, Zn, Cu, Sn, 
and AI, among others, in aqueous environments as well as for the 
operation of various electrochemical devices (e.g., electrolytic 
capacitors). Decorative coatings on aluminum, titanium, and zirconium 
are also formed anodically, with those for aluminum being very highly 
developed. The principal limitation in the knowledge of the gro>* th and 
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breakdown of passive films is the absence of a good theoretical basis 
for understanding the mechanisms of various proc^^ that (^cur at the 
interface. This status reflects the lack of in situ techniques for 
studying the growth and breakdown of passive fiUns. 

The breakdown of passive films and their inability to protect 
underlying metal structures is responsible for a significant portion of 
the corrosion tosses incurred by society (discussed in Chapter 3). 
Better understanding of passivity and of those factors that lead to 
passivity breakdown and localized corrosion would exert high economic 
payoff. For example, new corrosion-resistant alloys having passive 
films that are resistant to breakdown (e.gM the nickel-based 
"superalloys") may open up whole new technologies (high-performance gas 
turbines* advanced steam generators) on which multibillion-dollar 
industriM develop. 



Electrocatalysis 

Possibly the single greatest effort in electrocatalysis has been 
invested in reducing the overpotential for oxygen reduction in aqueous 
solutions at fuel cell electrodes (23). Thus, transition metal 
macrocycling complexes (e.g., porphyrins), platinum on carbon 
substrates, and metal oxide coatings have all been investigated and have 
led to significant advances in fuel cell technotogy (24), However, 
oxygen reduction electrocatalysis is still the principal limitation in 
alkaline and acid fuel cell performance, so that continued investment is 
required to bring electrochemical energy conversion into the general 
marketplace. 

Exciting possibilities exist in the use of conducting polymer 
coatings, because of the possibility of stereo- and product-selectivity 
and because the electronic properties of the coating am \x controlled 
(at least in principle) over a much wider range than in the «ise of 
inorganic semiconductors or metals. With respect to stereo-selectivity, 
the concept is to include surface groups on the polymer coating that 
will interact with the reactant to produce a surface complex of the 
desired configuration. Because of the inherent asymetry of an interface 
(electrons and electrophiles approach from different sides), it is 
possible to carry out chiral syntheses of carbon atoms that have four 
different groups attached to it— an achievement that would open up 
tremendous synthetic opportunities in electro-organic chemistry. 

Conductive coatings may also find extensive use for product- 
selective synthetic electro-organic applications. Thus, conductive 
coatings might be used to affect oxidation or reduction of specific 
electroactive centers in a molecule and not of others. Such selectivity 
not only would improve the current efficiency for specific products but 
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also might change cell design criteria so that higher yields and hence 
lower production costs could be achieved. These possibilities have 
hardly been explored and clearly could have a significant commercial 
impact. 



Microenca]»ulation 

Microen<apsttlation techniques are now being actively developed along 
directions that will have an important impact on electrochemically based 
industries. Possibilities include the masking of particulate surfaces 
to prevent specific (and undesirable) reactions as well as the controlled 
release of electroactive components or inhibitors into the environment 
{24). The following examples illustrate these techniques. 

It is now recognized that "chalking" of paints (e.g., on automobiles) 
is due principally to photoelectrochemical processes that occur at the 
surface of th#» n-type TiO, pigment particles (25). Thus, the 
absorption cf photons generates electron-and-hole pairs; the electrons 
reduce oxygen from air and the hol^ either oxidize the polymer binder 
directly or lead to the formation of reactive chemical species (OH 
radicals, H^O,, and organic peroxides) that subsequently react with 
the organic matrix {25,26). A complete understandmg of this photo- 
electrochemical degradation, which is responsible for millions of 
dollars in losses annually, requires a detailed knowledge of the 
electrochemical proi^rties of semiconductor systems. 



ELECTROCHEMICAL CORROSION 

The Panel on Electrochemical Corrosion was formed to conduct a 
critical evaluation of issues and opportunities. This section summarizes 
the conclusions and recommendations reached by the panel. A more 
detailed report will be issued separately {A Plan for Advancing Electro- 
chemical Corrosion Science and Technology, NMAB Report 438-2, 1987). 

The panel addressed three general topics: corrosion research and 
engineering, research on advanced materials, and dissemination oi 
information. The (Int of these topics focuses on fundamenml 
understanding of corrosion processes, on utilization of measurements and 
understanding in the engineering systems analysis of corr<Kiing systems, 
and on life prediction. The second examines corrosion of emerging cla, . 
of materials. The third addresses education and the transmittal of 
information on corrosion and corrosion control to the technical community. 

The panel's study led to the conclusion that a new approach to 
corrosion science and corrosion engineering is not only necessary but 
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possible. The required capabiliti^ are becoming available in the 
scientific ability to model surfaces and interfaces, in the electro> 
chemical and surface science techniques for studying interface in situ, 
in the computational facilities for modeling, and in materials processing 
technology. The panel conducted that an approach is required that builds 
on existing multidisciplinary capabilities of irdividuals and institu- 
tions. Further, this approach must provide a mechanism that integrates 
multidisciplinary activities into a framework that brings coherence to 
complex phenomena and yields a comprehensive tmsis for understanding 
them. Six central recommendations were identified on theory and 
modeling, experimental probes, lifetime prediction, investigation of 
advanced materials, multidisciplinary efforts, and education. 

■ Theory and Modeling: Greater emphasis on modeling and theory 
is recommended for both elementary corrosion proc^es and their 
interactions in complex macrc»copic systems. Given the opportunities 
and need in the next decade for this field to adopt advances made in 
other disciplines, the panel included that greater support of theory 

and modeling is justified even if the total support of this field 
renmins constant. 

Two complemenmry areas for theory and modeling have bran 
identified— elementery proce»» and macn^ropic systems. Regarding 
elementary processes^ new theoretical appn»ch^ for characterizing 
electrolytes are in hand and are being applied to dielectric-solvent 
surfaces. Just emerging are theoretical treatments for the physics of 
electrons at metal-electrolyte interfaces. The in corporation of 
understanding from both these areas in theories to describe the 
elementary processes at metal-electrolyte interfaces is possible, even 
for the complex interfaces encountered in corrosion systems. Extension 
of this work to include interfacial films will provide a fundamental 
physical understanding of metallic corrosion capable of predicting 
corrosion behavior from firet principles. 

Descriptions of individual corrosion processes can be assembled and 
used to predict materials degradation in macroscopic systems. However, 
the computations required are usually so lengthy and complex as to 
require access to large scale computational facilities. Expansion of 
this approach to the analysis and prediction of corrosion behavior on a 
wider scale requires the development of more efficient mathematical 
techniques and algorithms and of methods for simplifying the 
calculations without loss of significant factors. 

■ In Situ and High Resoluiion Experimental Probes: The active 
support now given to the develupment of probes to measure corrosion 
processes in situ and with the spatial resolution needed for studying 
local corrosion phenomena should be continued. Of particular importance 
is the use of probes where possible as sensors for on-line monitoring of 
corrosion of components in technologically important systems. 
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Over the past decade, a revolution has occurred in the field of 
electrochemistry with the development of in situ and ex situ surface 
analysis techniqms capable of resolving important phenomena on both 
microscopic and short time scales. These techniques should be adapted 
and utilized to characterize local physicochemical corrosion events 
in situ. In addition, in situ techniques should be extended to provide 
on-line monitoring of real-world systems where reliability often 
require detecting the onset and progress of corrosion phenomena (e.g., 
pit depth and crack length) as a function of time. 

■ Lifetime Prediction in System Applications'. Quantitative 
methodologies for predicting lifetimes should be developed, coupling 
advanced models with identification and measurement of critical 
parameters and with computer-based expert systems. This effort will 
necessitate generating physicochemical data bases to support systems 
analysis as well as using advances in theory and experimental techniques 
discussed above. 

A major objective of corrosion science and engineering is to permit 
selection of materials giving corrosion resismnce compatible with 
system design in specific service environments. Even for the simplest 
case, general corrosion of metals, present lifetime prediction 
strategies are qualitative or nonexistent because of the lack of 
(a) realistic models, (b) understanding of critical parameters, (c) test 
data, or (d) suitable coupling between the models and the experimental 
results. These factors must be addressed if materials are to be 
selected for reliable and economic service. 

Currently available thermodynamic and kinetic data bases are 
incomplete to support quantitative modeling of many corrosion systems, 
particularly those where predictions of behavior under extreme 
conditions or over extended periods of time are desired. Because the 
unavailability of data limits the use of models, a critical need exists 
to upgrade and expand the sources of information on the thermodynamic 
properties of chemical species, exchange current densities, activity 
coefficients, rate constants, diffusion coefficients, and transport 
numbers, particularly where concentrated electrolytes under extreme 
conditions are involved. Many of these data are obtained in disciplines 
that traditionally have been on the periphery of corrosion science, so 
it will be necessary to encourage interdisciplinary collaboration to 
meet the need. 

A number of proprietary expert systems are being developed for 
corrosion engineering, specifically for materials selection in marine 
environments, in pressurized water reactor steam generators, and for 
high strength aluminum alloys. The availability to designers of 
computer-based expert sysnems for corrosion engineering will improve the 
performance and reliabilit) of new structures and systems. Knowledge of 
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corrosion and related pl^aomena for si^iflc materials under 
consideration for use is an important input to the materials selection 
process in the early stages of design, where problems can be dealt with 
most effectively and without compromising design intent This knowledge 
is at present gained principally through practical experience and so is 
held by "experts'. Codifying their knowle^ for wider accessibility 
and utility will lead to improved com^n mistant designs. 

■ Corrositm Resistance of Advanced Materials: The corrosion 
behavior and limits of chemical stability of newly developed materials 
should be determined as an integral part of materials development in 
order to indicate where more detailed modeling and experimental efforts 
are warranted. 

New engineering materials, evolve through chemi^ synthnis or 
advances in processing, require study to determine the limits of their 
corrosion r^istance in service environments. Baseline investigations 
on advanced materials are a prerequisite if their corrosion properties 
are to be characterized sufficiently to allow them to be introduced 
reliably into engineering systems. For example, some metallic glasses 
appear to be remarkably inert and have commercial appeal. In contrast, 
metal-matrix composites are being pursued for structural applications 
but in many cases api^ar to lack corrosion resistance. The use of 
ceramics in electn^hemical systems as ^parators, electrodes, 
electrolytes, and containment vessels emphasizes the importance of 
understanding and enhancing reliability while maintaining attractive 
chemical, electrical, and other proi^rties in new service environments. 



■ Multidisciplinary Activities and Education in Corrosion Science 
and Engineering: Industry, government, and academia should foster 
multidisciplinary research approaches. These will draw upon advances 
made in related fields of physics, mathematics, and electrochemistry, 
among others, and must build on the strengths of individual participants 
and facilities in these several fields. 

Advances in the stabilization of interfaces will benefit from 
en'ianced multidisciplinary approaches in education, in research, and 
in application. Because corrosion science incorporates elements of 
ph.'sics. chemistry, electrochemistry, materials science, mathematics, 
and engineering, it is essential that scientists and engineers skilled 
in these disciplii.;- be encouraged to contribute to this field, i.e., to 
its concepts and theories, predictive methods, and experimental 
techniques. The panel concluded that industry and government should 
provide this encouragement by expanding support of collaborative 
efforts. The panel further concluded that an essential part of the 
development of this field will be improved undergraduate and graduate 
education in this field in universities; this is needed to provide 
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trained engmeers and scientists capable of contributing to advances 
called for in efforts rwommended in this report. 

■ Instnictk)n in Corrosion Practice: Improved ^ucation must be 
provided on a ^ntinuing basis to engineers responsible for materials 
selection. 

A broader knowledge of corrosion on the part of the users of 
materials in design will result in major reductions in the corrosion- 
related costs of mainte n auCT, repair, and replacement. The correct 
selection and usage of materials to withstand the corrosive environ- 
mental influences that cause degradation and failure must be based on an 
appreciation of these influences and the ways in which they can affect 
materials and stnwtures. Such knowledge um be supplied by utilizing 
ejusting resources for continuing education and should be a part of the 
background of all those who are concerned with design. However, the 
education of engineers at the bachelor level is deemed inadequate—it 
will probably be limited to a single course in a materltl^ curriculum. 
Efforts should be made to include more laboratory experience in 
corrosion in conjunction with lecture course at this level. 



ELECTROCHEMICAL SURFACE PROCESSING 

The use of electrochemical processes for modification of surf jce 
properties is growing in response to needs for new materials and more 
demanding process requirements (27-32). A wide variety of materials 
may be modified in this manner, including metals, semiconductors, and 
dielectrics. Techniques for doing so include passing electrical current 
through solutions (electrodeposition, electroforming, electrogal- 
vanizing, electropolishing. anodizing, electromachining) and ionized 
gases (plasma etching, plasma-enli^^ced chemi^ vapor deposition) and 
exposing to aggressive sol Jtions (etching, chemical milling, electroless 
plating). Industries based on these phenomena represent one of the 
largest groui» of electrolytic technologies on the basis of value added, 
as indicated in Chapter 3. Many aspects of the fundamental processes 
that occur during these operations are closely "-elated to other 
important technologies such as mineral processing, <"iectrorefining, 
battery charge and discharge phenomena, and corrosion. 

Current applications fall into four general categories: 

■ Corrosion protection, including deposition of metal coatings 
such as electrogalvanizing of steel with zinc and electrophoretic 
deposition of insulating films, both of which are industry standards for 
protection of automotive bodies 



60 



■ Imparting teehnologieai properties such as conducting layers 
and contacts in microelMtronic circuits, wear-resistant baring 
surfaces, low-resistance, tow-preaure electrical contacts, high- 
frequency waveguide surfaces, and special morphological, textural, 
optical, chemical, electronic, dielectric, tribological, and catalytic 
propertiM 

■ Conserving expensive <^ strategic materials by stating 
inexpensive substrates with thin layers of gold, palladium, cobalt, 
chromium, etc. 

■ Imparting decorative properties that increase product value 

Emerging new applications are exacted in the near term for novel 
materials, microelectronic device, sensors, and new methods for 
creating machined parts. Such applications will demand sophisticated 
new technology, including precise control and purity. The attainment of 
these capabilities would bring significant economic benefits. The 
following are some of these new applications: 

New materials formed by alloy plating to produce thick amorphous 
materials having special properties of strength, hardness, magnetism, 
etc.; to contribute to corrosion resistance (high-rate deposition of 
stainless steel and of alloys that are solderable and paintable); to 
replace gold for electronic contacts; and to produce conducting polymer 
coatings formed in situ by electropolymerization 

Novel coatings formed by electrophoretic deposition of ceramics, 
glasses, conducting polymers, and high-temperature polymers 

Composite materials fabricated by codepositlon of particulates 
(MoS, in metal for lubrication, diamond or SiC in metal for wear 
resistance, etc.) and by layering (through pericolic alternating of 
plating conditions) 

High-rate electroplating and electro forming of precisely 
patterned thin films as well as of entire parts now made by 
energy-intensive casting and machining operations 

Microelectronic devices formed by electrodcposition of active 
patterned semiconductor components at low temperature 

Ultrathin layers formed by underpotential electrodeposition for 
novel catalysts and moiecular-scale materials 

Three-dimensional micro/abrication of shaped parte by selective 
electrodeposition through variable thickne^ or variable conductivity 
masks or with laser-enhanced or photo-assisted pattern plating 
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While masy of these achievements have been demonstrated in the 
laboratory, there are technological barriers to achieving these 
capabilities in commercial practke. Th^ include several general 
processing proMems such as waste disposal (development of new 
self-contained or redoeed-toxkity systems), on-liae automation (stable 
Mnsors for monitoring proc^ conditions and product quality and 
algorithms for automata process control), precse control of process 
chemistry (including purity), and control of tbd transport process by 
proper equipment design procedures (partkularly for efficient 
high-speed plating, etching, and plasma processing operations). In 
addition, better understanding is needed of alloy deposition phenomena* 
of bath and plasma chemistry, of the role of additives and impurities, 
and of the structure-property relationships of coating and base material 
systems of technologkal importance. 

Scientific and engineering advances are needed along several 
specific lines of fundamental research in order to speed technological 
development 

UUrapure electrochemistry—SurfB^ treatment under clean 
conditions often gives structures and properti^ that are seemingly 
anomalous. Studio under ultrapure conditions would provide significant 
new understanding of surface phenomena, including the role of additives 
and impurities. 

Solid'iiquid interface 52ruc/ure— Investigation under rigorously 
controlled conditions of solid-liquid interfaces, with both in situ anU 
ex situ characteriiation of components, is nearing feasibility. 
Improved understanding of the extended structure of both fluid and solid 
phases in the vicinity of the interface would be a major advance in the 
scientific level of this field. 

Surface efolution— There is limited fundamental knowledge of how 
surface are created and destroyed at the atomic level. New surface 
science and mathematical tools should be used to develop a theory for 
electrocrystallization. Better understanding is needed of instability 
phenomena that lead to shape evolution, such as dendrites, surface 
roughness, anisotropic chemical and plasma etching, and patterning. 

Simulation of electrolytic cells—Effective surface processing 
technology hing^ on the ability to design and scale up processes in a 
predictive manner. Recent acce^ibility to enhanced computing power, 
combined with new modeling techniques, makes major advances feasible. 

Tailored properties— Theories are needed for predicting the 
structure, composition, properties, adhesion, and uniformity of 
electrochemical and plasma-generated surface films in order to control 
microscale phenomena. 
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Disecfery of new materials— InnovtLtive techniques of surface 
modifiration should be encouraged to identify new systems of 
technological inters. Hie opportunities for such discovery are truly 
excellent. 

The field of electrodeposition, plasma processing, and allied 
electrochemical surface-modification techniques has significant economic 
and strategic value. Newrthel^, this (isld is trrat^ as if it were 
noncritical in nearly every industrial, academic, and federal program. 
There is no single technology base to serve as i focal point for 
identifying key ^hnologi^ terriers, there is no well-defined 
research sponsor, and there are few educational facilities for 
de^lopment of new r^earchers or programs for retaining current 
practitioners. Equipment manufacturors tend not to be ^uipment users, 
and both groups tend to be highly secretive so that they impede each 
other as well as the advancement of the field. As a consequence of 
these inadequate institutional arrangements, the resrarch needed for 
advanced electroprocesstng of materials and iheir surfaces is not 
adequately pursued in the United States. 

The federal government can and should play a major role in this 
field. The committee therefore r^mmends that a detailed assessment be 
made of scientific and technologiral opportunitiM and routes to their 
r^intion in the area of el^trochemical surface processing. 

The following res^rch areas hold high promise for advancing 
technological growth in the near term: 

■ Electroplating under ultrapure conditions 

■ Transport and reaction phenomera during high-speed processing 

■ Invention of new prc^essing conditions and discovery of new unique 
materials fabricated by electrochemical surface processing 

■ Theory for electrocrystallizatiofi at solid-liquid interfaces 



MANUFACTURING AND WASTE UTILIZATION 

Metal and industrial mineral production is a major manufacturing 
activity in the United States. The primary metals industry is an 
importent component of the economy. Larger than the production of 
industrial chemicals, the primary metals industry approaches the 
manufacturing of motor vehicles in gross product dollar value, and it 
exceeds both chemicals and automobiles in total employment. Projections 
to 1990, given in Figures S-4 and 5-5, show only a slight drop in 
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primary metals relati^^ to both motor vehicle and electronic components 
and indicate a high level of importance to the ^nomy for the 
foreseeable future {33). Technologioil advances in minerals 
proofing could result in lower ^pi^ and operating costs; these may 
offset other increases as the VS. industry of necessity moves to ores 
with lower metal content and greater complexity. Such advances are 
important in ensuring the future competitiveness of the U.S. industry. 

ElTOtrochemical ructions occupy an important position in mineral 
processing and are likely to maintain this key role for a long time. 
Other process alternatives exist for the smelting of the less reactive 
metals (zinc, lead, etc.), but virtually all the nonferrous metals 
(alkali and alkaline-earth metals, magnesium, etc.) are directly or 
indir^y produ^ and/or refined by electrolytic proces^s or by a 
product of such processes. The capability of electrolytic processes to 
extract metal values from very dilute solutions coupled with high 
selectivity offers some unique advantages in extractive metallurgy and 
waste treatment. Another unique feature of electrolytic reduction and 
deposition of metals is the promise that it may be possible to make 
near- net-shape parts, which could result in the omission of numerous 
costly intermediate thermal and mechanical processing steps. 
Significant progress can also be made in the application of 
el^trochemistry to the development of sensors that could permit the use 
of advanced microprocessor control systems for optimization in real time 
without interruption. An example of this is the potentiometric probe 
now routinely used for hot metal analysis in steelmaking. Such 
techniques may be extended to gas and molten metal analysis as well as 
to coupled electrochemical reactions (recently recognized to be 
important in hydrometallurgical operations) that can best be studied by 
precise electrochemical methods. 



Current Applications 

The principal industrial electrolytic processes in the order of 
percentage consumption of total U.S. power production are aluminum, 
chlorine, magnesium, sodium, sodium chlorate, zinc (electrolytic), 
sodium perchlorate, copper (electrolytic), and manganese. This group, 
along with electro-organic synthesis and other processes, consumes about 
6 to 7 percent of the total electrical energy generated in the United 
States (34). Of the group mentioned, aluminum and chlorine consume 
66 pTTCent and 28 percent respectively, i.e., between 5.5 and 
6.5 percent of the total energy produced (35). Improvements in the 
power efficiency of these two, then, would have the most significant 
impact on energy conservation. Much research effort has been expended 
by these industries, resulting in a significant reduction in their 
electrical energy requirements; but at 42 to 48 percent for aluminum and 
58 percent for chlor-alkali, power efficiencies are still poor. Power 
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efficieflcies are similar for all of the el^trolytic prc^^^. There 
is room for technical advances* both inci^men^ and revolutionary«.in 
all of these proce^ra. Incremental advan^ are c(»t-reducing 
improvements in existuig technology and tend to have ft relatively small 
impact on cost or istsirnational competitiveoess. Revolutionary advances 
lead to leapfrog" technology* which can have a large impact on capital 
and production costs but may take years to develop and long periods to 
b^me widely adopted 



Electrolytic Processes 

B^ed on ^hnolc^y concepts known today but not yet reduced to 
practice* energy savings of 30 to 40 percent seem to be possible for 
both aluminum and chlor-alkali and in aU probability for the other 
inditttrial electrolytic proce»« mentioned (36). Bringing this 
savings to commercialization would therefore be worthwhile from an 
energy a>nservation point of view. However, it seems aptnuent (at l^t 
in the case of aluminum extractive metallurgy) that technological 
development on existing processes that might offset the inherent 
advantage of the foreign producers is unlikely to be reduced to practice 
because of the high financial risk, high oipital requirements, and the 
likelihood that foreign producers would restore their advantage by 
quickly adopting the new technology. It also seems unlikely that a 
totally new, more efficient process is imminent, since large sums of 
money have been spent over the i^t 25 years by aluminum producers in 
search of a process that would override the inherent difficulties of 
electrolysis (low space«time yield and low power efficiency) with only 
moderate success. Candidates such as bipolar chloride electrolysis and 
direct reduction with carbon have been developed through pilot scale, 
but the high cost of capital and the low probability of retaining 
advantages over foreign producers long enough for an acceptable return 
on investment preclude their commercialization in the foreseeable 
future. 

It seems prudent, therefore, to reduce the research and development 
effort on the existing processes to incremental, low-capital-requirement 
improvements (in order to delay the demise or off-shore siting of these 
processes} and to direct a major portion of available research resources 
to the leapfrog- type developments described under "Emerging 
Technologies" later in this section. One possibility is the development 
of innovative technologies that could create new, competitive processes 
for the production of U.S. metal and mineral requirements based on ore 
or waste stream resources available only in the United States. In the 
case of aluminum, processes should be sought in which aluminum is a 
by-product, or at least one of a group of metals and minerals produced 
from a single ore, so that capital charges could be distributed over a 
variety of products instead of a single one. It is unreasonable to 
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extract one valuable constituent from an ore and then have the ^tly 
problem of discarding the waste in an environmentally acceptable 
manner. 



AntOBotive Applieadons 

Electrochemical phenomena are deeply entwined in the development of 
the automobile. Lead-acid batteries have long been the only viable 
choice for starting of internal combustion engines. Although the lead- 
acid battery is one of the heaviest possible choices for both metal and 
electrolyte among commercially available batteries, its reliability has 
made it the portable power source of choice. Remarkable improvements in 
performance have been made during the past decade. Although nickel-zinc 
batteries give better performance with regard to higher energy density 
and cold stiuting power than lead-acid, replacement has been slow 
because of their higher cost. 

A major problem in automotive vehlc!<^ is corrosion control, 
particularly in the northern areas of the country where salts are used 
to melt road ice. Protection of exposed steel from corrosion is 
accomplished by electroplating with copper-nickel-chromium films, 
particularly on trim and finish moldings. Electrophoretic painting of 
body panels is used industry-wide, and electrogalvanizing to protect 
steel under paint is soon to become a standard practice for all 
vehicles. Electrochemical accelerated tests for the integrity of 
coatings and for the determination of the concentration of coolants are 
used extensively. 

Applications to the power plant itself api^r in the form of 
electrolytically produced lead-tin coatings on specialty bearings and 
hard chromium on wear surfaces such as pistons. Electrochemical 
machining is used for cl(»e-tolerance requirements on intricate parts 
that are hard to machine by conventional means, although such processes 
are limited to specialty applications. In this case significant 
benefit can be derived for the domestic industry through electro- 
chemical research aimed at lighter, corrosion-resistant, lower cost 
vehicles in the short time frame as well as fundamental understanding 
that identifies major breakthroughs for longer range competition. 



Electro-Organic Synthesis 

There are about 30 electro-organic synthesis processes thought to be 
in production and 100 additional ones that have been demonstrated to be 
feasible on bench s^le. In recent years electrocatalysis has been 
shown to have significant promise in such reactions; in many cases, 
these simulate biological processes and show equivalent selectivity. 
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The extensive interest in these el^trochemical processes is shown in 
Table 5-3, which gives a sampling of processes in production along . with 
the diversity of developers, which range widely across nations, 
academia, and industry. Table 5-4 is a sampling of the processes shown 
to be feasible but not yet commercialized. 

Recently, more attention to electrocatalysn and to better under- 
standing of the fundamentals of electrochemical reactor design have 
pennitted more accurate economic analysis and the proper selection of 
products for this technique (37). Some 8 to 10 years ago 
mathematical modeling of el^trochemical rractors transcended empiricism 
and permittMl the feneration of economic models to guide prc^^ 
selection and* early development. With a sufficiently complete data 
base, software packages are becoming available that generate a complete 
r^ictor design with the economic of raw material, labor, and utilities 
incorix>rated to predict profitability if a probable selling price is 
known. 

Although simple planar cell designs such as those used in chlor- 
alkali, aluminum, and magnesium production are still the industry 
workhorses, new cell designs are being developed based on the use of 
porous and fluid-bed electrodes. The invention and engineering 
development of three-dimensional porous electrodes having high ruction 
rat» per unit volume have i^rmitted vastly improved ^11 designs and 
have reduced ^pital costs enough to make some electrolytic processes 
competitive, even with rising energy costs. 



Emerging Technologies 

It is generally recognized that the technology employed in electrolytic 
mineral processing and extractive metallurgy is somewhat primitive. 
Because of the high internal resistance of electrolytic s^tems and the 
problem of back-reaction when the anode-^thode spacing is too close, 
current densities must be kept low. This results in low space-time 
yields (tons of product per cubic meter of reactor) and poor power 
efficiency. For instance, the average space-time yield for pyrolytic processes, 
including the iron blast furnace, is about 3 x 10"' tons/m'/minute, 
whereas the space-time yields for electrolytic refining of copper is only 
5 X 10"^ tons/m'/minute and for aluminum production 5x10'* tons/m'/minute 
(one and two ordei3 of magnitude poorer, respectively). 

By the criterion of productivity per unit of floor area, the 
pyrolytic iron blast furnace is very efficient at 20 tons of 
metal/m^ of floor area per day, whereas the electrolytic processes 
are quite poor, electrowinning of copf^r showing only 1/10 of a ton of 
metal/m* of floor area per day. Many extractive metallurgy 
operations fall into the latter category (Hall cells, flotation 
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TABLE S-3 Some Comisercial Electro-Organic Processes 
Product Reactant Developer 



Adiponitrile 

Asiinoguanidiae 

Aniline sulfate 

Anthraquinone 

Benzidines 

Bromoform 

Caelum glua>notel 
lactobionate 

2,5-Dimethoxy- 
dihydrofuran 



Acrylonitrile 

Nitroguanidine 

Nitrobenzene 

Anthracene 

Nitrobenzene 

Ethanol 

Gluc(»e/Iactose 
Furan 



Dimethyl sulfoxide Dimethyl sulfide 



Dodecenedicarboxylic Unknown 
acid 



Fluorinated 
carboxylic acids 

Fluorinated 
methanesulfonic 
acids 

Glyoxylic acid 



Alkanoic acid 
fluorides 

Bis-fluoro-sulfonyl 
methane 



Oxalic acid 



Monsanto; Asahi Chemical; 
Rhdne Poulenc 

ICERI* 

ICERI 

HoUiday 

ICERI 

ICERI 

Sandoz, India; Chefaro; R.O. 
Herdom, Poland 

BASF 



Gianzatoff; AKZO; Pdtroles 
d'Aquitaine 

Japan 



3M; Dai Nippon 



3M 



Rhdne Poulenc; Streetly 
Chemical; Japan 



Hexahydrocarbazole Tetrahydrocarbazole BASF 



Hexafluoropropylene Hexafluoropropylene 
oxide 



Hoechst 
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TABLE 5-3 (continued) 



R^ctant 



Developer 



Maltol/ethyl Maltot 
-Metltoxybenz- 
aldehyde 

-Methoxybenryl 
alcohol 

2-NfethylindoIene 

Naphthaquinone 



p-Nitrotenzoic 
acid 

&licylaldehyde 

^rbitol/auuinitol 

Succinic acid 

Tetraalkyllead 

Tetradecanoic 
acid 

o-Toluidine acid 



Furf uryl alcohol 
-Methoxytoluene 



-Methoxytoluene 

2-Methyliiidole 
Naphthalene 

p-Nitrotoluene 

Salicylic acid 
Glucose 
Maleic acid 
Alkyl/Briqnard. Pb 
Monomethyl suberate 

o-Nitrotoluene 



Otsuka; BASF; ICERI 



BASF 



Holliday 

Holliday; ECRC*«, B.C.; 
R^earch Inst, U. of 
British Columbia 

ICERI 



USSR; ICERI 
Atlas Powder 
ICERI 

Nalco Chemical 
Soda Aromatic 

ICERI 



'ICERI— Indian Central Electrochemical Research Institute 
♦♦ECRC-Electricity Council Research Center 
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TABLE S-4 Some ^ectro-Orgsnic Proc^ses Shown To Be Feasible 
on Bench Scale but Not Yet Commercialized 



Product Reactant Developer 



Aminol^nzoic acids 

Carbonates 

Ethane tetracar- 
boxylate 

Ethylene glya>l 

Fluortnated and 
partially 
fluorinated 
alkanes, 
chloroalkanes, 
and carboxylic 
acids 



Nitrotoluenra 
Ethyl oxalate 
Malonic dlester 



Formaldehyde 

AUcan^, 
chloroalkalies, 
alkanoic acid 
fluorides 



Electricite de France 
Royal Dutch Shell 
Monsanto 

Electrosynthesis Co. 
Phillips Petroleum 



Geraniol/Nerol 

Oxalic acid 
Sorbic acid 



N,N-Diethyl-o-geranyl University of New Castle 
(neryl)-hydroxyl- 
amine 



Carbon dioxide 



Butiidiene/acetic 
ficid 



Tetramethyldithioram Dimethyl dithio- 
disulfide carbonate 



Dechema Institute; University 
of New Castle 

Monsanto 



DuPont 



o-Toluidine 



o-Nitrotoluene 



University of Eindhoven 



circuits) and are limited to a few feet of height, resulting in 
sprawling plants that cover many acres with relatively high costs in 
terms of land, foundations, buildings, and utilities. The present state 
of the art therefore constrains the use of electrolytic processing for 
extractive metallurgy to three broad categories— those products that can 
be made by no other known method with available containment materials, 
those with sufficiently high density or markup value to offset the 
reqi*h<;ci wapital ard power costs, and those processes where more than 



84 



71 



one product is produced, permitting the costs to be distributed over a 
larger value t^se. The new technologies suggested in this s^on are 
aimed at one or more of th^ problems. 



CoprodaclioB of Metals and Valuable Anodic Products 

Although the need to extract metals more efficiently from complete 
low-grade ores has generated increasing interest in sulfate electro- 
winning systems utilizing an anode reaction other than the oxidation of 
water, little attention has been given to coproductk>n methods in which 
the anode reaction also produces a valuable product. In coproduction 
the ene^y used can be charged to two products rather than one. One 
illustration of this is a recent Bureau of Mines study (id) that 
showed that coptm electrowinning ^ be combined with the electro- 
chemiod production of sodium perchlorate using a rationic membrane, 
significantly decreasing the energy requirement for each product. 

Sodium hydroxide, hydrogen, and chlorine can be produced ^ncur- 
rently in a ceil where a sodium chloride-zinc chloride mixture is 
separated from sodium hydroxide with a beta-alumina diaphragm. In such 
a cell (which to date has simply been bench tested), pure molten sodium 
hydroxide and dry chlorine are produced. Because of the higher temper- 
ature, the cell operates at lower overvoltage and ohmic loss than the 
conventional aqueous electrolytic proc^ses (38). 



Inoi^anlc Chemicals 

Chlorine, hydrogen, and ammonia may be coproduced from ammonium 
chloride using a bete-alumina diaphragm separating a sodium 
chloride-zinc chloride mlxt"«'e on the anode side and an ammonium 
chloride-sodium chloride-zinc chloride mixture on the cathodic side, 
where ammonia and hydrogen are produced (38). 

None of the thermochemical or hybrid cycles for hydrogen production 
are as economical as the electrolysis of water, which is still too costly 
for fuel cell application (39). The high overvoltage of such a cell 
could pi^sibly be overcome by operating a high-temperature system in 
which a small amount of water dissolved in molten sodium hydroxide is 
electi'olyzed to produce hydrogen and oxygen. In preliminary bench tests 
current efficiencies (anodic and cathodic) were high and overvoltages 
low because of the high operating temperature of 330'C (38). It is 
conceivable that a high-temperature system similar to the one suggested 
earlier may make the electrolysis of water a viable source of hydrogen 
for fuel cell applications. 
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An old idea of fixing nitrogen from the air by means of an electric 
arc is being considered for fertilizer production in remote Third World 
areas where electric power is available from new hydroelectric plants 
and food production is a major concern (40,41). 



Electric Power Prodactlon 

Many proc^^ can be designed to produce chemirals and electricity 
in electrogenerative ^lls, utilizing waste material in some cases. In 
electrogenerative cells electricity is produ^ rather than ^nsumed, 
providing a by-product while eliminating the capital inv^tment for the 
power supply. Rmrarch and economic analysis shoald be able to un^ver 
some processes that could be commercialized in the future (42). 

Burning hydrogen and chlorine for the chlorination of hydrocarbons 
may be carried out either in a HCl aqueous cell or fused metal chloride 
cell, simultaneously producing electrical energy and marketable 
chemicals by the cell reaction. 

Nitric oxide may be electrogeneratively reduced in an electro- 
chemical ceU to generate by-product electricity while producing ammonia 
and eliminating a polluting effluent gas stream (42,43). 



Waste UdUzatioa 

El^trochemical separations have not found wide commercial 
application. The cost per unit mass cannot, in general, conpete with 
conventional techniques such as distillation or extraction. However, 
for high-specific-value components the selectivity available with 
electrophoresis or enhanced membrane transport often makes these the 
processes of choice. 

An analogotu situation is found w'th contaminant removal. In this 
case, however, the value is mainly in the removal of a species. Thus, a 
technique such as electrowinning, long used to remove precious metals 
from solutions of low concentration, can be profitably applied to the 
removal of trace quantities of hazardous components. 

Potentially treatable effluent streams are in either gaseous or 
liquid form. Application to date has been almost exclusively to liquid 
streams, mainly because of the history of precious metal recovery for 
profit. 

Metal-bearing liquid wastes from plating, galvanizing, dipping, 
cleaning, and stripping operations, as well as from electronic component 
manufacturing, may contain dangerously high levels of chromium, nickel, 
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tead, zinc, and other metals. These wastes must be treated before being 
d^arded. Hravy-metal recovery from such strums is a^mpUshed 
either by electrowinning or electrodialysis. The former method is 
essentially electroplating, but from a very dilute stream. In one 
process of this type, a succession of separation, chemical reactions, 
and electrowinning is used to extract the metals according to their 
decomposition potential— depositing copper, chromium, zinc, iron, and 
nickel separately in sequence. The economics have yet to be worked out, 
and more research will be needed before it is commercially viable 
(44). In electrodialysis, en alternating stack of cationic- and 
anionic-selective membranes is emptoyed in an applied field to produce a 
concentrated waste strram along with cleaned product water. Gas-phase 
purification using electrochemistry has been limited mainly to flue gas 
desulfurization. These techniques have not yet found wide acceptance 
because of their low energy efficiency or insufticient development 
(¥5). Electrochemioil treatinent of liquid and gaseous waste sti^ms 
is discussed separately because their economic, acceptance, and R&D 
needs are quite different. 

Systems for handling liquid effluents are well developed. 
Commercial units are available for recovering copper, lead, mdmium, 
nickel, and zinc. Most operate on the basis of electrowinning; that is, 
the metallic cations are plated out of solution onto si»cifically 
designed cathodes. Very high surface area is n^ssary to avoid costly 
concentration overvoltage. This has led to various types of porous 
el^trodes, including carbon-fiber electnnles. The last, known as ihe 
HSA reactor, has been the subject of a number of test programs 
(46). This reactor is now marketed commercially and seems ^pable 
of treating most normal plating waste streams (47). A study recently 
completed for the XJJS. Environmental Protection Agency shows this is 
indeed the case if the plating operation is run with a closed-loop first 
rinse that is demetallized in the reactor followed by a final rinse that 
is then dilute enough to be directly discharged. To collect the metal, 
the carlK>n-riber electrode is made the anode in conjunction with stain- 
less steel cathodes. The metal is then mechanically removed from these 
flat plates. Other designs are also available, most using flat or 
rolled cathodes that do not require current reversal for metal recovery, 
with capital costs ranging upward from $5000. 

The anodic reaction is generally oxygen evolution from Ti-Pt 
electrodes. With cyanide solutions, however, the cyanide anion is 
oxidized to acceptable levels at the anode. Other anodic reactions, 
such as oxidation of SO. or organ ics, have been tested but have 
not been commercialized (48). 

The alternative to metal recovery is precipitation, where a sludge 
is formed and then disposed of in a landfill. This seems to be the 
choice of most plating operators. The main reason is that a recovery 
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system is typically designed for a specific metal in a specific 
concentration range. Shops may have five or six plating rinse waters to 
treat Although the operating cost is dominated by electricity, 
typicaUy 1 to 2 kWh/lb, and is actually less than the value of the 
recovered metal, the capital expenditure required for several recovery 
systems 'a viewed as intolerable. As long as a simpler solution is 
available— i.e., sludge dumping— it is unlikely that widespread 
application of metal recovery will be seen. 

For liquid waste, then, the conclusion is that the technology is 
indeed in a sufficiently advanced state. Further utilization requires a 
higher negative value for the waste— i.e., penalties for sludge or 
incentive for reco>«ry. 

The situation is radically different with regard to gas trratment 
One large installation for flue gas desulfurization has been operating 
in Japan for some time. The electrochemical step is one of scrubbing- 
fluid regeneration rather than direct gas treatment However, the 
"Sulfomat" system is effective, even if somewhat high in energy 
consumption (49). 

There have been ^veral electrochemi^l pn^^ses proposed tlut 
destroy contaminants, generally by oxidation at an anode (SO). In 
most cases where oxidation is indicated, however, incineration is 
simpler, although there may be gas streams where incineration is clearly 
not in order, as with an oxidiaible product component. In these cases 
the selectivity offered by electrochemical means could be valuable. 

Gas-phase electrochemi^ membrane transport is one of the 
techniques chosen by National Aeronautics and Space Administration or 
manned spacecraft CO^ control (5 J). This technique, suggested 
by fuel cell development, has given rise to similar processes for 
SO, removal from flue gas and H^O removiJ from coal gas (52). 

Metallic sodium, or sodium hydroxide and sulfur, may also be 
extracted from flue gas by electrolysis of molten sodium sulfide 
(produced in the gas desulfurization pn^ss) by application of the 
charging reaction of the sodium-sulfur battery. This could conceivably 
be converted to a power-producing system if oxygen can be redu^ at the 
cathode without severe polarization. Again, a beta-alumina diaphragm 
must be used to separate the sodium sulfide from the sodium hydroxide. 

Electrogenerative reduction of nitric oxide for pollution abatement 
is being investigated in mixtures of gases, which include constituents 
encountered in stationary power-plant effluents. It may be possible to 
use suitable electrochemical cells for the removal of nitric oxide from 
power-plant gas streams, with the possibility of recovering reduced 
constituents as useful chemicals (S3). 
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Gas-phase devices treating dilute component must deal w: 'i high 
concentration overpotentials and subsequent tow current densities. 
Technical solutions to this problem have been found in the case of 
liquid treatment* as outlined rarlier, similar solutions may be found 
for gases. Electrocatalysts for selective oxidation of gaseous 
components are only now receiving some attention (54), Thus, there 
appears to be fertile ground for explorative resrarch in these areas. 



New Aatonotlve Api^cadoos 

New lithium-based and the more conventional Ni-Zn batteries may 
eventually replace lead-acid batteries as new technology and advanced 
manufacturing techniques reduce their costs. Metal-air batteries, both 
rechargeable (zinc) and nonrechargeable fuel-cell typ« (aluminum), may 
ultimately be successful as an economical primary source for short-trip 
transportation. The demand for increasing elecm>nic equipment will 
require increased auxiliary power, which may be fulfilled by improved 
lithium-based and Ni-Zn systems. 

Greater understanding of the parameters affecting electroplating may 
permit con^Il^ structures in Zn-Ni and Zn-Fe coatings on steel and 
improved corrosion control. Computer-controlled electrochemical 
techniques possess in principle the abiUty to accurately reflect the 
performance of such cc^tings; on-board sensors for applying the proper 
corrosion current for protection are being considered. New alloy 
coatings with controlled structures could have tribological applications 
on wear surfaces while permitting the use of methanol as a fuel through 
greater corrosion resistance. Electrochemistry offers a new era of 
sensor development, alloi^ing real-time information to be used to control 
and inform as to the condition of a variety of important parameters 
involving vehicle operation. These might include analysis of the 
exhaust system with regard to hydrocarbons, carbon monoxide, sn6 
nitrogen oxides followed by appropriate action for control; signals 
related to corrosion and wear so that manual corrective action could be 
mken; and the composition of coolant involving the appropriate alarm 
when the concentration of undesirable constituents ex^ds a ^e 
range. Information could also be available that allows the occupants* 
environment to be controlled to avoid stress (measured by surface 
electrolytes) and that indicates intoxication (alcohol) so that the 
vehicle's operation may be curtailed. If electrochemical power plants 
become economical as primary power sources, sensors linked to 
microcomputers optimizing the system could be used to monitor the 
electrode and electrolyte condition. 

Fuel cells may be developed for either auxiliary or primary power 
using methanol as the liquid fuel of choice, and in the distant future 
technology could evolve to synthesize hydrocarbon fuel on board. 
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High-resolutioii circuitry and active devices employing Langmuir-Blodgett 
film techniqii^ or polymer-based transistors an being coi^er^ for 
the sophisticated electronics required in future vehicles. Temperature 
or energy balance in the vehicle could be controlled through conductive 
polymers or semiconductor deposits on electrochromic windows. Electro- 
luminescent liquid crystals and fluor^cent and electrochromic materials 
used for visual displays show promise for future development. 

Careful studiM of the interaction between wear surfaces by 
spectroelectrochemical probes may r^iUt in surface modif nation to 
create wear restetance and d^ign lubrit^snts resulting in much longer 
life in engines. 

Pollution currently resulting from the automotive industry could be 
controlled in principle by the electn^hemical recovery and recycling of 
oils from both engine lubri^tion and machining operatioxs as well as 
other chemicals involved in automotive manufacture. It may even be 
po^ble to devel(H> a fuel cell to convert th^e pollutants to 
propulsion fM>wer. Recycling of valuable instruction materials could 
also become commonplace to reduce both energy costs and the importation 
of raw materials. Aluminum scrap could be recycled through chloride 
molten salt electrorefining to remove magnnium prior to casting. 
Magn^ium will in all UkelihtxMi be used more extensively as corrosion 
problems are soIvmI and as new alloys are (tevelof^. El^trorefining 
offers the opportunity to allow total recycling of the materials. 

Electrochemical machining may Income the shaping method of choice 
with the adoption of materials difficult to machine in any other way, 
such as composites and powder metallurgy structure. 



Electro-Organic Synthesis 

If electro-organic products are classed as commodities or specialty 
chemicals with an extreme price range of about 5 to 1 , a first 
approximation estimate may be made as to the price that can be paid for 
the reactor expressed as dollars of capital investment per square meter 
of electrode surface. At a constant current density of 1000 A/m^, 
there is an order of magnitude higher investment allowed in reactors 
that can yield a good return for high-priced specialty chemicals over 
commodity chemicals commanding one-fifth the price. Since 
three-dimensional eIectr(Kle reactor designs such as bipolar plat», 
trickle beds, and monopolar or bipolar packed or fluid beds cost only 
$400 to $10(K> per square meter of active electrode surface, as compared 
to $2500 to $10,000 for more conventional planar designs, only the 
former can be used profitebly in the production of low-cost commodity 
chemicals. 
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Further research in novel high-surface-area three-dimensional 
bipolar systems, therefore, could advance the industry into low^cost 
chemicals by greatly reducing capital intensity through improved 
space-time yield. 

In the past, many candidate process faUed to yield the required 
return on investment because reactor designs at the allowable capital 
investment were not availaMe. In spite of this, applications for 
electrosynthesis with the required profitability are growing as 
electrochemical engineering with a "systems" approach develops. To 
apply some of the newer chemical proposals it will be necessary to 
develop evnn more accurate mathematical design models and more 
innovative three-dimensional low-voltage-drop electrodes. 



Research Needs 

For implementation of the ideas suggested under the heading 
"Emerging Technologies," it will be necessary to carry out research 
focused on the following fundamental topics: 

■ Study the fuodamental factors at interfaces that control 
charge-transfer reactions, in order to develop new electrocatalysts 

■ Develop new electrochemical reactor designs that permit very high 
current densities by moving the electrolyte at high velocity between 

very close electrodes, taking advantage of the third dimension through 
bipolar plates and designing means for separating the anode and cathode 
products 

■ Develop new electrode materials and the modification of electrode 
surfaces by investigation of conductive polymers, organometallic 
conductors and semiconductors, and the phenomena of absorption and 
covalent attachment 

■ Develop sensors using electrochemistry as well as new 
electroanalytical methods 

■ Study electrocrystallization phenomena and electrode surface 
morphology when deposition and stripping are taking place 

■ Determine kinetics and mechanisms of electrode reactions shown to 
be potentially useful (i.e., carbon monoxide and dioxide reduction, 

alkali metal deposition, solution redox reactions, and oxygen reduction) 
to permit the design of highly efficient electrolytic cells {55) 

m Investigate possible new ionizing solvent media suitable for 
reactive metals and for electro-organic synthesis 
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MEMBRANES 

Membrane pn^e^^ find use in many technological fields and are 
also essential to the organisation and dynamic behavior of living matter 
vU cells, nerves, and muscles {56-63). Although many t^hnological 
applications lie outside the traditional electrolytic area, some of the 
critical barriers to advancing membrane scien^ involve electrochemical 
phenomena. The ^plications are varied and currently include health 
cart (kidney dialysis), chemical processing (desalting by el^tro- 
dialysis and reverse osm<»is, separation of gas^), energy converaion 
and storage (separators for batteries and fuel cells), food and 
biochemical processing (denting and demineraliration of food product, 
controlled release of drugs), environmental o^^rations (treatment of 
spent pulping liquors and electroplating wast^), sensors (ion-selective 
electrodes), and electrochemical synthesis (chlor-alkali ion exchange 
membranes). 

The membrane pr(K;ess for chlor-alkali production is a major success 
story in membrane technology. It led to substantial energy savings and 
to replacement of asbestos- and mercury-based technologic. Development 
was spurred by Japanese environmental legislation; no economic advantage 
was apparent in the early stages of the development process. However, 
this new technology has subsequently been shown to save up to one- third 
of electrical costs compared to the less-efficient processes. 

Emerging applications for membrane processes are based on the fact 
that membranes are potentially very energy-efficient for difficult 
separations. The inherent energy advantage arises because membrane 
separations require no phase changes and thus avoid energy-consuming 
latent heats ass<Kiated with such phase changes. Applications of 
present and growing importance include biotechnology (large-scale 
protein separations), natural and strategic resource recovery 
(extraction of metals from low-grade ores), chemical processing of coal 
(water cleanup and recycling), environmental processes (river desalting, 
toxic metal recovery), health care (artificial organs, skin sterile 
filtration, targeted drug delivery), microelectronics (ultrapure water 
and gases), sensorr. (drug dosage monitoring, immunological probes, and 
agricultural applications), electric vehicles (solid polymer electrolyte 
fuel cells), and eiectrochemical technology (especially electro-organic 
synthesis). 

Membrane processes are modular in their nature, so expansion and/or 
replacement can be spread out over time, based on market needs and 
capital availability. The needed performance capabilities required of 
membranes vary with the nature of the application and generally involve 
the need for high permeability, selectivity, low cost, slow degradation, 
wide temperature operating range, and adequate mechanical strength. 
Membrane processes are successful only when the associated engineering 
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problems are dealt with efTectively. In general, membrane engineering 
methods require development beyond their present ad hoc stage. 

There are a number of barriers to achieving the improved performance 
needed for these emerging applications. These include development of 
improved membrane materials, improved support structure geometries, 
better fabrication technkiuss, process improvements, and innovation of 
new membrane concepts. New fttnctk>nal polymers need to be developed 
that may be fabricated, m(Hlified, and optimized for specific appli- 
cations. Such membranes must be able to operate under a wide range of 
conditions (temperature, solvents, and ojudizing-reducing conditions), 
resist fouling, and exhibit compatibility with biological systems. 
Improved methods are needed for achieving thinner membranes to permit 
higher fluxes, for supporting them with mechaniwlly robust structures 
to avoid fouling, and for achieving compatibility with systems that 
contact the membrane. 

The integration of membrane operations with chemical proce» 
flowsheets must be made more facile in order to permit identification of 
anractive proceM candidates. Improved characterization of chemical 
and physical properti^ is therefore important Such properties include 
conductivity, water-vapor pressure, freezing-point depression, gas 
solubilities, and permeabilities. The development of membranes that 
contain active elements such as catalysts, affinity reagents, or 
immobilized enzymes will lead to membrane reactors that perform 
catalysis, separation, and concentration in a single device and in a 
relatively energy-efficient manner. Biomembranes are nature*s supreme 
molecular organizers, and the development of membrane processes that 
mimic their behavior would have far-reaching implications in health 
care, chemical synthesis, and solar energy conversion. 

Along more general lines, there are several areas where fundamental 
scientific problems need to be addressed. These include 

■ Molecular aspects of transport in membranes so that models having 
predictive capability can be built, which would lead to the design of 
membranes at the molecular level in order to impart specific 
permselectivities 

■ Diffusion of condensable gases through nonequilibrium systems such 
as glasses, and transport of macromolecular permeants such as those 
encountered in separations and biomaterials 

■ Reaction and transport at surface-catalyzed membranes used in 
solid polymer electrolytic cells and energy-conversion devices 

■ Structure-permeability relationships to clarify how diffusion 
anomalies are related to morphology and ionic hydration 
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■ Tailoring polymers for specific membrane separations and for 
specific mobile ions 

■ Ion fractionation with specific morphologies, and ion exchange 
selectivity dependence on morphology 

■ Invention of several types of membranes—tho^ for mediating redox 
catalyst systems for chemical synthesis, chemically stable anion 

exchange membranes, and polymer membranes with gradually changing 
structural properties atong the direction of transport 

■ Greater membrane chemical stability in strongly oxidizing and 
reducing environments, over wide ranges of pH, and in nonaqueous 
solvents 

Membrane i^earch and development requires ^ntributions from 
several disciplines, including synthetic polymer chemistry, polymer 
physics, electrochemistry, and chemical engineering. It has often been 
difficult to assemble the critical mass of th^ disciplines in a 
program of membrane development To date, people working in the 
membrane field have taken whatever polymers have been available. 
Development costs are often too high for a specific application or 
single user. At present there is neither the scientific knowledge to 
design membrane polymers on a rational basis nor the requisite 
multidisciplinary interactions for tailoring membrane for particular 
applications. Cooperative efforts are needed to identify opportunities 
for new membrane-based process alternatives and to create teams that 
bridge disciplines in order to conduct joint development projects. 
Impediments to university-industry interaction may arise, however, since 
academics need access to membrane fabrication techniques whereas the 
industry, for proprietary reasons, is reluctant to part with such 
knowledge. 

The following research areas hold promise for advancing major 
technological growth: 

■ Stable anion exchange membranes and low-cost cation exchange 
membranes 

■ Basic transport studies at the molecular level aimed at molecular 
design of membranes 

a Invention of new membranes that contain active elements 

■ Biocompatibility of membranes with living systems to permit 
affinity-discrimination, sensing, and molecular recognition 
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MICROELECTRONICS 

Electrochemical processes are an essential element in the manu- 
facture of modem el^tronic and photonic systems. The quality and 
reliability of these systems are controlled by bulk and interfacial 
ionic charge transport processes i64'71). 

Looking toward the 1990s, one sees rapid evolution in information 
gathering, transmitting, storing, and processing systems. These will be 
increasingly parallel and will thus more closely resemble biological 
networks. Just as in biotogical systems, the elements can involve 
electrochemical mechanisms of charge transport Hie electrochemical 
coupling of microelectronics and the central nervous system, already a 
subject of intensive (and in cermin instances succ^f ul) experimenta- 
tion, will surely expand in the near future. 



Processes for the Manufacture of MIcroclrcults 

The chemical, electrochemical, and photoelectrochemical etching 
processes by which microelectronic components are made are controlled by 
electrochemical potentials of surfaces in contact with electrolytes. 
They are therefore dependent on the specific crystal face exposed to the 
solution, on the doping levels, on the solutionis redox potential, on 
the specific interfacial chemistry, on ion adsorption, and on transport 
to and from the interface. Better understanding of these processes will 
make it p<mible to manufacture more precisely defined microelectronic 
devices. It is important to realize that in dry (plasma) processes many 
of the controlling elements are identical to those in wet processes. 

By using light, it is possible to create an excess of electrons or 
holes locally in a doped semiconductor and thereby increase or decrease 
the rate of etching in either dry or wet process^. Structures that 
cannot be produced by any other means, such as narrow holes with extreme 
aspect ratio, have been produced by photoelectrochemical etching. 
Because not all of the complex interrelated heat, mass, and electron 
transport processes involved are as yet understood, the results are not 
always predictable. 

Metals such as gold are photoelectroplated onto semiconductors to 
form micropatterns. Such plating saves steps in lithography and 
masking. Photoelectrochemistry also has a central role in photolithog- 
raphy and in electron-beam lithography with inorganic resists, based on 
AgjSe films on GeSe^. The unique properties of these resists, 
sucn as their superior resolution, tolerance to defocusing, and 
tolerance to overexposure or underexposure, derive from the super- 
linearity of their photoresponse, which derives, in turn, from fast ion 
transport in a 100 A thick /S-Ag^Se film and from phototransport 
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of silver ions from the Ag^Se solid electrolyte into the GeSe^^ 
glass. Multilayer 8emi«)iiauctor structure of nuMiulated cheoiical 
composition have also been made electrochemically. 

Areas of fundamental electrochemistry that are particularly relevant 
to the manufacture of microelectronic components include the science of 
semiconductor etectn^hemis^, ion transport, corrosion, plating, 
microcells (of 1 to 20/im dimension), photoetching, and photoelectro- 
plating. 



Processes for the Manufacture of Interconnecting Networks Between 
Microelectronic Components 

Electiiwhemistry is a central theme in the interconnection of chips 
and other micn^lTCtronic components. The manufacture of prints wiring 
tH>ards, such as single-layer, multilayer, or flexible b<«rds, involves 
electroplating of the conductor that forms the electrical paths. The 
corrosion of th^ paths and the interfacial stability of the conductor- 
polymer composites that determine the reliability of these inter- 
connections are electrochemical problems. 

Electrochemistry also has a central role in the manufacture and 
reliabiH:y of hybrid integrated circuit packages with ceramic 
sutetrates; in single-layer and multilayer ceramic b<»rds for chip 
mounting; and in advanced multilayer siltcon-substrate-based inter- 
connecting networks. Because the trend in information processing and 
storage is toward increasingly parallel networks, where a large number 
of chips communicate with each other at high rates, structure with 
increasingly complex three-dimensional interconnecting structures are 
now being built. The science of electrochemistry is central to their 
manufacture, performance, and reliability. The relevant fundamental 
areas of electrochemistry are ion transport in microcells; modeling of 
microcells of high aspect ratio; electrochemical leveling; electro- 
chemical stability of metal-polymer interfaces; and humidity- and 
temperature-dependent transport of ions through polymers, ceramics, and 
glasses and at their interfaces with metals and with the atmosphere. 



Processes for the Manufacture of Lightwave Communication Devices 

Lightwave communication devices, such as integrated microlenses that 
focus light from light-emitting diodes onto the ends of optical fibers, 
are manufactured by photoelectrochemical etching of III-V semi- 
conductors. Other components such as microgratings are also made by 
photoetching. Electroplating is also relevant to lightwave communi- 
cation devices in the formation of electrical contact, both ohmic and 
Schottky. 
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The particularly relevant areas of fundamenml electrochemistry are 
Mmicofiductor el^trochemistry, photoelectrochemistry, and transport in 
microcells. 



Reliability of MIcrocfrcalts 

ProdiM^rs know only too weU that sodium and other ions will wreak 
havoc with integrated circuits. Their prince causes electrochemical 
corrosion of the very fine metal runners. Also, the transport of ions 
and their redistribution perturbs the electrical operating characteristics 
of MOS (metal-oxide-semi^nductor) and other integrated circuits. 

The cause of theaie effects is in the spacing of the metal runners, 
which is 1 to 2 Aim in today's circuits, and will be of 0.5 to 1/tm 
within a decade. Because of the small distances, the electric fields 
are high and the transport of ions on the surfaces of the microcireuits, 
when ions are present, is rapid. The electrolytic proce^es corrode the 
metal runners and lead to accumulation of certain anions and cations on 
different regions of the surface. Because some ions are more strongly 
adsorbed than othe», their transport introduces local el^tric fields 
that perturb the operation of microcircuits. The metal runners corrode 
either directly or indirectly. In direct corrosion, the metal, usually 
aluminum, is electrolytically oxidized to compounds of Al^*. In 
indirect corrosion, electrolysis causes a local change in pH. Aluminum 
is attacked both at excessively high and at excessively low pH. 

In silicon devices the surface in which ions are transported 
consists of amorphous hydrated SiO^. Although it is this layer 
that determines the ion transport and therefore the reliability 
characteristics of microcircuite, virtually nothing is known about the 
properties of the layer as a solid electrolyte— for example, the 
variation of its composition with temperature and humidity, or the 
solubility of electrolytes, the temperature-dependence of their 
solubilities, and the diffusivities or mobilities of ions in these 
films. Furthermore, the nature of the anodic and cathodic electrode 
reactions in the surface electrolytic processes, for either conventional 
aluminum metallizations or for newer metallizations involving refractory 
metals (Mo, W, Ta, Ti) and their silicides, has not been determined. 
Also unavailable are data on what ions are selectively trapped in the 
hydrated SiOj surface, although it is this trapping that perturbs 
the operating characteristics of microcircuits. 

To avoid surface corrosion processes, the microelectronic industry 
takes three precautions: it avoids the use of solvents and reagents 
that may leave an ionic residue on the microcircuits; it encapsulates 
the integrated circuits; and it packages the microcircuits in plastic 
containers. When used in weapons, in space, or in undersea communi- 
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cation systems, the circuits are packaged in particularly expensive 
ceramic hermetically sealed packages. Packaging and encapsulation now 
constitute IS to 50 perrant of the cost of miCrocircuits. If one adds 
the expense of careful exclusion of ions in the processing steps (use of 
deionized water, high-purity solvents, sodium-free reagents, etc.), the 
cost of this ignorance of surface electrolytic processes in micro- 
circuits is even higher. 

Encaj^ulants of int^rated circuits were originally introduced to 
pi^vent m^hanical damage and to stow down corrosion by reducing 
transport of oxygen and water to the corroding metals. Today it is 
r^ognized that enca|»ulante reduce corn»ion by reacting with regions 
on the hydra^ SiO, surface, thus slowing the lateral tranr'wrt 
of ions. Some encapsulants also act as ion traps. 

It is reasonable to exp^t that, if methods for quantitative measure- 
ment of the transport of ions in surface phases of semiconductors are 
develoi^, the way will oi»n to the exploration of chemical and physical 
modifi^tion of these surface pha^. The goal is to make these 1^ 
conductiw solid electrolytes— i.e., surface phases in which ion transport 
is r^uced. Such modification is likely to reduce the cost of encap- 
sulation and {Mckaging and increase the reliability of microcircuits. 



Reliability of Interconnecting Networks 

Multilevel interconnecting networks consist of layers of metal 
runners isolate from each other by a dielectric. At defined points, 
runners in different planes are electrically contacted by metal 
columns. The purp(»e of these three-dimensional networks is to carry 
electrical signals at high speed. Therefore, the resistance and 
capacitance of the interconnecting networks must be low. Low resistance 
in a dense network of conductors implies that the runners must be made 
of highly conductive me^s such as copper. Low capaci^ce implies 
that the layer of the dielectric must be thick and that its dielectric 
constant must be low. Usually, the layers isolating the metal layers 
are polymers like polyimides. Because oxygen diffuses to the polymer- 
copper interface, the copper oxidizes. If complexing functions like 
rarboxylic acids are formed upon oxidation of the polymer or are 
intrinsically present, they complex the copper cations, causing both 
gradual dissolution of the metal and a change in the electrical 
properties of the dielectric. 

Because multilayer interconnecting networks are an important element 
of advanced chips and parallel processors, it is essential that an 
understanding of the corrosion processes that affect their reliability 
be developed. Needed are methods to quantify metal corrosion and ion 
transport in polymer and means to identify electrochemically reliable 
metal-polymer systems. 
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Electrochemistry of Highly Parallel Processors 

The production of future generations of highly parallel processors 
requires manufacturing processes of unprecedented stringency in yield 
and precision. These proces^rs will have dimensions of 10 to 100 cm' 
and will consist of approximately 10^ VLSI chips, with ^h chip 
connected to every other chip by approximately lO' metal runners, 
accommoda^ in a three-dimensional network. Their des^ reQuir^, as 
seen in the previous section, in-depth understanding of the interfacial 
electrochemistry between metals and dielectrics and of ion transport in 
channels of diininishing size that connect metal runners in different 
planes. Formation of the networks require extreme control over the 
plating process so that all columns have precisel> identical lengths and 
perfectly flat tops; nonidentical lengths or ciirved tops lead to defects 
in the three-dimensional structure. 

The most relevant areas of fundamental electrochemistry are modeling 
of microcells and interfacial corrosion. 



Electrochemistry of Content- Addressable Memories 

Beyond the evolution of von Neumann computers lies the beginning of 
the science and technology of content-addressable memories now being 
experienced. These approach more closely the way the human mind works. 
They are more fault-tolerant and associative; i.e., they function with 
imprecisely defined information and with imperfect circuit elements and 
can relate information elements to each other. State-of-the-art 
associative memories are based on variable-resistance network "opens" 
and variable degrees of "shorts." The variable shorts can be generated 
electrochemically toth in polymers and in inorganic materials— e.g., by 
the reductive electrochemical diffusion of Na* into WO3 films, 
which produces conductive tungsten bronzes, or by the oxidative 
diffusion of ClO^' into polyalkyl thiophene films, which 
produces a conductive polymer. Such circuit elements have already been 
made. 

The most relevant areas of fundamental electrochemistry are 
solid-state electrochemistry and the modeling of microcells. 



Electrochemistry of Nerve-Electronics Interfaces 

The electrochemistry of nerves has been the subject of several 
decades of study. Ion transport across cell walls is a key element in 
the functioning of nerve cells, and a network of nerves can be viewed as 
a set of electrochemical, membrane-containing microcells that are 
coupled by chemical messengers. Interfaces between nerves and 
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microelectronic triggers that are crude by biological standards have 
already been implemented and are in limited use in rehabilitation. 

The modeling of coupled electrochemical microcells, progre^ in 
capadtive biocompatible microelectrod^, and the creation of precisely 
tailored arrays of microelectrodes are particularly relevant to the 
coupling of micToelectronics and nerv^. 



SENSORS 

Electrochemical sensors have demonstrate their potential to provide 
sensitive, selective, reliable, robust, and inexpensive mrans for 
solving otherwise intractable problems of chemical analysis (72). 
They have proved to be well suited for application to both gas phase and 
liquid phase problems, including clinioU chemistry and research in the 
life sciences (73,74). Some noteworthy devices include miniature 
sensoij for real-time monitoring of oxygen partial pressure in high- 
temperature automobile exhausts, lightweight portable monitors for a 
variety of toxic gaseous sproies (e.g., carbon monoxide, niiric oxide, 
nitrogen dioxide, hydrogen sulfide), ion-selective electrodes for 
measurement of electrolytes in clinical applications (sodium, potassium, 
calcium, etc.), ultramicroelectrodes for in vivo determination of 
glucose and of biologically active species, detectors for liquid 
chromatography of drugs used for neurological disorders and for 
therapeutic drug monitoring, and potentiometric sensors for 
quantification of low concentrations of electroactive species. With the 
exception of potentiometric senson, no consistent pattern of federal 
support has existed. 

Recent advances in microelectronic fabrication techniques, in 
development of modified electrode surfaces and ion-selective membranes, 
and in availability of new materials give promise for development of new 
electrochemical sensors. For both gas and liquid sensors, the 
possibility of much higher sensitivity exists. Lower detection limits 
are possible for environmental, clinical, and general analysis 
situations. Sensors developed to date are primarily based on classic 
and relatively unsophisticated approaches. With newer methodologies and 
device designs, one may anticipate at least a ten-fold improvement in 
detection limits. 

Among the methods that have considerable promise but that are yet to 
be significantly exploited are pulse electrochemical techniques, 
impedance methods, flow- injection analysis, the use of nonaqueous 
solvents in the sensor, the combined use of chemometrics and multi- 
electrode measurements for analysis of complex mixtures, the use of 
ultramicroelectrodes in applications outside the clinical and biological 
areas, and rapid deaeration of flow systems. 
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Electrochemical sensors are based on selective interfacial charge 
generation and localized charge transport. Within the past decade, 
major advances have been made in recognizing basic principles that unite 
the wide variety of systens encountered in practice. From these 
principles and the working out of charge, potential, and composition 
profile, prediction of the properties of materials for the design and 
instruction of new sensors has ptoc^^ at an increasingly rapid rate. 

Key scientific challenges include the dnign of new molecules and 
substrates that possess the high transport selectivity required for new 
and improved ^nsors. The di^very and molecular characterization of 
new sensing elements will include surfa^ modified with si^ific 
electromtalysts and/or enzyme, ion-sp^ific membranes, fast ion- 
conducting ceramics and glasses, conducting polymers, and semiconductor 
materials. The use of surface analytical techniques to probe the 
molecular details of the sensing mechanism of these materials will 
contribute to improved sensitivity— i.e., reduce interferen^ by other 
species. Oc^ly related is the problem of sensor design for use in 
very low concentrations of species. Theoretical characterization of 
transport of sensed materials to and from the sensor interface must 
advance significantly to design reliable and reproducible sensors and to 
predict their r^ponses in the transient and st^dy stat^. The 
invention of new devi^ would be aided signifi^tly by transposing the 
principles of potential- and current-generating sensors to related 
field-effect devices, by capitalizing on improved knowledge of 
permselectivity in polymer films, and by exploring more deeply the 
principle of charge cancellation reactions for immunological 
applications. 

Invention of new manufacturing methcKls based on the microelectronics 
industry, coupled with new sensing materials and methods of detection, 
would represent a significant advance. For example, new sensors based 
on redundant arrays of microsensing devices may be key to low-cost 
reliability, which is essential to many applications. 

A significant barrier to developing improved sensors is the lack of 
focus for support of fundamental studies and the inadequate marshalling 
of multidisciplinary skills for development efforts. Much sensor 
development now occurs in connection with health science ne^s, defense 
needs, or the requirements of other mission-oriented agencies. Without 
a focus of support, it is currently difficult to undertake fundamental, 
systematic studies that would explore a new generation of sensing 
techniques and materials. Sensor technology is multidisciplinar:'. both 
in the assembly and characterization of the sensing element and in the 
fitting of that element into the specific system in the field. 
Manufacturers of instruments often do not have specialist teams with 
adequate breadth to develop novel techniques into commercial devices. 
As a consequence, t lere are missed opportunities in the conception of 
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new methods as well as poor transfer to the marketplace of those 
conMpts that do arise. 

In general there appear to be no generic problems that are inherent 
to the development and fabrication of vastly improved electrochemical 
sensors. The environment in which a ^nsor operas may generate 
materials problems (si^ as in blood or at high temperature or 
pressure), but these are not appreciably different from those existing 
for other instruments and devices exposed to the same environment It 
is unlikely that more sophisticated sensors would give rise to intract- 
able materials or manufacturing problems. 

The present role of the federal government in support of sensor 
science and technology is unfocused. There is no cle»-ly evident 
federal funding agency where a fundamental sensor proposil might attract 
funding without being directly linked to a specific mission-oriented 
problem. Improved federal sponsorship of fundamental investigations 
aimed at developing principles of advance sensors would play a major 
role in promoting technological progress. The commercialization of new 
and improved sensors by U.S. manufacturing firms represents a very 
significant and strategic economic benefit. 

Research areas that hold high promise for advancing technological 
growth include 

■ Enhancing sensor selectivity by discovery and molecular 
characterization of new and improved sensing elements 

■ Invention of new fabrication methods, based on microdevice 
technology, to improve reliability, reproducibility, and cost 
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Chapter 6 

OPPORTUNITIES FOR CROSS-CUTTING RESEARCH 



SUMMARY 

Among the great challenges of the near future is the creation of 
extended structure in which atoms and molecule are deliberately 
organized in space so that they can cooperatively carry out a complex 
task. Living organisms demonstrate that such organization is possible 
and that it can bring about extremely effective catalysts, communi- 
cations devices, and energy converters. Much has been learned about the 
chemistry and physics of single mol^ules; now this knowledge needs to 
l» extended to the nature of owperating structures of several or many 
molecules. This issue will preoccupy many fields in the decades ahead. 
Advan^ in understending of electrochemical phenomena sef~* destined to 
play a major role because these phenomena operate intrinsically at the 
supramolecular scale, that is, interfacial structure and dynamics. 
Indeed, to understand the subject, one must cast it in terms of 
extended structures. 

Electrodes are platforms on which advanced structures can be built 
conveniently, and they provide a ready means for passing energy and 
information into the structures and out of them. In this way, electro- 
chemical science may well serve centrally in a broad advance of many 
related fields of science. 

This chapter describes opportunities in key fundamental areas, which 
may ultimately lead to new producte and processes in the far term (more 
than 10 years). The present state of the art is discussed, along with 
the areas where significant new fundamental advances are likely to 
arise. The following topics are reviewed: 

■ Electrochemical engineering; Opportunities for improving the 
productivity from the U.S. investment in basic electrochemical research 
are described in areas of porous electrodes and extended interfacial 
regions, surface creation and destruction phenomena, process analy;>i$ 
and optimization, process invention, and the physical property data base. 

■ In situ characterization: The renaissance in techniques for direct 
observation of electrochemical processes at the interfaces where they 
occur is described in detail. The central thrusts include the 
characterization of interfacial structure with chemical detail and 
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spatial resolntion approaching the atomic scale and the characterization 
of dynamic method: which provide vastly improved insight into fast 
reactions. 

■ Interfacial structure: The role of electrochemical phenomena at 
interfaces between ionic, electronic, photonic, and dielectric materials 

is reviewed. Also reviewed are opportuniues for research concerning 
microstructure of solid surfaces, the influence of the electric field on 
electrochemical processes, surface films including corrosion passivity, 
electrocatalysh and adsorption, the evolution of surface shape, and 
self -assembly in snpramolecular domains. 

■ hfoterials: The role that electrochemica] phenomena play in 
materials research is presented m three general categories: materials 
that benefit electrochemi^ applications, materhls produced by 
electrochemical processes, and materials that are resistant to electro- 
chemical corrosion. 

■ Photoelectrochemistry: The effect of light on the semiconductor- 
electrolyte interfara is summarized. Fundamental aspects are described 
for microelectric device fabrirat'on, improved coating pigments, plastic 
degradation, and photoelectrochemical synthesis. 

■ Plasmas: The similarity between electrochemical and low- 
temperature plasma systems is emphasized in describing charge transfer 
at interfaces, materials degradation, mathematical modeling, deposition 
and etching, and diagnmtic techniques. 

■ Surface reactions: The rapidly advancing field of electrochemical 
surface science is reviewed, with discussion of quantum treatments of 
charge transfer and adsoiption phenomena, determination of rate con- 
straints, mechanistic studies of complex reactions, and electro- 
crystallization. 

Major advances are occurring in the microscopic delineation of the 
chemical species, the extended chemical structures, and the elementary 
chemical events that determine the rates and products of electrode 
processes. As th^ processes are examined in more fundamental terms, 
the rational engineering design of electrochemical devices and processes 
will quickly become possible. A rich harvest of imaginative new 
technology can be expected in consequence. 



ELECTROCHEMICAL ENGINEERING 

The purpose of electrochemical engineering is to conceive, design, 
optimize, and implement electrochemical processes and devices to satisfy 
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social and economic needs. These activities should be performed with 
insightful application of scientific principles and with the use of 
precise mathematical methodology where possible. Two ^sential tasks in 
the evaluation of new technological opportunitiK are to determine the 
return on investment and to identify the technological barriers where 
improved scientific knowledge and/or invention is needed. Such 
procedures of engineering evaluation represent a key step to achieving 
better productivity from the electrcwhemical research and development 
process. 

For a given pair of electrode reactions of known thermodynamic and 
kinetic characteristics, electrochemical engineering procedures must 
provide a reactor design in which these reactions can occur with high 
material and energy efficiencies. Simultaneously, appropriate 
provisions have to be made for the input of reactants and outflow of 
products and for the addition (or removal) of electric and thermal 
energy. The emphasis here is on the complete system and the inter- 
related surface reactions and transport proc^^. S)^tem analysis and 
d^ign of electrochemi^ reactors require elaborate computer- 
implemented process simulation, synth^is, and optimization. 

Proc^ or device development is intimately linked to the 
availability of materials suitable as active or pa^ive cell 
components. Design, even in its conceptual stage, is inseparable from 
what materials are available for electrodes or for containment, what 
electrolyte compositions may come into consideration, and what 
separators (if any) are needed. Electrochemical engineering involves 
not only the cell or cell process but also the often considerable 
chemical and physical operations (separations, chemical reactors, heat 
exchangers, control, etc.) that precede and follow the electrochemical 
step. 

Electrochemical process and device technologies involve a large 
variety of combinations of active and passive materials and reactor 
geometries and sizes as well as a rather broad spectrum of economic 
constraints. It should suffice here to consider a listing of areas of 
activities, each comprising dozens of different processes and/or 
products: 

Extractive metallurgy 

Metal plating, finishing, shaping, forming 

Inorganic and organic chemical synthesis 

Separation processes, membranes, electrokinetic processes 

Waste treatments (effluents from electrochemical or other sources) 
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Sensors* transducers 

Energy conversion devices (primary batteries and fuel cells, 
photogalvank devices) 

Energy storage devices (rechargeable batteries of all kinds) 

Bioelectrics (sensors, metering, stimulation, drug delivery, energy 
sources for artificial organs) 

Corrosion 

In general, these electrocheL.!^ proce^es and devices in^^lve 
complex, couplMl phenomena for which simple d^ign promdures do not 
exist. The empirical design criteria traditionally used do not fare 
well in the invention and evaluation of new systems. Seemingly 
incremental changes often require major redesign, a situation that 
discourages rapid development of new technological systems. During the 
recent past, however, substantial progress in electrochemical engineering 
has l^n made by clarifying fundamentid methodologies needed for cost- 
effective engineering design. The core anemic subjects of 
electrochemical engineering are 

m Trans{K>rt phenomena, which determine the rate at which specie and 
energy become available for reaction at surfaces. For economic reasons, 
commercial proc^s^ are generally driven to their transport limit; as a 
consequence, transport phenomena play a central role in the engineering 
analyses of most electrochemical systems. 

■ Current and potential field distributions, which determine the 
flow of current between electrodes, the variation of potential within 
the cell, and the distribution of reaction rates along the electrode 
sufaces. Knowledge of these phenomena is essential for the rational 
design and scale-up of electrochemical reactors. 

■ Thermodynamics, which describes the equilibrium state of an 
electrode-electrolyte interface, of the species within a given phase, 
and of the distribution of phases within the cell. 

■ Kinetics, which relates the rate of reaction to the driving 
forces. 

Progress in these areas has been quite remarkable in recent decades, 
but there are notable deficiencies that inhibit the treatment of key 
engineering problems: 

■ Extended interfacial regions— Characterization and quantitative 
treatment of three-dimensional porous electrodes is essential for the 
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analy&is of virtually all batteries, fuel cells, wastev^ater treatment 
cells, electro-organic synthesis cells, and other high-rate devices. 
Important probtoms hiclude changes in comixsltion and geometry during 
the progress of electrode reactions and local transport in the vicinity 
of dispersed catalyst Advances in this area are alsK> needed for the 
better understanding of concentrated colloidal suspensions. 

■ Surfa^ oration and destruction— A rational l»sis for macroscopic 
treatment is ^sential for ad^^ applications in microelectronics, 
energy conversion and storage, electrocrystallization, and etching. 

Th^ appli^tions require improved precision, pr^ctability, and 
freedom from trace impuriti^. Important topics include stability and 
evolution of surface texture and dendrites and the effect of 
electrochemical parameters on mechanical properti^ of the near-surface 
region. 

■ Process analysis, simulation, and optimization— These tasks include 
mathemati^ modeling of entire ceils and proce^^, including 
electrolyte preparation and product separation. Large computing 
facilities are often required; these are not readily available in a form 
suitable for use by personnel involved with exploration of new 
technology. 

■ Process invention— While the ability to calculate, design, 
optimize, and control existing electrochemical processes has improved 
through federal support of electrochemical engineering to date, it is 
now essential to integrate these tools with the conception of new 
processes and devices. It is necessary to advance engineering tools and 
to reshape attitudes that nurture the creative task of inventing new 
products and processes. Imaginative thinking that leads to new concepts 
for producing energy, materials, and devices must be encouraged. 

To achieve the goals of virtually every R&D project, it is 
critically important to have accurate, pertinent data along with easy 
access to those data (/). Otherwise, progre^ stops until such data 
are obtained, or the goal is changed from one that must be achieved 
toward one that can be achieved. The productivity of the federal 
research investment in electrochemical research is critically dependent 
on development of an improved data base, mcluding 

■ Multicomponent transport properties: The data base on 
diffusivity, transference number, and conductivity is virtually 
negligible for concentrated multicomponent electrolytic solutions. 
There are no usable predictive methods in the literature. Commercial 
companies cannot be expected to finance fully the depth of scholarship 
and level of effort needed to analyze, evaluate, and correlate such 
data. 
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n Electrochemical properd^ Nearly aU electr«>ciiemic8] transport, 
kinetic, and thernMKlynamic data in the literature are for aqueous 
systems at or near room temperature. Exploratory development of other 
types of systems (nonaqueous solvents, fused salts, polymeric 
electrolyte) is therefore exceedingly di^'icult Cr^on of a data 
base that ts readily accused is an e^ntial task but is done poorly at 
present 

The pursuit of electrochemical engineering goals is almost always 
linked to other disciplines, particularly materials science. For 
example, the understanding of how electrodeposits of significant 
thickness are formed and how such process^ may be controlled by 
rational methods is a central task in ail electroplating, shaping, and 
forming processes. Because transport in solution plays a key role in 
these, along witu the solid-state behavior of the dep(»ited material 
(stresses, distocadons, epitaxy, etc.), it is essential to approach 
such systems with a mnltidisciplinary viewpoint Similar examples may 
be cited in the engineering development of sensors, batteries and fuel 
cells, and process for membrane separations, for electro-organic 
synthe&is, and for fabrication of microelectronic devices, among 
others. It is therefore essential that development of electrochemical 
engineering methods be supported, at least in part, in conjunction with 
multidisciplinary efforts. Such support offers the most fertile 
environment for discovery and early development of new technologic 
opportunities. 



IN SITU CHARACTERIZATION 

The Panel on In Situ Characterisition of Electrochemical ^'ocesses 
was constituted to conduct a critical evaluation of issues and 
opportunities in the area of in situ characterization of electrochemical 
processes. The panel addressed this task by organizing a workshop on 
the subject. This section summarizes the cnnclusions and 
recommendations derived from the workshop and from the panel's 
deliberations. A more detailed report will be issued separately 
(/« Situ Characterizmion of Electrochemical Processes, NMAB Report 
438-3, 1986). 

All branches of science have a growing interest in the nature of 
interface because many molecular events are influenced by the presence 
of a nearby interface. Electrochemistry, historically the senior 
surface science, retains a central impor^nce in understending 
interfacial phenomena, and its contributions will be essential in 
resolving the intellectual challenges in the characterization and 
deliberate design of surfaces. These issues, in turn, will 
fundamentally influence the evolution of the molecular sciences as a 
whole, which will be increasingly concerned with tailored suptamolecular 
systems. 
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ElMtrochemi^ process are also of general Unpor^ce to the 
energy and the materials technologies of all developed countries, 
including the United States. An advanced position in electrochemical 
science wiU benefit U.S. industrial efficiency and competitiveness by 
leading to the development of new precedes* new products, new 
materials, and new sensors for the control of quality in industrial 
processing. The impact of elecm>chemical technology is widespread, 
especially in industries of high dollar and energy volume. 

Superior technology in this area arises from superior science, and 
both rest, in large part, on experimental tools for observing 
electrochemical procem directly at the interfaces where they occur. 
Advances of real significance in the in situ characterization of 
electrochemical proc^ses are possible. A favorable scientific climate 
has arisen from severe factors: First, there has been an advent of new 
took for characterization of new materials in a variety of contexts, 
including electrochemical ones. Second, powerful ^tablished tools for 
characterizaticn in other context (such as nuclear magnetic resonance 
and infrared spectroscopy) have now gained the sensitivity and 
experimental sophistication required for application to electrochemical 
surface science. Finally, advance in electrochemical science itself 
have opened up some exciting opportunities. 

In brief, the field is ready for signifirant progress toward micro- 
scopic delineation of the chemical species, the extended chemi^ 
structures, and the elementary chemical events that determine the rates 
and products of electrode processes. Electrochemical science is 
prepared to develop insights into its domain at an unprecedented level 
of structural and mechanistic detail, comparable to that now available 
for homogeneous chemical reactions in solutions. As electrode processes 
are examined in more fundamental terms because shorter time scales, 
greater molecular specificity, and finer spatial resolution are 
available, the design of electrochemical surfaces and processes to 
achieve specific objectives will become possible. 

Advances in the in situ characteri^tion of electrochemical 
processes can be achieved most effectively by focusing attention on 
twelve issues. Ten represent opportunities that emerged as having 
special promise for research: 

■ Identification of participants in electrode reactions with high 
chemical specificity. A knowledge of chemical participants is 
indispensible to achieving an understanding of electrode processes that 
will permit manipulation and improvement of important processes, such 
the electro-oxidation of methanol or the adsorption of olefins on 
platinum. Among established techniques for chemical identification, 
vibrational spectroscopies offer the best opportunities for improve- 
ment. The current high level of effo.t with these techniques should be 



1J5 



102 



sustained. New opportunities of importance have emei^ed in mass 
spectrometry, which has a demonstrated, but largely undeveloped, general 
applicability to fhd characterization of intermediates and products in 
electrochemical processes. Magnetic resonance techniques apart from 
electron spin resonance have not yet been applied in electrochemical 
situations, but recent dramatic improvements in sensitivity and in 
applicability to surfaces and solid samples suggest that it is time to 
examine the possibilities for using this powerful family of character- 
ization tools in electrochemistry. 

■ Ohsermim of dynamics on short time scales and over wide 
ranges of time scale. Faster experiments will permit the observation 
of mechanistic stetm and intermediates that are now ol»cured. Current 
knowledge of homogeneous chemistry suggests that important elementary 
reactions in «)mplex electrode pn^e^es, including electrocatalysis, 
occur on submicri^econd time s^les. It is impor^t to produce 
capabilities for dynamic characterization in that time regime. 
Opportune means to achieve faster responses lie with ultramicro- 
electrod^ and si^troelMm>chemical experiment involving pulsed 
lasers. Observations of electrochemical dynamics over wide ranges of 
time s^es allow the assignment of mechanistic models with greater 
confidence. Extended time scale rang^ will automatically come to many 
techniques as they are applied at greater speeds. Certain impedance 
techniques that have benefited from improved commercial instrumentation 
are already available for immediate service over a wide bandwidth. They 
can gain bnmder and more effective use if straightforward means can be 
found for linking futures in impedance spectra to steps in 
electrochemical mechanisms. 

• ^ine spatial characterisation of inter facial structures. 
Electrode reactions often involve kinetic steps that occur in three- 
dimensional structures, such as active catalytic sites, nucleation 
centers, and adsorbed layers. Their structures are rarely known; in 
fact, their existence is often inferred from indirect evidence. Recent 
years have seen the deliberate construction of microstructures on 
electrode surfaces, in the interest of manipulating kinetics or 
developing specificity of response. Working without knowledge of 
structural relationships at sites of electrochemical activity strongly 
inhibits understanding of the fundamental steps in reaction mechanisms. 
In situ techniques that are now available for characterization of 
structures are based on interferometry with visible light, and hence 
they have resolutions limited normally to hundreds or thousands of 
angstroms. Excellent opportunities exist for new initiatives in the 
application of x-ray methods, particularly diffraction and extended 
x-ray absorption fine structure, which probe the sample with photons 
having wavelengths ideally suited to the atomic and molecular spatial 
regime. Newer methods that might produce striking results in electro- 
chemical situations include scanning tunneling microscopy and nonlinear 
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optical processes at surfaces. These should be explored. The ex situ 
methods of surface science must continue to play an important role in 
providing fine spatial characterization of interfacial structure. 

a Correlations of in situ and ex situ observations. The 
characterization methods of surface science have already been 
established within an electrochemical context, because they can provide 
structural definition of fine distance scales as well as atomic 
con^sosition of a surfa^ and, «)metimes, vibrational spectroscopy of 
adsorbates. These ex situ methods normally Involve transfer of an 
electrode from the electrochemical environment to ultrahigh vacuum, and 
the degree to which they provide accurate information about structure 
and composition in situ is continuously debated. Additional work is 
needed to clarify the effect of emersion of samples and their transfer 
to ex situ measurement environments. The most appropriate experimental 
course requires observations by techniques that can be employed in both 
environments. Vibrational spectroscopy, ellipsometry, radiochemical 
measurements, and x-ray methods seem appropriate to the tesk. Once 
techniques suited to this problem are established, emphasis should be 
placed on the refinement of transfer methods so that the possibilities 
for surface reconstruction and other alterations in interfacial 
character are minimized. 

• Utilization and evaluation of clean, smooth, well-defined 
surfaces. Information about fundamental relationships between 
interfacial structure and reaction dynamics (e.g., in electrocatalysis) 
requires studies on surfaces free of impurities and with well-defined 
structures and dimensions. Procedure for preparing such surfaces, 
including, but not limited to, single-crystal metals and semiconductors, 
should continue to be investigated. The general ex situ character- 
ization methods of surface science will continue to be important in this 
work. Certain new electrochemical experiments will require electrodes 
:hat are atomically smooth over an appreciable area. Methods of 
prod>*cing and evaluating such electrodes are needed. The rates of 
reorganization and contamination of well-defined surfaces within the 
electrochemical environment are also important questions. 

■ Exploration of electrochemistry in unconventional media. 
Electrochemical research has tradi^onally focused on measurements at 
electrodes fabricated from conductors immersed in solutions containing 
electrolytes. However, interfacial processes between other phases need 
to receive further attention, and they can be probed with electro- 
chemical techniques. Electrochemistry can play a unique role in 
exploring chemistry under extreme conditions. The movement of charges 
in frozen electrolytes, poorly conducting liquids, and supercritical 
fluids can be experimentally measured with ultramlcroelectrodes. 
Opportunities exist to study previously inaccessible redox processes in 
these media. Electrochemistry in environments of restricted diffusion 
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such as pjiymers and in biological tissue requires modification of 
existing theories of mass transport. New research can provide unique 
insights into micn^copic environments in such media. The use of 
ordered structures, conducting polymers, and semiconductor electrodes 
may also require new consideratiotts of transport processes in the bulk 
of a material as well as of dynamics directly at an interface. 

■ improved characterization of lHMmd<wy layers. The boundary 
hiyer adjacent to an electrochemical interface is the extended zone 
through whkh species must be transported to a site of electron 
transfer. This layer often involves complex situations. Prominent 
examples in whkh dynamics in a boundary layer may control an overall 
rate include intercalation etectnxtes and ^parators that have 
fixed-geometry channels for transport or medkted reaction and motion 
through natural or synthe^ surface-attached networks of charged 
polymers. As electrochemical science becomes more rancemed with the 
deliberate manipulation of interfackl structure, it will be necessary 

to learn more about boundary byers in complex structures. Under- 
standing the behavior and enhancing , the i^rformance of such si^tems will 
require applying structure-sensitive techniques in both in situ and ex 
situ circumstances. Surface spectn^copies, x-ray methods, and 
microbalanM techniques must b^me important adjuncts to electro- 
chemical studies for molecular and structural interpretation. 

■ Advancement and standardization of simulation methods. 
Electrochemistry is now addr^ing problems In which the mathematical 
analysis of material transport and reaction rates can rarely be reduced 
to analytic expr^ions. Most new important problems requijv 
simulation or some other numeric approach. The geometrical configura- 
tions of electrode (e.g., arrays of microelectrodes), the complexity of 
the mechanisms of inter^t, or the inclusion of ma^ transfer effects 
beyond simple diffusion (e.g., migration of ions in electric fields or 
diffusion in porous media) render the treatment otherwise intractable. 
Digiml simulation methods have already been developed extensively in 
the electrochemical context, but there is a need now for algorithms that 
can conveniently handle a wider range of phenomena, and there is always 
a utility for more efficient algorithms. Efforts ought to be initiated 

to standardly and permit better cross-checking of simulation software 
used in the field. As greater reliance is placed on simulations to 
guide experiments designed to characterize electrode processes, there 
will be a concomitant need for more general confidence in the software. 
Encouragement should be given to the creation of transportable, 
documented, benchmarked simulation packages that can be used easily by 
experimental and theoretical electrochemists. 

■ Development of standard reference materials for electrochemistry. 
Effective al]o<»tton of limited resources probably requires a research 
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strategy based on a balance between the pursuit of fine chemical detail 
and the development of more generalized knowledge. Real understanding 
of any particular chemical system requires concentrated studies 
involving many techniques* Such detailed work can be done for only a 
few systems. On the other hand« the power and utility of chemistry 
comes from the discovery and application of general principles that can 
be gleaned only from a systematic study of many different systems by 
relatively few techniques. Both approaches need to be pursued. The 
detailed investigations will require cooperation between different 
laboratories. To facilitate them and to maximize the effectiveness of 
expensive or inconvenient experiments (e.g., those requiring central 
facilities such as synchrotrons or nuclear reactors), standard reference 
materials are needed. Particular difficulti^ exist in the reproduc- 
ibility of semiconductors (SnO., GaAs, InP) and samples of carbon, 
so these are materials for whicn standard reference source would be 
esi^ially valuable. 

■ Provision of a reliable thermodynamic data base for surface 
chemistry and electrochemistry. Thermodynamic data are used routinely 
to interpret kinetics and predict patterns of reactivity in homogenous 
chemical systems. Surface scientists, including electrochemists, are 
usually unable to analyze their experimental results in the same way for 
tack of any comprehensive collection of critically evaluated thermo- 
dynamic data for surface chemistry (e.g., free energies of formation 
and/or adsorption on surfaces, phase and stability diagrams for surface 
species, and entropies of reactants confined to surfaces). Both in situ 
and ex situ characterization of electn^hemical processes at interfaces 
could benefit greatly from access to such a compilation of thermodynamic 
data. It is recommended that encouragement and support be offered to 
qualified scientists who could help to meet this increasingly critical 
need. For the most part, the data do not now exist in the literature, 

so new experimental work would required. 

In addition to these large areas for research, the Panel on In Situ 
Characterization of Electrochemical Processes recommends that attention 
be paid to two matters of general research policy: 

■ Balance between effective individual and collaborative research. 
In applying elaborate nonelectrochemical characterization tools to 
electrochemical problems, there can be difficulty in establishing 
adequate specialized knowledge about both the electrochemistry and the 
characterization methodology. Collaborative research between investi- 
gators can be helpful in such circumstances, and it ought to be 
encouraged when it can be beneficial. Collaboration may be timely now 
in projects involving applications of x-ray methods, ultrahigh-vacuum 
surface science techniques, and pulsed laser spectroscopy to electro- 
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clwmica] probleio. However* the panel would strongly disagree with the 
view that important future research cannot proceed without collabo- 
ration. It is important to maintain a flexibility is funding smtetures 
so that they remain r^ponsive to proposals of high quality from 
individual investigators while being receptive to genuinely promising 
collatx)rative venture. 

a Access to central facilities. National laboratories now 
provide important new tools for in situ electrochemical character- 
ization, indludlng facilities for synchrotron radiation, soft neutrons, 
high-power pulsed laser light, and supercomputers. These provide 
investigators with new capabilities but demand a new mode of operation. 
Experiments must be prei^r^ and reheamd and then transjMirt^ to the 
central facility for an intensive, scheduled experimental run. The 
complexity of the apparatus may r^iuire collaboration with others more 
familiar with the equipment. The central kiboratories are essential for 
many of the research opportunities identified herein and must be funded 
at levete appropriate to the anticipated new users. 



INTERFACIAL STRUCTURES 

£lectr<»hemi^ phenomena play an ^ential role in systems that 
involve interfaces between ionic, electronic, and dielectric materials 
at which charge accumulation and/or transfer processes occur. Most 
surfaces take on a natural state of charge that results in a given 
surface potential. This potential is, for example, responsible for many 
properties of colloids, emulsions and foams, thin films and coatings, 
bubbly ion-selective membranes, adhesion, and biological cell fusion. 
In addition, charge transfer processes depend critically on the 
structure and composition of the surface as well as the armngement in 
the near-surf^ region of solvent, ions, adsort^ sp^ies, reactants, 
reaction interm^iat^, and impurities. It is essential to have a 
better fundamental understanding of tiie role of electrical and chemical 
forces on surface and interfacial phenomena as well as on the extended 
structure of the interfacial region. Improved undetisttoding of these 
phenomena wiU contribute to reducing technical barriers to the 
advancement of essentially every area described in Chapter 5. 

Experimental sophistication has advanced significantly with the 
recent availability of high-purity materials of precise configuration 
such as single crystals, atomicalty tailored surfaces, monodispersed 
suspensions, and precisely patterned microporous membranes. The ability 
to characterize these surfaces with a variety of ex situ techniques, and 
then to transfer them in a controlled manner into an electrochemical 
environment for further in situ study, presents a dramatic advance in 
the sophistication of electrochemical science. The preceding section of 
this chapter summarizes these advances. 
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In general, there now exists a variety of scientiTic subdisciplines, 
each of which recognizes its inherently multidiscipUnary nature, but 
each of which represents a subcritical mass for attracting sufficient 
focused funding to support its needs. Hiese areas include corrosion 
science, colloid science and interfacial phenomena, passivity and 
surface films, elMtrocataiysis, bioelectrochemical and membrane 
phenomena, electrocrystaUization, and others. One unifying theme that 
emerges from each of these areas, however, is that the forces that 
determine the structure and properties of the surface and extended 
interfacial region must be better understood. 

The interfaces of greatest concern for electrochemistry to date have 
been the metal-electrolyte and semiconductor-electrolyte interfaces. 
The physics of the^ is far from understood. Electrochemists have 
concentrated their theoretical efTorts principally on the statistical 
mechanics of the electrolyte side of the interface, treating the metal 
electrode as more or less a scientific black box, void of microstructure 
and with unrealistic electrical properties. Only in the past few years 
has attention been given to the metal phase in terms of a gellium model 
with core ions in configurations corresponding to specific crystal 
faces. The electric field does penetrate significantly into the metal 
side of the interface, and the electron density of the conduction band 
does tail off into the adjacent electrolyte phase. Electronic factors 
have a major effect on the overall electrochemical properties of the 
interface and are strongly dependent on the particular metal and 
crystallographic planes and adsorption of various species at the 
interface. The present theories that treat the metal physics of 
electrochemical interfaces represent a welcome first step in a direction 
that continues to need much effort. 

Of particular importance for the new "high-technology" applications 
of electrochemistry is the understanding of adsorption phenomena. 
Significant progress has been made recently in theoretical treatments of 
the adsorption of various chemical species such CO, Hj, OH, O, O., 
and H on single-crystal metal-vacuum interfaces using semiempirical 
molecular orbital and X-a scattered wave techniques and, in a few 
instances, more rigorous ad initio treatments. These are beginning to 
yield important new understandings of adsorption of the corresponding 
species at electrochemical interfaces. Theorists are adapting their 
treatments to take into account the effects of the electric field at 
electrochemical interfaces (e.g., field dependence of orbital mixing, 
internal Stark effect), and these advances show promise for sustained 
development in the future. 

There has been significant progress in the understanding of solid- 
gas interfaces under ultrapure high-vacuum conditions. More vigorous 
involvement of the surface science community in the study of imerfaces 
formed with liquid ph^.ses would be equally rewarding. The framework 
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within whteh these iavestigations wiU be made will draw heavily on 
principles of eleetrochemical phenomena. 



Resears!* Opportnaltief 

Research topics of high priority can be grouped according to various 
properties that include microstructure, electronic and electrical 
structures of the interfacial region, surface films, catalytic properties, 
self-assembly properti«, and the creation and destruction of fresh 
surfaces. 



Mlcrostructure 

■ All solid surfaces exhibit structural features that can have 
significant effects on the kinetics of charge transfer reactions and on 
the stability of the interfacial region. In the case of metals, the 
most significant stiiictural feature for "smooth" surfaces are emergent 
dislocations, kink sites, steps, and ledges. It has long been known, 
for example, that the kinetics of some elect^i»olution and elec^- 
deposition reactions depend on the density of such sites at the surface, 
but the exact mechanisms by which the effects occur have not been 
established. The role of "adion" in these processes is also unclear, as 
is the sequence of the dehydration-electroiution-adsorption-diffusion- 
incorporation processes, even for the simplest of metals. 

The role of substrate microstructure in determining the properties 
of passive films on metal and semiconductor surfaces is also an issue of 
major scientific and practical importance. It has been speculated, for 
example, that surface micrc»tructural feature are projected into and 
possibly through thin passive films, such that "ghost" dislocations, 
grain boundaries, etc., appear on the solution side. Such ghost defects 
may act as sites for the more rapid movement of anion and cation 
vacancies through the passive film, which in turn may have important 
implications for the kinetics of growth and breakdown of protective 
oxide phases on metel surfaces. Again, the m^hanisms by which these 
microstructural defects affect the kinetics of charge transfer and 
stability of th system are poorly understood, in spite of the fact that 
their importance has l^n recognized for many decades. 

Microstructural factors also play important roles in determining the 
electrochemical and physical properties of semiconductor-electrolyte 
systems. For example, semiconductor electronic properties are usually 
interpreted in terms of ideal band models for perfect crystals— i.e., for 
systems that exhibit absolute long-range order. For many systems, 
however, this is a gross oversimplification and, in the extreme of the 
amorphous state, it may be appropriate to abandon band models altogether 
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in favor of charge-hoppiag theories. This is almc^t certainly the case 
for tiiin passive films on metal and semiconductor surfaces that do not 
appear to have long-range order. Microstructural futures may also, play 
additk>nal roles in determining the etectrochemieal properties of 
semiconductor-electrolyte interfaces by acting as "surface states" and 
possibly by affecting die rate of electron-hole recombination at the 
interface. Quantitative information on these properties and process^ 
is not available for most systems* and it is unlikely that good 
predictive theories will be developed until the necessary data for 
evaluating various models become available. 



Electronic and/or Electrical Structure 

The electric field across electrochemical interfaces is of key 
importance to understanding electrochemical processes. The barrier 
heights for the charge transfer processes at such interface depend on 
the f^eld, which in turn depends on the overall electronic properties of 
the interface. To understand the effect of the field on these barriers 
requires quantitative insight into the electronic structure of the 
interface. Theoretical treatments of the physics of electrochemical 
interfaces are needed. These must handle more effectively such 
questions as the role of electronic surface smtes and the interactions 
of the solvent and ions of the compact double layer with the metal 
orbitals« as well as the spillover of the conduction band electrons into 
the interface. The experimental t^hniques described in the previous 
section of this chapter will exert a significant influence on the 
development of such understanding, but this will require the combined 
efforts of theorists and experimentalists. 

Improved understanding of the mechan^m, energetics, and structure 
of the bonding of water to surfaces is needed. Such information is a 
key to fundamental clarification of the interfacial structure at solid- 
liquid surfaces. Poor understanding of the therinodynamics of polymer 
adsorption at interfaces is impeding scientific progress on corrosion 
inhibition, colloidal stability, alteration of membrane selectivity, and 
electrocrystallization additives. 

Understanding concentrated dispersions requires knowledge of the 
microstructure resulting from the combination of interparticle forces, 
Brownian motion, and flow. The recent availability of well-defined 
microemulsions and of new scattering techniques opens the way for 
fundamental advances in understanding equilibrium structure, transport 
properties, and dynamics of phase transitions. Itouble-layer 
interaction of particles of different morphologies and surface charge, 
particularly in concentrated systems and in biological systems, are 
impoitant and require better understanding. More sophisticated 
techniques are needed for exact determination of surface charge and 
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potential on a variety of surfaces, for both the distribution of charge 
on a given surface and the distribution in an assembly of particles. 
The effect of surfa^ potentials on transport phenomena should be 
better understood. Such data will be critical to the improved under- 
standing of the structure, properties, and stability of aerosols, 
bubbles, and cidtoidal systems. 

Plasmas interact with bounding surfaces in a manner that is largely 
unknown. A later section of this chapter summarizes electrochemical 
aspects that involve chemical reactions coupled with charge transfer 
processes. Such phenomena are utilized extensively in the fabrication 
of microelectronic devices. 

The electronic properti^ of passive films on metal and semi- 
conductor surfaces are also a topic of fruitful research. For example, 
the <|tte$tion of space charge in passive films is far from settled; 
indeed, some of the more recent work suggests that the density of mobile 
charge carriers (electrons, holes, and possibly protons) within passive 
films is much higher than had l^n previously supposed, so that any 
space charge is compressed toward the metal-Hlm and film-soiutio' 
interfaces (i.e., very small Debye lengths). Previous calculations of 
space charge eff^ts generally a^umed that iMSsive films are insidators, 
so that only vacancies at relatively low concentrations were taken into 
account in describing charge transfer through the film. However, many 
passive metals support high exchange current densities for "fast" redox 
couples, an observation that suggests that either the films are so thin 
that electrons freely tunnel from the metal to the reaction site or that 
the concentrations of mobile charge carriers within the films are high. 



Passivity 

The technological importance of passivity cannot be overemphasized, 
since this metals-based civilization depends on the ability of a thin 
corrosion-product film (frequently le^ than 10 A thick) to separate a 
highly reactive substrate from a very aggressive environment Models 
for the growth of passive films have generally been developed from the 
macroscopic phase theories of Wagner, Cabrera and Mott, and Frumhold 
that had been so successful in explaining the growth of thick tarnish 
films under dry oxidation conditions. However, these models have not 
teen as successful in the case of aqueous systems because of the 
complexity of the metal-oxide-eiectrolyte interphasial region. New 
models are required to describe both the defect structure and the 
electronic properties of passive films and how these interact. This is 
particularly important when studying charge transfer phenomena at 
passive surfaces and when interpreting photoelectrochemical data. 
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The breakdown of passive films, resulting in enhanced attack on the 
sul^trate, is also an area requiring considerable theoretical and 
experimental investigation. For example, while it is well accepted that 
chloride ions are effective in breaking down passive films, it is not 
known whether or not the aggressive ions actually penetrate the film 
structure. Also, recent work has shown that breakdown and repassivation 
can be regarded as stochastic and Markovian in nature, brt the 
distribution functions that various systems follow have not been 
determined. The roles of minor alloying elements in modifymg the 
susceptibility of a passive film to breakdown are also an area of 
research that needs close attention, since new alloys are required for 
the gnomic exploitetion of new energy sources (e.g., deep, sour oil 
and gas wells) and chemical processes. 



Electrocatalysls 

The electrode surface serves the role of a catalyst for the charge 
transfer process and often also for coupled preceding or following 
chemical processes. Unfortunately, electrocatalytic processes foi the 
most part are not well understofxl. Of critical importance is the 
structure of the electr(»hemiral interface, particularly with adsorption 
of various species. The limited structural information concerning such 
interfaces is a serious deterrent of the development of electrocatalysls 
as a precise science (see the later section in this chapter on "Surface 
Reactions"). 



Creation and Destruction of Surfaces 

The creation and destruction of charged interfaces between ionic, 
electronic, and dielectric materials is a central problem where electro- 
chemical principles should be brought to bear. Phenomena embraced in 
this area include deposition and dissolution, growth of dendrites, 
bubble evolution, wetting, sintering of ionic solids and ceramic 
powders, and phase stability. 

There is no fundamental theory for electrocrystallization, in part 
because of the complexity of the process of lattice formation in the 
presence of solvent, surfactants, and ionic solutes. For example, the 
growth of zinc dendrites is little understood, although it represents a 
significant limitation to the performance of zinc-containing battery 
systems. Investigations at the atomic level in parallel with studies on 
nonelectrochemical crystallization would be rewarding. 

Interfacial properties are often dictated by the presence and nature 
of small amounts of active materials. The recent availability of 
ultraclean materials for the semiconductor industry should promote 



112 



iovestigation of surface generatioo. Clean surfaces, clean solvents, 
and clean solutes all need to be preparml and brought together in a 
controlled manner to create model systems for fundamental 
invMtigation. Such procedures would represent a significant advance in 
the scientific level with which these implex procMS^ Muld 1^ 
investigated and would provide a strong stimulus for improved 
theoretical work. 



Self-Assembly Properties 

Major advances wiU result from improved understanding of supra- 
molecular domains from 20 to 50(K> A in size, which operate as units in 
systems where el^trochemical processes occur. One fundamental goal is 
to understand interactions between a well-chanictered surfa^ (metal, 
semiconductor, or dielectric) and molecule on the surface in die 
present of el^trolytic solution. A second importimt area is 
inv^tigation of how sn^ies in solution interact with binding sit^, 
mediatuis, und (^talys^ in surface modification layen such as 
polymers, clays, or zeolites, or layers formed by covalent binding or 
ion-exchange proc^ses. A third task is to understand how living 
systems become self-organized by role differentiation. 

Considerable interest has arisen recently about the possibility of 
carrying out chiral syntheses on conducting polymer substrata. In 
these systems, the reacting solute is required to adsorb onto the 
surface in a well-defined orientation prior to electron transfer from 
the substrate. The design and preparation of conducting polymers that 
have the correctly oriented receptor groups promises to be an area of 
active research in the future, since such systems may represent 
convenient and economic routes to biologically active compounds. 

The following research areas hold promise for advancing long-range 
technological growth: 

■ The role of microstructure in determining the behavior of solid- 
electrolyte interfaces, using both theoretical and experimental methods 

■ More precise methods for determining surface charge and potential 
in concentrated dispersions, along with improved theoretical under- 
standing of equilibrium structure and transport properties 

■ Plasma-surface interactions that involve chemical reactions 
coupled with charge transfer processes, using electrochemical methods 

■ Improved mod 'tis for describing the physicochemical, 
electrochemical, and electronic structures of passive films and their 
mechanisms of breakdown 
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■ FuAdamental theoretical understanding of electrocrystalllzation, 
developed in parallel with experimental investigations carried out under 
ttltraclean conditions 

■ Methods for ster^lectn^hemical synth^is of high- value-added 
specialty chemicals and drugs 



MATERIALS 

Advances in electrochemical systems rest in large measure with the 
evolution of new materials that exhibit chemical stability in sever« 
environments, high electrocatalytic activity, rapid bn conductivity, 
etc. Examples include RuOj^-TiOy-Ti electrocamlysts, the polymer 
Nafion, yttrium-stabili»d zir«>na& and beta-alumina electrolyte, and 
metastable alloys product by rapid solidification proce^ing. 

Opportunities for appli^tion of new materials as ^mponents m 
electrochemical cells (el^trodes, electrolyte, membranes, and 
separators) are discus^ in this section. In addition, electrochemical 
procesing is considered in the sense that it presents opportunities for 
the syntheis of new materials such as electroepitaxial GaAs, graded 
alloys, and superlattices. Finally, attention is focused on the 
evolution of new engineering materials that were developed for reasons 
other than their el^trochemical properties but that in some cases are 
remarkably inert (glassy alloys). Others that are susceptible to 
corrosion (some metal-matrix composites) and more traditional materials 
that are finding service in new applications (structural ceramics in 
aqueous media, for example) are also considered briefly. 



Materials Used in Electrochemical Cells 
Electrodes 

Electrodes and their surfaces are often the chief determinants of 
function and performance in an electrochemical system. New materials 
offer entrees to new functions and to superior performance in 
established applications. 

The materials sciences continue to bring forth new electronically 
conducting solids (2-4). Virtually all of these have possible 
applications in electrochemical systems. Among the more interesting 
candidates in recent times have been semiconductors, electronically 
conducting polymers, intercalation materials, new forms of carbon, and 
oxide and sulfide compounds, especially the perovskites. A wide variety 
of applications could arise from these materials, includiog new or 
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improved battefks, new sensors, novel kinds of displays, new or 
improved industrial electrolytic processes, and photoelectrochemieal 
systems. 

An area of research with wide-ranging possibilities for new 
technology a>ncem8 the deliberate d^m^ or stmctnral modification 
of an electrode surface to improve or change its capabilities 
(5,6). These might be, for example, selectivity toward one of 
several electrode reactions, catalysis of electrode reactkns, or 
inhibition of reactkms. The surface modification approach could have 
an impact on essentially all electrochemical technologies, from sensors 
to synthes^ to power sources to corrosion protection. Surface 
modificaUon, in effect, yields new electrode materials of quite varied 
design. Strategies now under exploration include the direct covalent 
attachment of functional groups to a surface, the adsorptive attachment 
of functional groups, the underpotential deposition of metals, and the 
construction of extended layers, rangii^ from a few tens to thousands of 
ao^troms in thickuMS, on an electrode surface. These extended layers 
may involve amorphous metals or allo^ polymers, stacked monolayer 
deposits, semi»>ndi^r8, artificially m(KluIated materials such as 
superlattices, and composites such as microparticle-containing polymers. 

Very important in current and prospective elMtiochemical technology 
are dispersed electrocatalysts on high-area supports. Opportunities 
exist for developing new catalysts, such as alloy clusters, improved 
dispersion techniques, superior support (especially among the oxides, 
carbides, and nitrides), and new binding polymers for composite 
electrodes. 



Electrolytes 

The electrolyte phase of electrochemical cells is an ionic conductor 
and can be a liquid, solid, or gas. The development of new types of 
electrolytes will open up attractive opportunities for new and improved 
electr(x;hemical precedes and devices. 

Aprotic solvents are attractive for electrochemical processes and 
devices for 'vhich the solvent must be stable over a wider range of 
voltages than is possible with aqueous solutions. Most of the recent 
research on aprotic »>lvents for electrc^hemi^ applications has 
focused on their use in lithium batteries, but such solvents are also 
attractive for electro-organic synthesis of high-cost organics such as 
drugs, where the higher cost and lower conductivities of such nonaqueous 
electrolyte solutions are not much of a deterrent. Research 
opportunities in this area include the identifi^tion of aprotic 
solvents with higher conductivities plus greater electrochemical 
stability at more cathodic and anodic potentials. For battery 
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applications, the passivation phenomena involved at the active metal 
Mgative electrodes are also dependent on the solvent as well as the 
salt and are an important consideration in identifying new aprotic 
electrolytic solutions. An attractive approach now pursued by the 
lithium battel^ industry b aprotic solvent mixtures. The use of mixed 
solvents permits more effective optimization of a number of 
properties— e.g., conductivity, solubilities, passivation characteristics 
of anodes, and polarization characteristics of cathodes. Fundamental 
studies of the ion-ion and ion-solvent interactions iik juch aprotic 
solvent Mlutu>ns are also neected to guide the optimisation of the 
solution composition, including a choice of solvent for various 
applications. Purification of such aprotic solutions with respect to 
water and organic contaminants is a substantial problem; improved 
methods are needed. 

Molten salts are extensively used in various industrial electrolytic 
procMses, such as aluminum, magnesium, and alkali and alkali metal 
electrowinning and electrorefinlng, and in various high-temperature 
batteries, such as the molten carbonate fuel cell and the lithium-sulfur 
storage battery. In view of the present industrial importance of such 
molten »lt electrolytes, surprisingly little r^earch is carried out on 
molten s^ts and electrochemical processes in high-temperature molten 
salts. Developments, however, are most likely to occur with low- 
temp<)rature molten salts involving organic systems such as the 
pyridinium salts. These are particularly interesting for industrial 
electrolytic processes and batteries. Hydrate melts of salts such as 
ZnCl, and tiie alkali metal carbonates should also present 
interesting possibilities for batteries and fuel cell and industrial 
electrolytic proc^ses operating at moderate temperatures because of 
special features— e.g., strong Lewis acid properties, CO^ rejection, 
and depressed water activity. 

The phosphoric acid electrolyte of the acid fuel cell is far from 
optimum, particularly because of the low catalytic activity of platinum 
and other similar catalysts for Oj reduction in this electrolyte. A 
promising approach is to replace this electrolyte with new perfluori- 
nated acids, which have high solubility and do not adsorb on the 
catalyst surface. This should lead to much-improved performance of the 
air cathode. Work is in progress in several laboratories on the prepa- 
ration of these new acids (e.g., perfluorinated sulfonic, phosphonic, 
and phosphinic acids) as a replacement for phosphoric acid. Reasonably 
high conductivity at high ratios of acid to water is also an important 
consideration. 

Ionic conducting solids including polymers are of great interest for 
various applications including batteries, microelectronics, and sensors. 
For many of these appli^tions, relatively low conductivities (even as 
low as 10'^ per ohm-cm) are acceptable since the electrolyte layers 
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are this. For bat^7 appli^tions involving lithium, it is necemry 
that the lithium ions have high mobility in the solid phase without 
solvation by an external solvent 

Of particuhu' interest are fast ionic-conducting solids, including 
crystalline materials and polymers, with the fast ionic transport 
f^ilitated by tuniwl or hiyer-type structures i»esenting low potontial 
barriers for ion migration. An illustration of this is beta-alumina, 
which at a temperature of a few hundred degrees has high nM>bility for 
the sodium ion and is used in the high-performance sodium-sulfur 
secondary battery. Other fast ionic conducting solids include AgjSI, 
CuTeBr, and PbF2. New solid electrolytes affording much higher 
conductivities (greater than 10'^ per ohm-cm) at low and moderate 
temperatures (200*C or less) would find a number of electrochemical 
applications— e.g., high-power lotteries, fuel cells, and industrial 
electrolytic process^. 

High-temperature ionic-conducting inor^nic solid el^troly^ are 
the t»sis for t^ h^-temperature solid oxide fuel ceU and also for 
high-temperature oxygen combustion gas sensors. These devices use 
principally zirconate electrolytes. It is desirable to broaden the 
choice of electrolytes for such devices by developing other classes of 
ionic conductors for applications involving O, electrodes. These 
new high-temperature electrolytes are existed to involve oxides, with 
the mobile species being the oxygen ion. 

Ionic conducting polymei^ are already used in such applications as 
the solid polymer electrolyte fuel cell and the membrane separators in 
the chlor-alkali process for chlorine and rustic. These ionome>'S are 
of the cation-exchange type, with the ti^nsferenra numter for ihe ^tion 
close to unity. Fluorinated structures are used with such ionizable 
groups as sulfonate and carbonate lH}und to the ix)lymer skeleton. The 
cost of these materials even in thin membrane form is very high ($300 to 
S600/m'), too high for most battery, industrial electrolytic process, 
and electrochemical waste- recovery applications. These ca'Jon exchange 
polymer membranes are only available from DuPont in the United States 
and Asahi Glass and Asahi Chemical in Japan. The corr^ponding fluorin- 
ated anion exchange polymen are not commercially available and are 
needed for battery and other applications requiring an anion trans- 
ference number approaching unity. Nonfluorinated ionomers involving 
ammonium groups as the bound ions are available, but their long-term 
stability remains to be demonstrated. 

These cationic and anionic exchange polymers require that the mobile 
ions be well solvated with a polar solvent such as water. For appli- 
cations such as the electrolyte phase in lithium batteries, an ionic 
conducting polymer is needed in which ionic mobility is obtained without 
the ions being solvated by water or some other solvent. This has been 
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achieved to some degree with polymers such as polyethylene oxide using 
various lithium salts. The conductivities, however, become negligible 
below the glass transition temperatures. Even with copolymers and other 
additives to depr^ the glass transition temperatures, the lowest 
practical temperatures are still above room temperature. Further effort 
is warranted to develop polymers with higher concentrations under 
low-temperature conditions. 



Advanced Materials PrtMhiced by Electrochemistry 

The electrolytic production of materials is one of the oldest 
branches of electrochemical technology. Electrowinning and 
electroref ining of metals, electroplating, and electrolytic gas 
production are but a few examples. While still at an evolutionary 
stage, electroprocessing of materials presents enormous potential 
opportunities and could well have a significant commercial impact. A 
few examples are described below and are not intended to be all 
inclusive. 

High-resolution plating technology is now undergoing a revolution 
based on new techniques for depositing features of high spatial 
reso'ution (e.g., less than 10^ in dimension) on planar substrates. 
Continued development of these capabilities could have a substantial 
impact on interconnection problems in the fabrication of microelectronic 
devices, on new sensor technology, and on the manufacturing of high- 
precision metallic parts. This field is also discussed in Chapter 5 
under "Electrochemical Surface Processing." 

Superlattices, and other Icinds of artificially structured materials 
in which composition varies periodically on a quantum-mechanically 
significant spatial scale, have excited much interest recently in the 
materials sciences. Superlattices often have unusual optical and 
electronic properties, and they may also display extraordinary chemical 
properties. There are interesting possibilities for synthesis of such 
materials by various electrodeposttion methods. These are worthy of 
exploration. 

Electropolymerization methods are already established for two 
purposes'the coating of polymer films onto electrodes and the 
electroinitiation of bulk polymerization. Future prospects are probably 
brighter for the use of these processes in new coating technology, both 
for protection of metallic surfaces and for designed modification of 
electrodes in the manner discussed earlier. 

Alloy electrodeposttion is a technology whose full potential is not 
yet realized. One may modulate the composition by control of the 
voltage and current, which raises the p(»sibility that alloys may be 
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obtaissd that corM not be synthnized otherwise. The primary reason 
such procesMs are interesting is the opportunity to create or synthesize 
the aUoy in situ where it will be used (e.g., tin-lead alloy for micro- 
electronic applications). Also, properties such as mierostructure could 
be tailored for special purposes. 



Semlcoadaclor ElectrosynthMls 

Electrosynthesis of semiconductors such as epitaxial GaAs and other 
semiconductor nmterials with high value would be attractive candidates 
for improvMl processing by electrochemical techniques. Materials such 
as HgCdTe (IR sen^rs), OlTe, CdS, and CdSe (photoelectrochemical and 
photovoltaic devices) would enjoy much wider application if less costly 
production could be achieved. Current electrochemical technology for 
such appllcatk>ns is embryonic, and most semiconductor materials now 
made with these techniques are inferior in properties compared to those 
available from other preparation methods. An improvement that is most 
needed is the ability to deposit single crystals of macroscopic size and 
of controlled expitaxy. 



Electrodeposltion of O>mposites 

A wide variety of composite coatings can bo fabricated by 
electrodeposltion of metal tilms containing trapped particles. Examples 
include graphite, SiC, WC, BN, MoS,, and diamond, in films of 
nickel, chromium, cot»lt, copper, and others. The combined properties 
of such films include hardness, ^rrosion and wear resistance, and 
self-lubrication, among others. The electrolytic method of fabrication 
is technologically signifiomt but the literature is highly empirical. 
Fundamental understanding of the mechanism of composite formation is 
virtually nonexistent, particularly under conditions of high-speed 
dep(^ition. 



Advanced Materials In Corrosion- Resistant ^rvice 

Unless materials are chemically stable in service environments, 
their otherwise iseful properties (strength, ductility, magnetic and 
electronic behavior, etc.) may be lost. This section describes research 
opportuniti^ and needs associated with metastable metallic alloys, 
metal-matrix composites, electroactive polymers, and high-performance 
ceramics. 

Metastable alloys, formed by rapid quenching, may be produced as 
metastable or nonequilibrium solids that are either glassy or 
microcrystalline. Because of the required cooling rates (10^ K/sec) 
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from the Uouid, the solids produced by rapid rolldif ication proce^ing 
(RSP) must be small in at least one dimension. Hence, a typical RSP 
product is a ribbon 20 to SO Mm thick. The question of environmental 
stability or o)nosion resistant in service berames extremely 
important, since an almost negligible corrosion rate may lead to 
failure. Moreover, if such materials are devitrified, they may lose 
their corrosion resistance as well as other useful properties. 

There is, however, a second family of alloys produced by rapid 
solidification processing. In this category are liquids of virtually 
any composition th&t are, for example, quenched into the form of thin 
strips, subsequently compacted together, and finally hot-extruded into 
bulk. The alloys processed in this way are not amorphous but have a 
grain size on the order of 1 /on. Likewise, because of the rapid 
solidification, they are chemically more homogeneous than conventionally 
wrought alloys of the same composition. Such materials are often 
remarkably stable with regard to grain growth and toe corrraion 
resistant (but not as corrosion resistant as glassy alloys). The 
corrosion resistance of RSP alloys has received much recent attention 
and is summarized in extensive reviews (7-9). 

Composite materials made with a ductile metal matrix surrounding 
strong but brittle filers are t^ing i^d in aerospace, transposition, 
and military applications for their high-strength, lightweight 
properties. These materials are fabricated by first forming the fibers 
and then casting the matrix material around them or hot-prying the 
matrix from foils or powders. If such materials with novel properties 
are to be used succe^uUy in engineering systems, their corrosion 
resistance must be underst^KKl. Many comtM>sit» appear to po^ess a 
considerable liability in terms of their potential lack of corrosion 
resistance. To date, little effort has been directed toward this 
problem. The issu^ a^ociat^ with corrosion resistance havs been 
summarized (10) as (a) galvanic corrosion between the fiber and the 
matrix; (b) selective corrosion at the interface due to new phases 
formed between the fiber and the matrix; and (c) matrix defects between 
the fiber and the matrix providing fissures that act as pathways for 
corrosion. 

Electronically conducting polymers offer significant advantages over 
classical inorganic semiconductors, including the oppoitunity to change 
the band gap and dopant concentrations over very wide ranges and to 
minimize degradation caused by oxidation of the electroactlve material 
by holes at the interface (2 J). These properties offer possibil- 
ities foi macromolecular electronic devices based on electroactive 
polymers. In addition, an opportunity exists for carrying out stereo- 
siMcific electrochemical transfer prior to the electron transfer and 
subsequent chemical and desorption steps. Because of the varied nature 
of electroactive polymeric materials, ranging from those based on 
conjugated hydrocarbons (e.g., polypyrrole and polyacetylenes) to 



133 



120 



bor^ok polymArs (e.g., -(SN),^), this field represents a fertile area 
for the discovery of new processes and products in applications as 
diverse as electro-organic synthesis and power geinration and storage. 
As OM exampto, "polymer batteries," hi which die anode, cathode, and 
electrolyte are all polymers in a monolithic structure, are now being 
actively devetoped to replace "wet" batteries for many applications. 

The synthesis of new polymeric materials for application as 
packaging or encapsulation of integrated circuits was discussed in the 
section on microelectronics in Chapter 5. 



Ceramics 

Ceramics are generally considered to be inert materials that do not 
undergo corrosion. In fact, however, corrosion of ceramics is generally 
an important cost factor in metals production and in most other 
technologies that use them. While the corrosion of metals is an 
oxidative process, the corrosion of ^ramies can be oxidative, 
reductive, or not involve any electron transfer and stUl be controlled 
by the electrochemical nature of the material and environment. 

Ceramic are finding many applications in various electrochemical 
systems such as high-performance batteries in the form of insulators, 
separator materials, electrodes, container materials, and the 
electrolyte itself. Although in many appUrations where thermo- 
dynamically unstable, ceramics are used without rapid electrochemical 
decomposition be^uM mass and ciurge trans|»)rt pro^^M are 
sufficiently slow. Degradation inevitably takes place, but usually this 
becomes appreciable only after long tlm^ or at elevated temperatures— 
for example, high-temt^rature electrolysis of magnetohydrodynamic 
electrcKtes (//), the hot corrosion of ceitunic coatings on gas 
turbine blad^, and in coal convei^ion or combustion by such 
environments as liquid sulfates. 

The aqueous corrosion of ceramics may involve a charge-transfer or 
electrochemical dissolution process. However, in many cases, 
dissolution or corrosion may take place with no charge transfer yet may 
be determined by one or more electrochemical factors such as absorbed 
surface charge or electronic band bending at the surface of narrow-band- 
gap semiconducting ceramics. The aqueous corr<»ion of ceramics is 
important in a number of areas. One of the most impor^t is the 
stability of passive oxide films on metals. The stability of ceramics 
is a critic aspect in some aqueous photoelectrochemical applications 
(12), an example being the phot(^Iectn>lytic decomp(»ition of 
water. Structural, nonoxide ceramics stich as SiC or Si^N^ are unstable 
in both aqueous acid and alkaline environments; the latter is virtually 
unstudied, however. 
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A$ ceramics receive wider application in electrochemical systems and 
increased use as high-technology structural or electronic materials, 
their corrosion behavior will become important and possibly design- 
limiting. At present, mechanisms controlling the corrosion of ceramics 
are not well understood, and the available data base is extremely small. 



PHOTOELECTROCHEMISTRY 

Photoelectrochemistry generally involves the effect of light on a 
semiconductor-liquid interface {13-15). When a semiconductor 
electrode is immersed in a solution and irradiated, the electron-hole 
pairs that are formed at the interface can carry out redox reactions and 
promote a flow of current A number of semiconductor materials have 
been investigated, and several efficient photovoltaic cells have been 
constructed. There has also been extensive research in photoreactions 
at semiconductors for the pn^iuction of interesting chemical species as 
well as studies on the applioition of photoelectrochemical etching in 
the processinr ' semiconductors. Indeed, photoelectrochemical 
process^ ar. uw applied in the manufacture of electronic components 
and of components for lightwave communication systems. These latter 
processes have enhanced the ability to manufacture internationally 
competitive products. The utilization of photoelectrochemical processes 
by microelectronics and communication equipment manufacturers is on the 
increase. Beyond this lies the possibility of improving the 
competitiveness of the U.S. pigments, paints, and coatings industries 
and of creating new industries in photodegradable plastics and 
wastewater treatment. 

The basis for improving pigments is the following: Most pigments, 
including the two most widely used ones (n-TiOj and n-Fe^Oj, 
with domestic sales of SI billion and S300 million per year, 
respectively), are n-type semiconductors. Water adsorbed on their 
surfaces is photo-oxidized to form hydroxyl radicals and hydrogen 
peroxide. These attack organic binders in their vicinity, leading to 
chalking, cracking, and flaking of the paint. To avoid these effects, 
the coating and paint industry now silicizes the pigments— i.e., coats 
them with a layer of silicon dioxide. The layer of SiO^ reduces 
the light scattering, which is the function of the white pigment. The 
basic problems of photo-oxidation by pigments can be addressed with 
today*s expertise. This requires close collaboration between organic, 
polymer, and paint chemists, physicists, and electrochemists working to 
enhance the nonradiative recombination of photogenerated holes with 
electrons in the lattice. 

The same basic concepts hold for improved plastics, based on the 
incorporation of pigments, such as n-TiOj, that can promote photo- 
oxidation of the polymers in the presence of air. Research is aimed at 
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ificreasing the quantuio efficiency of oxidation by chemically preventing 
nonradiative recombinatioa of photogenerated electron- hole pairs and at 
enhancing the degradation reactions by incorporating appropriate 
catalytic centers on the surface of the particles. By an analogous 
process, the photo-oxidation of dangerous or undesirable waste products 
in water requires similarly modified semiconducting pbotocatalysts. 

Research is also under way on the photoproduction of useful 
chemicals based on semiconductor photoelectrochemistry. Interesting 
conversions, such as to NH,, H^O to H., and CO, to reduced 
products, have been demonstrated, although the efficiencies of these are 
still much too small to be of practi^ use at this time. 

Fundamenml research in the following areas of photoelectrochemistry 
is likely to lead to technological advances in the long term: 

■ PhotostabUity and photodissolution of surfaces and interfaces 

• Solar energy inversion to energy-storing fuels and to electrical 
energy 

• Unique and selective photoelectnx;hemical reactions of organic 
molecules on illuminated semiconductor surfaces 

■ Increase and decrease of surface recombination rates of electrons 
with holes by chemical modifications 

■ Exploration of reactions of photogenerated electrons or holes with 
electively adsorbed organic molecules on light-transmitting, porous 
metal films 

■ Quantum effects in small semiconductor particles and in their 
multilayer semiconductor films 



PLASMAS 

In excess of 99 percent of ail matter in the universe is in the form 
of a plasma {16, 17), a form that has been referred to as the "fourth 
state of matter." Broadly speaking, a plasma consists of a mixture of 
electrons, ions, and neutral species, with the positively and negatively 
charged entities moving independently of one another. Although the 
positive ions and electrons may be distributed nonuniformly, the plasmas 
as a whole must be electrically neutral. 

Plasmas are formed by injecting enough energy into a gas so that one 
or more electrons are stripped from the gas molecules. This ionized 
state may be achieved in a variety of ways (Figure 6-1) to yield 
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FIGURE 6- 1 Classification of plasmas in terras of electron temperature 
and electron density (16). 



different combinations of electron temperatures (an electron energy of 
1 eV is equivalent to a temperature of 7740 K) and electron density 
06). For materials processing purposes, plasmas generated by glow 
discharges, radio frequency discharges, and in flames are the most 
important, yielding electron temperatures below 10 eV and electron 
densities within the range lO" to lO" m"*. Much higher electron 
temperatures and densities exist in thermonuclear fusion plasmas, 
whereas low-electron-temperature, low-electron-density plasmas exist 
naturally in the earth's ionosphere. 

The pressure of the gas within which the plasma is formed has an 
important efiect on the properties of the plasma U6.J7). This is 
because energy transfer or "coupling" between the lighter and faster 
moving electrons and the heavier ions is collisional in nature. Since 
the number of collisions per unit time increases with density, energy 
transfer becomes much more efficient, and the electron temperature 
(expressed as the kinetic energy) approaches that of the ions 
(Figura 6-2). Accordingly, at low pressures, the electron temperature 
is much higher than the ion temperature, and the system is referred to 
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FIGURE 6-2 Variation of electron temperature (T^) and hravy particle 
temperature (T|j) pressure in an air arc plasma (16). 



as a "nonequilibrium" or "cold" plasma. On the other hand, at high 
pressures, coUisional energy transfer is sufficiently efficient that 
the elytron and ion temperatures are the same. Th^ systems are 
referred to as "equilibrium* or "thermal" plasma*. Typical "cold" 
plasmas include the ionosphere and fluorescent lights, whereas "thermal" 
plasmas include those that exist in magnetohydrodynamic (MHD) sj^tems, 
fusion reactors, laser-ionized gas, and in the stars. 

An important feature of plasmas is their high energy «)ntent 
compared with the three other states of matter (gases, liquids, and 
solids). The high energy density supports the use of plasmas in many 
important materials processing technologic, including pkisma melting 
and remelting, extractive metallurgy, plasma deposition, etching, and 
synthesis (including polymerization). Some of these technologies are 
briefly discussed in the foUowing paragraphs; they Iwve also recently 
been reviewed in a companion NMAB report (76). Furthermore, with 
the advent of the Strategic Defense Initiative (SDI) program, plasma 
technology has assumed an important position in national defense. 



Electrochemical Phenomena in Plasmas 

It is interesting to compare plasmas with electrolyte solutions. 
Both are electrically conductive, with charge transport occurring via 
both positive and negative ions. Both environments can be highly 



•3 OO 



125 



corrosive to materiak; in the case of electrolyte solutions, these 
processes have heen extensively explore aiul the subject is more or less 
on a sound tiieoretical basis. This b not tito ca^ for plasmas, where 
mater^ def^adation studies have been largely empirical in nature, 
although the physia of charge transfer at the soUd-gas interface is 
well developed {17). 

Chemical reactions also (Kjcur in both electrolyte and plasma phases, 
and these reactions may be employed to create useful products. The 
kinetics and mechanisms of r^ictions occurring in electrolyte and at 
electrode-electrolyte interfaces have been extensively studied, and a 
vast data base exists on this subject. However, in the case of plasmas, 
almost no kinetic or mechanistic data are available, and the reaction 
information that is available is generally restricted to empirical data 
on the synthesis of products. 

Important differences also exist between plasmas and electrolyte 
solutions. In the latter, below the critical temperature (374T for 
water), the density is not an independent variable at constant 
temperature, except when the system is pressurized, and even then the 
density can be varied only over a narrow range. Above the critical 
temperature, the density can be varied over a wide range by changing the 
volume, but, except for the work by Franck (18) and by Marshall 
(19), for example, on ionic conductivity, these systems are unexplored. 
Thb is particularly true for electrode and electrochemical kinetic 
studies. In the case of plasmas, the density may be varied under 
ordinary formation conditions over a wide range and, as shown in 
Figure 6-2, this also results in the unique feature that the tempera- 
tures of the electrons and the ions may be quite different. Another 
important difference between electrolytes and plasmas is the fact that 
free electrons exist in the latter but not in the former (an exception 
is liquid ammonia, in which solvated electrons can exist at appreciable 
concentrations). Thus, inteifacial charge transfer between a conducting 
solid and a plasma is expected to be substantially different from that 
between an electrode and an electrolyte solution. The extent of these 
differences currently is unknown. 



Research Opportunities 

Many research opportunities exist in plasma material processing 
(16). The following discussion focuses on those issues that are 
"electrochemical" in nature, including those that involve chemical 
reactions coupled to charge transfer processes. 

■ Fundamentals of Charge Transfer at Interfaces. The kinetics and 
mechanisms of charge transfer between conducting solids and insulators 
and plasmas are almost totally unexplored. In large part this is due to 
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an Hamt completo lack of suitable exijarimeatal t^hniquM to probe the 
interfacial regioiL Extensive research is needed to develop suitable 
equipnmnt and t^hniciues that will permit studies of the type now 
routinely performed for studying chisrse transfer at (metal, semi- 
conductor) elMtrode-electrolyte interf^es. Suitable "reference 
electrodes" (compare Langmuir probes already used to sample plasma 
properties such as conductivity) need to be developed so that 
"three^tectrode" potentiostatic and controlled-current techniques can 
be applied. C^ice these are available, it should then be possible to 
perform the various transient and frequency domain (AC impedance, 
harmonic analysis) experiments (20,21) that are now employed in 
classical electrochemistry. 

■ Degradation of Materials and Plasma Etching. The removal of atoms 
or ions from a solid into a plasma is a charge transfer proce» Imving 

many of the characteristics of the dissolution of a metal or an ionic 
solid in aqueous solution. Accordingly, techniques that are commonly 
used in corrosion science and electrochemistry to study metal or oxide 
surfaces in aqueous environments might be modified for investigating 
metal- or ceramic-plasma interface. Some of these will be purely 
"electrochemical* in nature (as in the preceding paragraph), but others 
should make use of various spectroscopic techniques (e.g., Raman 
scttitering) to study surface processes. 

■ Mathematical and Physical Modeling. Extensive research needs to 
be carried out on modeling of the very complex heat and mass transfer 
processes that occur in plasmas, particularly in the presence of 
chemical reactions. The modeling studies must consider h^t and mass 
transfer to and from injected particle, since th^ systems ore of 

great industrial importance. Also, the proper and accurate inclusion of 
chemi^ reactions is also of sp^ial significance in th(^ casN where 
the plasma is used to produce a product, as in the case of plasma 
polymerization. Although some work in this area has been reported 
(/($), the currently available models generally do not permit accurate 
predictions to be made of a number of important propertira, including 
particle growth or reaction rates. 

■ Growth of Plasma-Deposited Phases. Plasma polymerization (22) 
and anodization are already used extensively in materials processing, 
although the mechanisms by which these reactions occur are not well 
characterize. However, they have their counterparts in aqueous 
electrochemistry in electrochemical polymerization and anodic film 
growth, respectively. In the case of plasma anodization, the mechanisms 
of growth of the oxide film are not well understood, nor are kinetic 
data available for a large number of systems. Considerable research 
effort is required to obtain the necessary data in order to develop 
viable mechanisms. 



MO 



127 

a Plasma Diagnostics. A detailed uoderstanding of the properties of 
the "electrolyte" (1.0., Ae plasma) is of crucial importance in plasma 
science. These diagnostic technkiues should be capable of determinit:.}^ 
tlw temperatures and velocities of particles and of idnit^ying chemical 
species in the ionized gas. This information is essential for modeling 
work as well as for optimizing plasma processes for the production of 
useful products. Various absorption (23) and scattering spectroscopies 
might be adapted for this purpose, in addition to the laser-induced 
fluorescence {24'26\ optkal emission spectroscopy i27\ 
actinometry {28\ and optical galvanic spectroscopy {29) methods 
already employed. 

Diagnostic techniques must also be develoi^ for characterizing 
plasma-surface interactions. Four imiK)rtant areas have been identified 

■ Investigation of reactions at a surface where radicals recombine 
to form stable molecules 

■ Study of synergistic effects, in which ion, electron, and photon 
bombardment change the reaction characteristics of incident radicals 

■ Investigation of the "sticking" probabilities of various radicals 
incident on the surface as a function of the surface coverage and 
reaction conditions 

■ Study of reaction mechanisms at the surface 

The principal problem in any of these studies is to devise probes 
that can penetrate the plasma, particularly at relatively high 
pressures. Some of these studies may make use of molecular beams to 
impinge desired reactants onto the surface while the surface processes 
are being probed. Regardless of the exact tools that are eventually 
developed, this field is considered to be ripe for significant progress. 



SURFACE REACTIONS 

The key feature of electrochemical surface reactions is the transfer 
of charge across the interface between the electrode and species in the 
electrolyte phase. This charge may be in the form of electrons as, for 
example, with the redox couple: 

+ /'e«+ [solMiion] ^ f e^"^ [solution) 

or it may be in the form of ionic charge as, for example, in 
electrodeposition: 

emetai "f" Ag^ [solution) Ag [hvlk metal) 



in 
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Chemical steps are often coupled to the charge transfer process as, for 
example, with the important hydrogen elMtrode reaction: 

H ffsO^ [aoltOion) ^ H{ada) + ff^O (soluHon) 

2H{ad3) ^ Hi [solution) ^ H2 

where H(ads} corrraponds to hydrogen atoms adsorb^ on the electrode 
surface. Thus the electrode surface not only provide sites for the 
charge transfer but may also provide sites for the adsorption of various 
reac^ts, products, and intermediates and may serve as a product or 
reactant in the elMtrode r«iction as in metal electrodeposition and 
dissolution. By adjusting the potential, the reducing and oxidizing 
conditions pre^^uling at the el^trc^e surfaces may \» controlled. Hie 
etectrochemical Mil provides a mrans for carrying out ructions that 
otherwise would not occur— Le., reactions with a pos'.dve Cibbs free 
energy change (AG > 0). 

The ratM of elecmxSe reactions and chemical process^ as a whole 
are usually controlled by a potential energy barrier (30). In 
ordinary chemical kinetics, the height of this barrier can be varied at 
a given temperature and pressure only by changing the chemical structure 
of the reactants. For electrochemical reactions, however, the height of 
the energy barrier is a function of the potential of the electrode phase 
relative to the electrolyte phase (see Figure 6-3). This potential 
difference ran be experimentally controlled, and thus the electrochemist 
can adjust the banier height so as to favor the forward or reverse 
reaction and in turn control their rates. This is an important and 
unique feature of electrochemical reactions. 

With many electrode reactions, the adsorption of reactants, 
products, and/or intermediates controls the pathways as well as the 
reaction rates. Electrochemical reactions aro part of the general field 
of heterogeneous catalysis (ii). By controlling the chemical and 
structural features of the electrode surface (32) as well as 
electrolyte composition and potential, it is possible to achieve 
selectivity and specificity for electrochemical reactions. For example, 
the rate of generation of hydrogen on platinum is 9 to 10 orders of 
magnitude faster than on lead or mercury at potentials near the 
reversible thermodynamic value. 

An exciting prosf^ct in synthetic organic electrochemistry is the 
selective synthesis of specific optical isomers by taking advantage of 
the asymmetry afforded by certain types of surface sites achieved with 
chemically modified electrode surfaces on substrates such as carbon. 





REACTION COORDINATE 

FIGURE 6-3 Energy barrier diagram for charge transfer at an 
electrochemical interface. Curves A and B corr^pond to the potential 
energy curves at two different electrode potentials. Note that the 
barrier for the forward process is lower for curve B than for curve A. 



Camnt State of Knowledge 

Theoretical Aspects of Electrode Reactions (31,35) 

The most elementary process that can occur at an electrode surface 
is the electron transfer between the electrode and the donor or h(»t 
species in the electrolyte phase. Such processes can be divided into 
two broad classy 

■ Weak interaction electron transfer— The electron orbitals of the 
donor or acceptor of the electrolyte phase only weakly interact with the 
orbitals of the electrode phase. A solvent monolayer or possibly 
bilayer is imposed between the electrolyte phase and the electrode 
surface. The electron tunnels between the electrode and the electrolyte 
phase reactant. 

■ Strong interaction electron transfer— The electron orbitals of the 
electrolyte phase reactants directly overlap with those of the electrode 
phase, with the reactant^ adsorbed on the electrode surface. 

The weak interaction electron transfer has been treated by various 
theoreticians {31,35). The foremost treatments ?re those of Marcus 
(itf) in the United States and to a lesser extent Levich {37) in 
the Soviet Union. The Marcus treatment and modifications provide a 
basis for estimating the activation free energy and its potential 
dependence. The main value of these theoretical treatments is the 
insight they provide into the factors controlling the electrochemical 
kinetics. Even at the best, for redox species not adsorbed on the 



130 



electrode surface (outer sphere reactions), the currently available 
theoretical treatments yield only order-of-magnitude values for the 
electrochemical rate constants. 

For the strong-interaction electron-transfer reactions, substantial 
quantum n^chanical resonance splitting occurs in the activated state, 
and the electron becon^s delocalized— i.e., smeared out between the 
electrode and the electrolyte phase rractants. The electrode surface 
has a strong catalytic effect, and such reactions are sensitive to the 
electrode surface condittons. The theoretical tr^tmects of electron 
transfer for the strong Interaction case are in a very early state (i5). 

A third class of electrode reaction is the proton transfer reaction. 
Theoretical efforts (32 J5) have been made to Mtimaio the height of 
the potential energy contours for the proton discharge reaction (£q. 3) 
and to establish to what extent proton tunneling may be involved. These 
treatments, however, have only semiquantitative significance at best 
because of the lack of vigorous models for the hydronium ion in relation 
to the surface and the solvent at the interface. The importance of 
these treatments again lies in the identiHcation of the role played by 
various factors in ^ntrolliog the electrocatalysis. 

The theoretical treatments of other electrocatelytic reactions are 
very limited. Even semiquantitative treatments are important si* ce they 
provide insight as to the role of adsorption sites and surface intr r- 
actions involving reactants, intermediates, and/or products. Of ipecial 
interest are theoretical treatments of the energetics of adsorptioi on 
various sites using molecular orbital and X-« scattered wave calcula- 
tions in combination with experimentally evaluated adsorption isotherms 
and in situ spectroscopic measurements on single-crystal electrode 
surface. 



Experimental Studies of Electrode Reactions 

Redox reactions: A large array of data exists for the electrode 
kinetics of various redox couples on mercury and to a lesser extent 
solid electrodes in aqueous and organic solvents. Data are rather 
sparse, however, for the temperature dependence, particularly at low 
temperatures. At sufficiently low temperatures, the Levich-Dogonadze- 
Kuznetsov treatment predicts quite abnormal behav or as a result of 
tunneling of the nuclei in reaction coordinate space (SJJS). 

Electrocatalytic reactions involving adsorbed species: By far 
the most extensively studied electrode reaction involving adsorbed 
species on electrode surfaces is the hydrogen electrode reaction (30), 

2t- + 2HiO-^ ^H2^ 2H2O 
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This reacUon is generally believed to proceed through one of two 
pathways, depending on the particular electrode surface. One pathway is 
that shown in ructions 3 and 4, while the second involves reaction 3 
followed by 

Re^don 6 may involve an [H-H]^(ads) intermediate. The hydrogen 
electrode reactions are of interest from the standpoi&l of hydrogen- 
a)nsuming fuel cells, comiMting reactions in various battery systems, 
the generation of hydrogen gas by water electrolysis, and the 
conM>lementary cathodic reaction in metal corr(»ion in aqueous 
environments. The predominant pathway and rate-determining steps have 
been identified on a few metal electrode surfaces (30). 

The kinetic of the el^trode reaction, 

have also been extensively studied on a wide range of electrode 
surfaces, including chemically modified electrode surfaces (3J). 
Unfortunately, even with such relatively active catalysts as high-area 
platinum and transition-metal macrocycle coated ^bon electrode, the 
irreversibility of the electrmie reactions is subs^tial in 
aqueous solutions, and this has seriously restricted the efficiency of 
fuel cells and other batteries using rathodes in aqueous 
electrolytes. Uncertainty exists concerning the detailed mechanisms of 
the reduction as well as generation electrode reactions on 
most stable electrode surfaces. The temperature dependence of the 
kinetics of the hydrogen and oxygen electrode reactions on various 
electrode surfaces appears to be quite anomalous and warrant f urther 
study under well-defined conditions (3 J). 

Other electrocatalytic reactions of much applied interest include 

■ The chlorine electrode reaction: the electrosynthesis of Cl^ 
and sodium hydroxide (chlor-alkali industry) 

■ The electro-oxidation of hydrocarbons: fuel cells operating on 
such fuels 

■ The electro-oxidation of alcohols: fuel cells 

m The synthesis of organic compounds by electrocatalysis: the 
chemical and drug industries (33) 

The introduction of the dimensionally stable anode (DSA) has had a 
major impact on the production of chlorine and caustic by the 
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electrolysis <^ brine. TIm DSA electrode was introduced in the 
mid*1960s and now is used in place of carbon anodes to produce 
90 percent of tlie CI, in the United States and 70 percent worldwide. 
The DSA electrode consists of an electrocatalytic layer (prii^pally 
RttOJ on a titaniaoi substrate {32). The advantages include the 
very low overpotentiai for the CI, generating reaction on this 
RttO. catalyst, thus saving much electric power, plus the dimensional 
stability of this anode compared to the carbon anodes used heretofore, 
which were rapidly consumed, 

Unfortunately, high-activity stable catalysts have not yet been 
found for the other electrocatalytic processes listed here. Highly 
active electrocatalysts are not nec^sarily required for electro-organic 
synthesis of specialty chemicals such as would be of interest for the 
pharmaceutical industry; in this case selectivity is more important 

Metai deposition and dissolution i34y. In the electrodeposition 
of solid metals such as silver and zinc, the cation is transported 
acron the electrochemical interface to sit^ on the electnxle surface 
(Figure 6-4). The positive charge of the cation is offset by electrons 
from the metaJTi^ ^-«d^^^1peciM be(»mes an adatom. These 
species have s|^[^m mobi^ and migrate along the electrode surface to 
an imperfection such as a step dislocation, where they enter into the 
crystal lattice. In the absence of sufficient step dislocations to 
accommcKlaM tlM rate of dei»sition, the adatom surfa^ concentration 
increa^ until two- or three-dimensional nucleation occurs. The rate 
of such nucleation and surface migration strongly influences the 
morphology of the electrocrystallization process. The reverse of this 
process is involved with electrodissolution of crystalline electro- 
deposits. 



FIGURE 6-4 Consecutive stages involved in the incorporation of an 
adatom into the crystal lattice at a kink site {30. p. J J 80). 
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RcfMrch Opportmildei 

Electron Tnuufer at Electrocheiiilcal Interfaces 

A need exists for a more refin^ treatment of the electron transfer 
process at electrochemical interfa^. Refinements of the theory should 
addr^ such factors as 

■ A more quantitative model of solvent interactions with the redox 
species 

■ A more vigorous treatment of the frequency and transmission 
factors involved in the electi^xle tunneling 

■ The effects of the compact layer structure on the free energy of 
activation and electron tunneling probability 

■ Anharmonic effects and the potential dependence of the Tafel slope 

■ Theoretical treatments of the strong interaction cases where the 
redox species is si^ifically adsorbed on the electrode surface 

■ Theoretical treatments of bridge-assisted electron transfer 

A substantial amount of data already exists on reactions at room 
temperature in various solvent systems. Temperature -dependent data« 
however, are qnite sparse, and there are virtually no data at 
sufficiently low temi^ratures to test certain quantum staUstical 
mechanical aspect such as tunneling in reaction coordinate space. More 
reliable and extensive ionic double-layer data for various electro- 
chemical interfaces are needed to facilitate the comparison of 
theoretical and experimental rate constants. 



Proton Transfer at Electrochemical Interfaces 

The proton transfer reaction is one of the most basic in the field 
of electrocatalysis and is stiil poorly understood. The theoretical 
treatments are rather crude and need to be refined. This area warrants 
an effort by theorists. New theoretical efforts need to include such 
features as 

■ More vigorous models for hydronium ions at electrochemical 
interfaces 

a Carefully evaluated potential energy contours for proton transfer 
to and from the H-adsorption sites, using as vigorous theoretical 
methods as possible and considering resonance effects in the activated 
state 
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■ More rigorous quantitative treatment of tlie qwmtum statistical 
medianics of the behavior of the system in re^tion coordinate space and 
the transmission of tlM proton over and through the pott»ntial energy 
barriers in reaction coordinate space 

Present treatn^nts consider only part of the factors controlling the 
proton transfer process and are not comprehensive. Combhiing the 
strongest features of the present theoretical treatments would have 
merit 

The experimental data required to achieve an understanding of the 
elemental act of proton transfer are part of the overall study of the 
electrocatalysis of the hydrogen electrode reactions. Much of the 
experimental data for hydrogen overvoltage on various metal surfaces 
were obtained 20 years or more ago and are not highly reliable. Purity 
and control of the surfa^ conditions are challenging problems in this 
area, parttcularly in view of the prising need for measurements on 
well-defined single-crystal surfaces. 

The research opportunities for experimental work in this area 
include the following: 

■ Reliable kinetic data for more than just I'juid mercury and 
particularly on single-crystal surfaces under well-defined experimental 
conditions 

■ Temperature dependence of the kinetics to obtain reliable 
activation parameters and the temperature dependence of the Taf el slope 
and synunetry factor 

■ Kinetic isotoi^ effect studies under ultra-clean conditions cn 
single-cr^tal surfaces 

■ Adsorption studies of hydrogen on single-crystal metal electrode 
surfaces using advanced instrumental techniques 

Measuiement of kinetics and electrosorption studies on well-defined 
single-crystal metal surfa^ are not routine and warrant the develop- 
ment of much more refined techniques than are currently used by most 
electrochemists in such single-crystal studies. The single-crystal 
surfaces* even if intially of well-defined high quality, can easily 
restructure upon introduction into the electrolytic solution, leading to 
uncertainty concerning the surface structure prevailing in the electro- 
lytic solution. Present in situ techniques are insufficient, and it is 
necessary to use ex situ techniques to examine the surfaces after the 
electrochemical measurements. This in^turn results in further questions 
as to surface changes attending the removal from the electrochemical 
environment. This is a particularly challenging problem. It is hoped 
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that in situ teclmiques can be developed to establish the electrode 
surface structure in the near future. 



Electrocatalysls 

The field of electrocatalysls is still in its infancy in regard to a 
quantitative understanding of the mechanism and surface factors 
controlling the kinetics for most electrocatalytic reactions. 
Routine-type kinetic studies are not sufficient in themselves to gain 
the needed understanding. The combination of in situ and ex situ 
spectroscopy techniqi»s in conjunction with advanced electiiochemical 
methods offers promise. In nu»t instances single-crystal as well as 
polycrystal surf^es need to be examined. While single-crystal surfaces 
are more conducive to the understanding of the elementary proc^ses and 
adsorbed species, there are catalytic effects that are highly dependent 
on defect structure and high index planes, which aie only achieved 
readily with polycrystalline surfaces. 

Electrocatalytic reactions on chemically modified surfaces as well 
as on ionic-conducting polymer metrics are attractive new approaches 
and are being studied in various academic and industrial laboratories. 
Further work with such approaches is need^. 

Another intriguing approach to electrocatalysis involves the use of 
underpotential-deposited monolayers and submonolayers of foreign metal 
adatoms on metal substrates. Such layers afford unique electronic and 
morphological surfa^ properties, not usually achievable with pure metal 
or alloys. Underpotential-deposited layers have been found to have high 
catalytic activity for such reactions as Hj generation, reduction, 
and certain electro-organic reactions. 

reduction and generation: The kinetics and defiled pathways 
are not well understood for the electrode reactions (reduction and 
generation) on most electrode surfaces, despite extensive kinetic 
studies. Further fundamental research is warranted, but more promising 
techniques and approaches are needed to elucidate the kinetics in a 
definitive manner. Research should also be supported that focuses on 
new catalyst systems and new electrolyte systems. Promising approaches 
include kinetic isotope effect measurements, in situ spectroscopic 
studies of adsorbed species, temperature-dependence studies of the 
kinetic, and polarization measurements under near-reversible conditions 
and in ixjlymer-electrolyte systems. 

//. electrode reactions: Despite extensive studies of the 
electrooe reactions, the pathways remain controvei^ial for many 
electrode surfaces, and reliable data on single-crystal surfaces are 
lacking. As the prime example of a relatively simple electrocatalytic 
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reBctkm, achiaviiig a fimdameatal tmderstandlng of this class of 
raaetkms is importanL Tke electrode reMtion h used in various 
fuel cells with platiaiim as tlie catalyst for low- to moderate- 
temperature aqueous systmns. Tlie tolerasee of tlw platinom catalyst to 
CX>, l»}wever, is festively low, particabtfly at lower temperatures, and 
this complkates the use of H, generated from hydrocarbon sources. 
Consequently, it would be attractive to identify catalysts with high 
activity for oxklation and at the same time high CO tolerance. 

Oxidation of hydrocarbons md aleohois: If reasonably efTective 
oxidation catalysts can be identified for aqueous electrolytes, 
hydrocarbon and alcoh(d oxidpuon processes would make possible 
prom&ing fuel cells (derating directiy on quite practical fuels at 
moderate temperatures. Tto currently i»ed platinum and platinum-family 
metals and alloys have substantial activity, but it is not sufHcient 
for practical ft»l cells with aqueous electrolytes. With the many 
electrons involved in the complete oxidation, the detailed n^hanisms 
for the oxidation are likely to be quite complex. To avoid incomplete 
oxidation it is probably necessary to have the reactants remain adsorbed 
on the electrode surface through the complete oxidation to CO. and 
H,0. Here again, new promising catalysts and new experimental 
approaches are needed. 

CO^ reduction to methanol or other organics: Effective catalysts 
for the reduction of CO, to methanol or other organic «>mpounds of 
interest would be of fundamental importance and at the same time might 
open the door to the generation of useful organic compounds from CO.. 
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Cliapter 7 
OPPORTUNmES IN EDUCATION 



The issue addressed in this chapter is how effective the university 
community in the United States is in providing education and training in 
electrochemical scienw and engineering for the personnel needed in this 
field. 



CURRENT STATUS 

University departments of chemistry, chemical engineering, and 
materials science and engineering ara the principal sources of courses 
and r^earch in electrochemical phenomena. Mo5c of the chemistry and 
chemical engineering departments offer no formal instruction or research 
in corrosion. Fewer than 20 percent of the chemical engineering 
departments provide training in electrochemical syntheses and energy 
conversion, either through course work or research. Few chemical 
engineering textbooks and curricula offer electrochemical examples in 
the core courses such as material and energy balances, separation 
processes, transport phenomena, or reactor engineering. In addition, 
over the past 10 to 20 years there has been a gradual di^ppearance of 
electrochemical coverage in most physical chemistry courses. Exposure 
of chemical engineering students to the general field of inorganic 
chemistry has become increasingly weak. Topics such as electrolytes and 
galvanic cells have been relegated to cursory treatment in freshman 
chemistry. Therefore, most undergraduate students are ill-prepared in 
inorganic electrochemistry, including chemistry relevant to corrosion 
and to virtually all electrosynthcsis and energy-conversion processes 
and devices. Advanced presentation of these topics and others, such as 
the nature of ionic conductors, electrified surfaces, or double layers, 
occurs almost solely in conjunction with thesis research. 

Most university efforts on electrochemical corrosion are located in 
materials and metallurgy departments. As with the situation in chemicc' 
engineering, only a small number have formal programs in this area. In 
addition, curricula in materials science and engineering offer little or 
no exposure to organic chemistry, an essential element in the under- 
standing of corrosion inhibitors and bacterial corrosion. 



141 



142 



The interdisciplinary nature of electrochemical phenomena involves 
aspMts of chemistiry, physics, and materials. Substantive collalMration 
'& often required, for example, in the stiuly of electrode ructions, 
where expertise in surface structure and mass transport needs to be 
effectively coupled with that in iolectrocheoustry. Only a few univer- 
sities have been succ^ful in establishing m^or muhidiscipUnary 
reMarch programs. Reasons for this may include (a) the emphasis on 
sinall, indi^ual research; (b) the difficulty of engaging in collabo- 
rative r^earch at universities across departtnental boundari^ and 
(c) the high cost of facilities needed to provide adequate experimental 
npabilities. 



FUTURE DIRECTIONS 

The feileral government has recently placed emphasis on research 
bridging different disciplines and technologies and on linking university 
research with efforts at industrial and government laboratories (7). This 
empluisis prraents an opportunity for universitira to develop collabo- 
rative research progrms. The electrochemi^ field needs such an 
apprm^h and, indent, could serve as a vehicle to develop it for other 
broad fields. Such an approach would require joint support from the 
universitiM as well as from government and industry in the following 
areas: 

■ Faculty: There are too few faculty sufficiently familiar with 
electrochemical technology and the underlying fundamenmls to offer 
appropriate courses. Therefore, the ability to offer course will 
require improving faculty expertise over a period of time. A reasonable 
goal is to double the number of faculty who are cognizant and rapable of 
teaching el^tn^hemical science and engineering. 

a Faculty support A summer "travel grant" program is vital to 
encourage young faculty to visit research and development laboratories 
with nmjor capabilities in electr(^hemistry, electrochemical engineering, 
or corrosion. The goal of this program would be to enhance the use of 
new techniques and research methods. Such a program would foster 
improved communication and collaboration between government and academic 
efforts. 

■ Undergraduate coursework: Usable information needs to be 
developed for incorporation into existing courses, textbooks, and 
reference handbooks in chemistry, physics, chemical engineering, and 
materials, as well as new courses on electrochemical science and 
engineering. The broad scope of the electrochemical field must be made 
clear in such works. For example, the thermodynamic and kinetic 
principle governing electrode reactions relevant in electrowinning. 
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fuel mUs, and photogalvanic cells also apply to a broad range of 
materials degradation phenomena. The mathematical description of charge 
and potent^ distribution at electrode-elMtrolyte interfaces is 
relevant not only to the description of the space charge region in 
electrified solution-electrode interfaces but also at semiconductor 
interfaces. 

Progre^ in this area could also be enhanced by o^anizing sp^ial 
workshops dedicated to the development of lectures and problems suitable 
for incorporation in standard chemi«d enginraring and materials science 
and engineering courses (e^., thermodynamics, reaction engineering, 
heat and mass transfer, plant d^gn) or into certain standard chemistry 
classes (such as organic and inorganic chemistry, physical chemistry, 
and solid-state physics). Particularly useful additions could be made 
with respect to examples and fundamental principles in the area of 
corrosion, electrosynthesis, and energy inversion and storage. 

M(»t scientific and technological phenomena occur in heterogeneous 
systems. Chemistry education, unfortunately, tends to have an over- 
whelming emphasis on homogeneous reactions, thereby making it difficult 
for students to deal later with heterogeneous systems. It would be in 
the best interest of electrochemistry (as well as other fields of 
surface chemistry and interfacial phenomena) to encourage an bcrease in 
the degree to which heterogeneous prtxe^s are covered in chemistry and 
physics courses. 

■ Collaborative research in electrochemistry: There are a few 
universities with faculty already oriented toward electrochemistry. 
These existing groups should take the lead in developing collaborative 
research programs with both industrial and government support. Federal 
grants should have incentives for encouraging matching industrial funds 
to promote mutual interests and to assist the transition of basic 
research results into the commercial sector. 
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